


19" Rack Power

MW

MEAN WELL

Custom-Made 19" 2U Rack Power System

+ Standard 19” 2U rack — 480 x 420 x 80mm

Custom rack configurations available, 4500W max.,

up to 8 outputs

LED indicators on front panel

Meters for output voltage and current on front panel

Front panel voltage adjustment

Wide range of backplane connection option

Choose from MEAN WELL's wide range of standard power supply
Complete assembly and testing on your custom rack system
Engineering support available to assist you in specifying your

requirement

2 years warranty

Panel Type A: with power switch, LED indicators, and
output adjustment potentiometers.

Example
+12V, 4500W 2U Rack System
+ RSP-1500-12 x 3pcs
+ LED indicators and front panel voltage adjustment
+ Output voltage and current digital meters
+ 1/0 interface:
AC Input — Terminal block
DC Output — Copper pillars
Single Output — Terminal block

We provide specification, drawing, test report and more
information, please visit our website —
http://www.meanwell.com

Customer Satisfaction —
Today's effort, tomorrow's reward. Continuously improve
CQTS to satisfy customer is our goal.

Products under Development

QP-1000 series pag
1000W quad output with PFC function
+ Islated outputs with independent PWM
control, no minimum load required
* Programmable voltage function for CH3&4

SP-240 series P

B seae 11 13
240W single output with PFC function
« Built-in active PFC function, PF>0.95
+ Forced air cooling by built-in DC fan
USP-150 series page

150W U-bracket single output with PFC function 2
+ 300VAC surge input for 30 seconds

+ 3 times high surge current for 30ms

+ cooling by free air convection

SPV-150/300/600/1500 series "¢

150/300/600/1500W single output with

programmable output voltage function

+ Output voltage adjustable from 20~110% by
1~5.5VDC external control signal

ULP-150 series P
150W U-bracket single output with PFC function

+ 300VAC surge input for 30 seconds

+ 3 times high surge current for 30ms

+ cooling by free air convection

SDR-120 series P
120W slim single output DIN Rail type

+ Compel with GL and SEMI F47

* 150% peak load capability

* Built-in PFC function, PF>0.93

LPHC/LPLC-18 series P
18W economical class 2 LED power
+ Built-in constant current limiting circuit
(C.C. + C.V. mode)
+ 180~264VAC input only (LPHC-18)
* 90~132VAC input only (LPLC-18)

PSC-40 series P
40W single output with battery charger

+ Suitable for security industry

+ 4"x2" compact size

PSC-100 series P
100W single output with battery charger

+ Suitable for security industry

+ High rating charging current

+ Cooling by free air convection

AD-300 series pags
300W single output with battery charger

+ Suitable for security industry

+ Built-in PFC function

PAD-100 series P
100W single output with dual input source

+ Dual input source: 90~264VAC or 36~75VDC

+ Built-in PFC function for AC input

* Input mode indicating signal

GC200 series pes
200W power adaptor with charging function

* No load power consumption < 0.5W

* Meet energy star level V

HRPG-75/100/200/450 series *°%;
75/100/200/450W single output with PFC function

+ 1U low profile, high reliability

+ 5 years warranty

TN-3000 series P
3000W true sine wave solar inverter

+ 2 times high surge output capability

+ Selectable UPS and energy saving mode

+ AC bypass function, fast transfer time <10ms

* Built-in AC and solar charger




Security Series ss5-155w single and Dual Output

55W 1~2 Output with Battery Charger
CNUSCBCE

155W 1~2 Output with Battery Charger and PFC Function

® N\ EECBCE

* Universal AC input / Full range
« PF>0.92@230VAC and full load
* Protections: Short circuit / Overload /
Over voltage
+ Battery low protection
(except for ADS series)
+ Cooling by free air convection
* Fixed switching frequency at 134kHz
+ Approvals: UL/ CUL/TUV/CB/CE

+ Universal AC input / Full range
+ Protections: Short circuit / Overload /
Over voltage
+ Battery low protection
(except for ADS series)
+ DC alarm signal (optional)
+ Cooling by free air convection

Lo 2 « Fixed switching frequency at 45kHz L4
159x 97x 38 mm

CASE: 901 « Approvals: UL/ CUL/ TUV / CB / CE GASE: Ee S | 100% full load burn-in test
+ 100% full load burn-in test .9 ye;rs warranty
+ 2 years warranty

AC inout volt 88~264VAC: 124~370VDC AC input voltage range ..... 88~264VAC; 124~370VDC

INput voltage range .......... : AC inrush current ............. Cold start, 20A at 115VAC, 40A at 230VAC
AC inrush current ................. Cold start, 20A at 115VAC, 40A at 230VAC DC adjustment range 12V 24V 48V: +10%
L buadajustment range ... , , - o
DC adjustment range ............ 12V, 24V. £10% 13.8V: 12~14.5V; 27.6V: 24~29V; 54V: 48~58V
13.8V: 12~14.5V; 27.6V: 24~29V Overload protection .......... CH1,2: 105~135%, charger: 0.51~0.9A;

Overload protection .............. 105~150% hiccup mode, auto-recovery

constant current limiting, auto-recovery

Over volltage protectilon """"" CH1: 105~135% rated output voltage Over voltage protection .... CH1: 115~135% rated output voltage

Se?tup, rise, hold up time ....... 800ms, 50ms, 80ms at full load and ?30VAC Setup, rise, hold up time ... 1000ms, 90ms, 24ms at full load and 230VAC
Withstand voltage ................. I/P-O/P:3kVAC, I/P-FG:1.5kVAC, Tminute Withstand voltage ............ I/P-O/P:3KVAC, I/P-FG:1.5kVAC, 1minute
Working temperature ............ 10°C~60°C{refer to output derating curve) it it fan-10-500C@100% , 60°C@80% load
Safety standards ................ UL60950-1, TUV EN60950-1 approved Without fan:-10~50°C@70% , 60°C@50% load
EMC standards ..................... EN55022 class B, EN61000-3-2,3,

Safety standards .............. UL60950-1, TUV EN60950-1 approved

EN61000-4-2,3,4,5,6,8,11, ENV50204

c i 8P/ 8.25 itch inal block EMC standards ................ EN55022 class B, EN61000-3-2,3,

PO";,ec OM v iy ';';" P! 7 129::'”/30 7;<C:UFT EN61000-4-2,3,4,5,6,8,11, ENV50204
BOKING vvvvrrvemssensenee 7Kg, &4pes KGR Connection ..........ooevvvvnnin 8P/ 9.5mm pitch terminal block

= Single Output with 5V, 4A DC-DC Converter Packing ... 1.0kg ; 16pcs / 16.0kg / 0.95CUFT

Stock No. Model No. Output Tol. R&N Effi. Max. + Single Output with 5V, 3A DC-DC Converter
10451 ADS-5512 12V, 0~4.0A  £1% 100mV  74% S51W Stock No.  Model No. Output Tol. R&N  Effi. Max.
Sl e Y 10481  ADS-15512  12V,0-125A  +2% 150mV  77% 153W
10452 ADS-5524 24V, 0~2.5A +1% 100mV ~ 74% 58W 5V 0~3.00A £3%  100mV
, U~o. *57
5V, 0~4.0A +3% 100mV
10482 ADS-15524 24V, 0~6.50A +1% 150mV  82% 154W
< Single Output with Battery Charger (UPS Function) 5V, 0~3.00A +3% 100mV
Stock No. Model No. Output Tol. R&N  Effi. Max. 10483  ADS-15548 48V, 0~3.20A +1% 240mV  82% 154W
10461 AD-55A 13.8V, 0~4.0A +1% 100mV 71% 51W 5V 0~3.00A +5%  100mV
13.4V, 0~0.23A  (Charger)
10462 AD-55B  27.6V, 0~2.0A 1%  100mV 74% 54W + Single Output with Battery Charger (UPS Function)
26.5V, 0~0.16A  (Charger) Stock No. Model No. Output Tol. R&N Effi. Max.
10491 AD-155A 13.8V, 0~11.5A +2% 150mV  80% 152W
< Dual Output with Batt Ch UPS Function
ual Output wi attery Charger ( unction) 13.3V, 0~0.50A (Chargen)
Stock No. Model No. Output Tol. R&N  Effi. Max.
ock To. Hodel Ho I 0 L ax 10492  AD-155B  27.6V,0~550A  +1% 150mV  84% 152W
10471 ADD-55A  13.8V, 0~3.50A +1% 100mV  71% 53W
27.1V, 0~0.50A (Charger)
5V, 0~4.00A +3% 100mV
10493 AD-155C 54.0V, 0~2.70A +1% 240mV  84% 157TW
13.4V, 0~0.23A  (Charger)
53.5V, 0~0.50A (Charger)
10472 ADD-55B  27.6V, 0~2.00A +1% 150mV  74% 55W
5V, 0~4.00A 3%  150mV + Dual Output with Battery Charger (UPS Function)
26.5V, 0~0.16A  (Charger) Stock No. Model No. Output Tol. R&N  Effi. Max.
10501  ADD-155A 13.8V, 0~10.5A +1% 150mV  78% 153W
Block Diagram 5V,0~3.00A 3%  100mV
13.3V, 0~0.50A  (Charger)
EMI RECTIFIERS POWER RECTIFIERS o +V
Po bR [ pder —swncmNegg' fber 10 COMB- 10502 ADD-155B  27.6V,0~5.00A 1% 200mV 81% 153W
,_/ _ é 5V,0~3.00A 3%  100mV
EN 27.1V, 0~0.50A (Charger)
| PWM y DETECTION/,E
FG @ CONTROL H/* CIRCUIT v 10503 ADD-155C 54.0V, 0~2.50A 1% 240mV  81% 150W
BAT. CHARGER B+ 5V, 0~3.00A +5%  100mV
BACK UP 53.5V, 0~0.20A (Charger)




SeCU rity Se ries 60~100W Single Output with Battery Chager

60W Single Output with Battery Charger (UPS Function)
M. (2EICBCE

+ Universal AC input / Full range

+ 4"x 2" compact size

+ Protections: Short circuit / Overload /

Over voltage

+ Battery low protection / Battery reverse
polarity protection by fuse

+ Alarm signal for AC OK and Battery low

+ Cooling by free air convection

+ 100% full load burn-in test

+ 2 years warranty

s,

101.6x 50.8x 29 mm

AC input voltage range .......... 90~264VAC; 127~370VDC

AC inrush current ................. Cold start, 30A at 115VAC, 60A at 230VAC
DC adjustment range ............ CH1, 13.8V: 12~15V; 27.6V: 24~29V
Overload protection .............. 105~150% hiccup mode, auto-recovery
Over voltage protection ......... CH1: 105~135% rated output voltage
Setup, rise, hold up time ....... 800ms, 50ms, 50ms at full load and 230VAC
Withstand voltage ................. I/P-O/P:3kVAC, I/P-FG:1.5kVAC, 1minute
Working temperature ............. -20°C~70°C(refer to output derating curve)
Safety standards ................. UL60950-1, TUV EN60950-1 approved

EMC standards ..................... EN55022 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,8,11, ENV50204

Connection 3+6P/ 3.96mm pitch, JST: B3P/B6P-VH
Packing .....ccoevviiiiiiiiiiin, 0.13kg ;96pcs / 13.5kg / 0.89CUFT
Stock No. Model No. Output Tol. R&N  Effi. Max.
11981 PSC-60A  13.8V, 0~4.3A +1% 120mV  84% 59W
13.8V, 0~1.50A (Charger)
11982  PSC-60B  27.6V, 0~2.15A  +1% 240mV 84% 59W
27.6V, 0~0.75A (Charger)

100W Single Output with Battery Charger (UPS Function)

UL/CUL/TUV/CB/CE pending °* Universal AC input / Full range
20, Y, + 5"x3" compact size
- w p%pf; + Protections: Short circuit / Overload /
f

( Over voltage

+ Battery low protection / Battery reverse
polarity protection by fuse

+ Relay contact signal for AC OK and
battery low

+ Cooling by free air convection

+ 100% full load burn-in test

+ 2 years warranty

© 127x 76.2x 31 mm

AC input voltage range ........ 90~264VAC; 127~370VDC

AC inrush current ................ Cold start, 35A at 115VAC, 70A at 230VAC
DC adjustment range ........... CH1, 13.8V: 12~15V; 27.6V: 24~29V
Overload protection ............. 105~150% hiccup mode, auto-recovery

Over voltage protection ........ CH1: 105~135% rated output voltage
Setup, rise, hold up time ...... 2000ms, 40ms, 40ms at full load and 230VAC

Withstand voltage ................ I/P-O/P:3kVAC, I/P-FG:1.5kVAC, 1minute
Working temperature ............ -20°C~70°C(refer to output derating curve)
Safety standards ................ Design refer to UL60950-1, TUV EN60950-1
EMC standards .................... EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11, ENV50204
Connection ........ccccciiiennnn. 3+8P/ 3.96mm pitch, 4P/2.5mm pitch,

JST:B3P/B8P-VH, B4B-XH

Stock No. Model No. Output Tol. R&N Effi.  Max.

11991 PSC-100A 13.8V, 0~7.0A +1% 100mV  85% 100W
13.8V, 0~2.5A  (Charger)

11992  PSC-100B 27.6V, 0~3.50A 1% 100mV 87% 101W

27.6V, 0~1.25A (Charger)

40W Single Output
with Battery Charger

(UPS Function)

= Universal AC input / Full range

= 4"x 2" compact size

* Protections: Short circuit / Overload / Over voltage

= Battery low protection / Battery reverse polarity
protection by fuse

* Alarm signal for AC OK and battery low

* Cooling by free air convection

* DC output: 13.8V / 13.8V, 27.6V / 27.6V

* Low cost, high reliability

* Suitable for security industry

* Dimension(LxWxH)(mm): 101.6x 50.8x 29

® 2 years warranty

a9y 300W Single Output
~ with Battery Charger

(UPS Function)

* Universal AC input / Full range

* Built-in PFC function

* Protections:
Short circuit / Overload / Over voltage / Over temperature
Battery low / Battery reverse polarity

* Relay contact for AC OK and battery low

* Cooling by built-in DC fan

* DC output: 13.8V / 13.8V, 27.6V / 27.6V , 55.2V / §5.2V

= High reliability

» Suitable for security industry

* Dimension(LxWxH)(mm): 215x 115x 50

= 2 years warranty




Open Frame

5~20W AC/DC Module Type

MW

MEAN WELL

A 5W: 62.85x 50x 19.7 mm

A 10W: 70x 50x 22.7 mm

M Features

» Universal AC input / Full range

» Ultra-miniature size

» Protections: Short circuit / Overload / Over voltage

» No load power consumption <0.5W
(<0.75W for 20W models)

» Fully isolated plastic case

* Isolation class II (5~15W)

* Low leakage current < 200uA (20W)

» Cooling by free air convection

» Medical safety approved

» Meet industrial, IT safety requirements

* 100% full load burn-in test

A 15W: 75x 5

3x 22.7 mm A 20W: 94x 56x 22.7 mm

110/ 15 Series

« 3 years warranty

@ cmus o

(15W only)

PM-20 Series
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IEC 60601-1
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M General Specification B PM-05 Series
AC input voltage range ...... 85~264VAC; 120~370VDC Stock No. Model No. Output Tol. R&N Effi.
Frequency range ............... 47-440Hz 12741 PM-05-3.3 3.3V, 0~1.25A  +3% 80mV  67%
AC inrush current (max.) ... Cold start, 25A at 115VAC, 45A at 230VAC 12742 PM-05-5 5V,0~1.00A  £2%  80mV  71%
( PM-15 : 30A at 115VAC, 50A at 230VAC ) 12743 PM-05-12 12V, 0~0.42A  +2% 150mV  73%
( PM-20: 30A at 115VAC, 65A at 230VAC ) 12744 PM-05-15 15V, 0~0.33A  +2% 150mV  74%
Overload protection .......... >105% hiccup mode, auto recovery 12745 PM-05-24 b OB ez Y (e
Over voltage protection ..... 115%~135% rated output voltage, shut off, B PM-10 Series
AC recycle to re-start StockNo.  Model No. Output Tol. R&N  Effi.
Setup, rise, hold up time ... 1000ms, 20ms, 100ms @ 230VAC 12751 PM-10-3.3 3.3V, 0~2.50A  +3% 80mV  66%
(PM-20: 500ms, 20ms, 50ms @ 230VAC) 12752 PM-10-5 5V, 0~2.00A  £2%  80mV  74%
Withstand voltage ............. I/P-O/P: 4.0kVAC, 1 minute 12753 PM-10-12 12V, 0~0.85A  +2%  150mV  78%
Working temperature ......... -20°C~70°C (refer to output derating curve) 12754 PM-10-15 15V, 0~0.67A  +2%  150mV  79%
Safety standards .............. UL60601-1, TUV EN60601-1, UL60950-1 (PM-15) 12755 PM-10-24 24V, 0~0.42A  £2%  240mV  79%
approved M PM-15 Series
EMC standards ................. EN55011, EN55022 Class B, EN61000-3-2,3
EN61000-4-2.3.4,5.6.8 11, ENV50204, EN55024, Stock No. Model No. Output Tol. R&N Effi.
EN60601-1-2, EN61204-3 Medical level, criteria A 12761 PM-15-3.3 3.3V, 0-3.50A  £3% 80mV" 73%
’ ' 12762 PM-15-5 5V, 0~3.00A +2% 80mV  76%
Connection .........coeeevvveenn 4 industrial pins ( 20W: 6 industrial pins ) 12763 PM-15-12 12V, 0~1.25A  +2%  150mV  78%
Packing ..., 0.085kg ; 120pcs / 11.2kg / 0.97CUFT(PM-05) 12764 PM-15-15 15V, 0~1.00A  +2%  150mV  79%
0.105kg ; 120pcs / 13.6kg / 0.97CUFT(PM-10) 12765 PM-15-24 24V, 0~0.63A  £2%  240mV  81%
0.14kg ; 120pcs / 17.8kg / 0.97CUFT(PM-15)
0.18kg ; 90pcs / 17.2kg / 0.97CUFT(PM-20) B PM-20 Series
Energy Saving — Stock No. Model No. Output Tol. R&N Effi.
@ We care about energy saving. This logo represents 12771 PM-20-3.3 3.3V, 0~4.50A  +3% 80mvV  71%
that this model has "low no load power consumption"! 12772 PM-20-5 5V, 0~4.40A +2% 80mV  75%
T T E TR T (G TTar for I 12773 PM-20-12 12V, 0~1.80A 2% 150mV  81%
@ T (el « Low Cost 12774 PM-20-15 15V, 0~1.40A 2%  150mV  83%
e Prompt Delivery » Best Service 12775 PM-20-24 24V, 0~0.92A 2%  240mV  84%




Open Frame

5~20W AC/DC On Board Type

MW

MEAN WELL

5W: 58x 45x 19.1 mm » 10W: 65x 45x 22 mm »

15W: 70x 48x 22 mm » 20W: 89x 51x 19.3 mm b

M Features

* Universal AC input / Full range

« Ultra-miniature size, light weight

 Protections:
Short circuit / Overload / Over voltage / Over temp.

* No load power consumption <0.5W (<0.75W for
20W models)

« Isolation class II (5~15W)

» On-board type version available for 20W (option)

» Low leakage current < 200uA (20W)

» Cooling by free air convection

* Medical safety approved

« Meet industrial, IT safety requirements

* 100% full load burn-in test

» 3 years warranty

@ cmus

A=ICBC€

(15W only)

NFM-05/10/ 15 Series NFM-20 Series
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M General Specification B NFM-05 Series
AC input voltage range 85~264VAC; 120~370VDC Stock No.  Model No. Output Tol.  R&N  Effi.
Frequency range ............ ... 47-440Hz 12701 NFM-05-3.3 3.3V, 0~1.25A  +2% 80mV  67%
AC inrush current (max.) ....... Cold start, 25A at 115VAC, 45A at 230VAC 12702 NFM-05-5 5V, 0~1.00A  +2% 8omv  71%
(NFM-15: 30A at 115VAC, 50A at 230VAC ) 12703 NFM-05-12  12V,0~0.42A 1%  150mV  73%
( NFM-20: 30A at 115VAC, 65V at 230VAC ) 12704 NFM-05-15  15V,0~0.33A 1%  150mV  74%
DC adjustment range ............ +10% rated output voltage 12705 NFM-05-24 24V 0~0.23A +1% 240mV 76%
Overload protection .............. >105% hiccup mode, auto recovery
Over voltage protection ......... 115%~135% rated output voltage, shut off, B NFM-10 Series
AC recycle to re-start Stock No.  Model No. Output Tol. R&N Effi.
Over temp. protection ........... U1,Tj: 140~160°C, power shutdown, recovers 12711 NFM-10-3.3 3.3V, 0~2.50A  +2% 80mV  66%
automatically after temperature goes down 12712 NFM-10-5 5V, 0~2.00A  +2% 80mV  74%
Setup, rise, hold up time ....... 1000ms, 20ms, 100ms @ 230VAC 12713 NFM-10-12 12V, 0~0.85A +1% 150mV 78%
( NFM-20: 500ms, 20ms, 50ms @ 230VAC ) 12714 NFM-10-15  15V,0~0.67A %1%  150mV  79%
Withstand voltage ................. I/P-O/P: 4.0KVAC, 1 minute 12715 NFM-10-24 24V, 0~0.42A +1% 240mV 79%
Working temperature ............. -20°C~70°C (refer to output derating curve)
Safety standards .................. UL60601-1, TUV EN60601-1, UL60950-1 B NFM-15 Series
(NFM-15) approved .
Stock No. Model No. Output Tol. R&N Effi.
EMC standards ..................... Esgigg; 4El;1535225260éa1s1s iNE\L\l5%12%io-3-2‘3 12721 NFM-15-3.3 3.3V 0~350A 2% 80mv 73%
EN55024' EN60601 1 2 E’N61204 3“'/' dical 12722 NFM-15-5 5V, 0~3.00A  +2% 80mV  76%
ol ot > Medica 12723 NFM-15-12  12V,0~1.25A  #1%  150mV  78%
Connection 4 ind’ustrial pins for 5~15W 12724 NFM-15-15 15V, 0~1.00A +1% 150mV 79%
""""""""""""""" - - ~ 0, 0,
3P / 4P / 3.96mm pitch, Molex 41791-03/04 12725 NFM-15-24 24V, 0~0.63A  +1% 240mV 81%
for 20W o
PACKING .o, 0.03kg ; 120pcs / 4.6kg / 0.97CUFT(NFM-05) B NFM-20 Series
0.045kg ; 120pcs / 6.4kg / 0.97CUFT(NFM-10) Stock No. Model No. Output Tol. R&N Effi.
0.065kg ; 120pcs / 8.8kg / 0.97CUFT(NFM-15) 12731 NFM-20-3.3 3.3V, 0~4.50A 2% 80mvV  71%
0.09kg ; 105pcs / 10.5kg / 0.97CUFT(NFM-20) 12732 NFM-20-5 5V, 0~4.40A  £2% 80mv  75%
. 12733 NFM-20-12 12V, 0~1.80A +1% 150mV  81%
Energy Saving — 0 [
@ We care about energy saving. This logo represents 12734 NFM-20-15 15V, 0~1.40A  +1% 150mV. 83%
that this model has "low no load power consumption"! 12735 NFM-20-24 24V, 0~0.92A +1% 240mV  84%




Open Frame 30~45W 1~3 Output Medical Type

30W Single Output Medical Type 45W 1~3 Output Medical Type
+ Universal AC input / Full range + Low leakage current<0.3mA + Universal AC input / Full range + Approvals: UL/ CUL/TUV/CB/CE
+ Medical safety approved + Compact size, low profile + Medical safety approved + Fixed switching frequency at 45kHz
+ Protections: Short circuit / Overload /  * 100% full load burn-in test + Protections: Short circuit / Overload + 100% full load burn-in test
Over voltage / Over temp. + 3 years warranty |/ Over voltage + 3 years warranty
101.6 + Low leakage current<0.3mA

127.0(5.0") 56
115.8(4.56") 022)
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101.6x 65.8x 23.5 mm

AC input voltage range .... 88~264VAC; 120~370VDC el o 243 (i
Overload protection ......... >105% hiccup mode, auto-recovery AC input voltage range .... 90~264VAC; 120~370VDC
Over voltage protection ... 110%~135% rated output voltage AC inrush current ............ Cold start, 20A at 115VAC, 40A at 230VAC
Leakage current .............. Less than 0.3mA at 264VAC DC adjustment range ....... CH1: £10% rated output voltage
Withstand voltage ........... 1/P-O/P: 4kVAC, I/P-FG:1.5kVAC, 1minute Overload protection ......... 53~75W hiccup mode, auto-recovery
Working temperature ....... 0..,4000@100%’ -1000@80%, 6000@60% load Over voltage protection ....CH1: 115%~135% rated output voltage
Safety standards ............. UL2601-1, TUV ENGOB01-1, IEC60601-1 approved ~ -€akage current.............Less than 0.3mA at 264VAC
EMC standards . EN55011 class B, EN60601-1-2, EN61000-3-2,3, \?Ve::pt ”Ze’ hli"d up time "3(;0”1;};0:;/‘A5(?'Tfpat ;”C';' ':’de\ixi 2130\/.A0t
EN61000-4-2,3.4.5.6.8.11, ENV50204 i s.an voltage ........... - : , -FG: 1. \C, minute
e ) 544P] 3.96 iteh. Molex PIN: 41791-05.04 Working temperature ....... -10°C~60°C (refer to output derating curve)
+ : -
OMNECHON -ooovrsvooe ~womm piteh, Holex FIi: ’ Safety standards ............. UL2601-1, TUV EN60601-1, IEC60601-1 approved
Packing .......ccoooovviiinennnss 0.16kg ; 90pcs / 15.8kg / 1.02CUFT EMC standards .............. EN55011 class B, EN61000-4-2,3,4,5,6,8,11,
Stock No. Model No. Output Tol. R&N Effi. EN61000-3-2,3, EN60601-1-2, ENV50204
12371 MPS-30-5 5V. 0~5.0A +3% 80mV. 72% Connection 2P,6P/ 3.96mm pltch, Molex P/N: 5277'02, 5273-06
NG oo . : . . MPS-4
12372 MPS-30-12 12V,0~2.5A 3%  120mV  75% Packing 0.18kg ; 72pcs/ 15.1kg /1.35CUFT (MPS-49)
\ \ 0.20kg ; 72pcs/ 17.4kg / 1.35CUFT (MPD-45)
12373 MPS-30-15 15V, 0~2.0A  #3%  150mV  76% 0.21kg : 72pcs/ 18.0kg / 1.35CUFT (MPT-45)
12374 MPS-30-24 24V,0~1.2A  +3%  240mV  77%
< Singl
12375  MPS-30-27 27V, 0~1.1A 3%  240mV  78% Single Output
12376 MPS-30-48 48V, 0~0.6A +29 240mV 78% Stock No. Model No. Output Tol. R&N Effi.
12381 MPS-45-3.3 3.3V,0~8.0A  #3% 80mV  65%
12382 MPS-45-5 5V, 0~8.0A  #3%  100mV  72%
Under 12383 MPS-45-7.5 7.5V,0~5.4A  £3%  100mV  75%

12385 MPS-45-13.5 13.5V, 0~3.3A  #2% 100mV 76%

100W Single Output Development 12384 MPS-45-12 12V,0~3.7A 2%  100mV  76%

12386 MPS-45-15 15V, 0~3.0A  #2%  100mV  77%
12387 MPS-45-24 24V, 0~1.9A 2%  100mV  78%
12388 MPS-45-27 27V, 0~1.7A 2%  100mV  78%
12389 MPS-45-48 48V, 0~1.0A 2%  100mV  78%

< Dual Output

« Dual input source: 90~264VAC or 36~75VDC Stock No. Model No. Output Tol. R&N  Effi.  Max.
12401 MPD-45A 5V, 0.4~5.0A +4%  60mV 76%  40W

 Built-in PFC function for AC input 12V, 0.2~2.5A  #7% 120mV

= ~ 0, 0,
- i, 8 A 02 WPO4R SLOASIN % WY Teh 4o
, 0.2~1. /% m

* LED indicator for power on = Triple Output

= Protections: Short circuit / Overload / Over voltage Stock No. Model No. Output Tol. R&N  Effi. Max.
, ‘ , 12411 MPT-45A 5V, 0.4~50A +4%  60mV  73% 41W
* Cooling by free air convection 12V, 0.2~25A 7%  120mV
-5V,0.0~0.5A £5%  60mV
= DC output: 12V / 24V :
P / 12412 MPT-45B 5V, 0.4~5.0A +4%  60mV  75% 43W
* Dimension(LxWxH)(mm): 232x 65x 38 12V,0.2~2.5A 7%  120mV
-12V,0.0~0.5A  £5%  100mV
* 2 years warranty 12413 MPT-45C 5V, 0.4~5.0A +4%  60mV  75% 44W

156V, 0.2~2.3A 7%  120mV
-15V, 0.0~0.5A 5%  100mV




MW

60~65W 1~3 Output Medical Type

Open Frame

60W 1~3 Output Medical Type

+ Low leakage current <200uA

65W 1~3 Output Medical Type

+ 4"x2" miniature size + Universal AC input / Full range + Low leakage current<0.3mA

+ Universal AC input / Full range + 110% peak load capability + Medical safety approved + Fixed switching frequency at 45kHz
+ Medical safety approved + High power density 6.57W/in® + Protections: Short circuit / Overload <+ 100% full load burn-in test
+ Protections: Short circuit / Overload < Cooling by free air convection / Over voltage + 3 years warranty
/ Over voltage + 3 years warranty 127
+ No load power consumption <0.75W + Suitable for medical & IT applications 5 (] nss Is
(single output models only) 016 ﬁ—f‘:fc 1] %
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90~264VAC; 127~370VDC

............. Cold start, 30A at 115VAC, 60A at 230VAC

........ -5 ~ +10% rated output voltage (single output only)
115~150% hiccup mode, auto-recovery

CH1: 110%~135% rated output voltage

Less than 200uA at 264VAC

500ms, 30ms, 50ms at full load and 230VAC (RPS-60)
200ms, 15ms, 70ms at full load and 230VAC (RPD/T-60)
I/P - O/P: 4kVAC, I/P - FG: 1.5kVAC, 1 minute
-20°C~70°C (refer to output derating curve)
UL60601-1, UL60950-1, TUV EN60601-1, EN60950-1
approved

EN55011 / EN55022 class B, EN61000-3-2,-3,
EN61000-4-2,3,4,5,6,8,11, ENV50204, EN61000-6-2,
EN60601-1-2, EN61204-3 medical level

90~264VAC; 127~370VDC

Cold start, 20A at 115VAC, 40A at 230VAC
CH1: £10% rated output voltage

73~105% hiccup mode, auto-recovery

CH1: 115%~135% rated output voltage

Less than 0.3mA at 264VAC

800ms, 30ms, 50ms at full load and 230VAC
I/P-O/P: 4kVAC, I/P-FG: 1.5kVAC, 1 minute
-10°C~ +60°C (refer to output derating curve)
UL2601-1, TUV EN60601-1, IEC60601-1 approved
EN55011 class B, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3, EN60601-1-2, ENV50204

2P, 6P/ 3.96mm pitch, Molex: 5277-02, 5273-06
0.23kg ; 54pcs/ 14.6kg / 1.35CUFT (MPS-65)
0.25kg ; 54pcs/ 16.0kg / 1.35CUFT (MPD-65)
0.27kg ; 54pcs/ 16.8kg / 1.35CUFT (MPT-65)

AC input voltage range ....
AC inrush current
DC adjustment range
Overload protection
Over voltage protection ....
Leakage current
Setup, rise, hold up time ..
Withstand voltage
Working temperature
Safety standards
EMC standards

101.6x 50.8x 29 mm

AC input voltage range
AC inrush current
DC adjustment range
Overload protection
Over voltage protection ....
Leakage current
Setup, rise, hold up time ..

Withstand voltage ....
Working temperature
Safety standards

Connection
Packing ........cccceviiieiiinnnn.

EMC standards

Connection ..........ccceeureee. 3,4P [ 3.96mm pitch, JST P/N: B3P / B4P-VH (RPS-60) + Single Output
3,6P /3.96mm pitCh, JST PIN: B3P / B6P-VH (RPD/T—GO) Stock No. Model No. Output Tol. R&N Effi.
Packing .......cccceoveviinnnnn 0.15kg ; 96pcs / 15.4kg / 0.89CUFT 12421 MPS-65-3.3 3.3V, 0~12A +39% 80mV 66%
+ Single Output 12422 MPS-65-5 5V, 0~12A +3% 100mV ~ 74%
Stock No.  Model No. Output Tol. R&N Effi. 12423 MPS-65-7.5 7.5V, 0~8.0A +3% 100mV  76%
12781 RPS-60-3.3 3.3V, 0~11A +2% 80mV 74% 12424 MPS-65-12 12V, 0~5.2A +2% 100mV  77%
12782 RPS-60-5 5V, 0~11A +2% 80mV 79% 12425 MPS-65-13.5 13.5V, 0~4.7A +2% 100mV  78%
12783 RPS-60-12 12V, 0~5.5A +2% 120mV 83% 12426 MPS-65-15 15V, 0~4.2A +2% 100mV ~ 79%
12784 RPS-60-15 15V, 0~4.4A +2% 150mV 84% 12427 MPS-65-24 24V, 0~2.7A +2% 100mV  80%
12785 RPS-60-24 24V, 0~2.75A +1% 240mV 85% 12428 MPS-65-27 27V, 0~2.4A +2% 100mV  80%
12786 RPS-60-48 48V, 0~1.375A 1% 300mV 86% 12429 MPS-65-48 48V, 0~1.35A  +2% 100mV  80%
< Dual Output < Dual Output
sl Lol o e Tol. ~ R&N  Effi. Max. Stock No. Model No.  Output Tol.  R&N  Effi. Max.
12791 RPD-60A 5V, 0.5~5.5A +3%,-2% 80mV 78% 54W 12441 MPD-65A 5V, 0.Z~7.0A +49 6omvV 75% 61W
12V, 0.1-2.2A £6% 80mv 12V, 0.2~3.2A +7% 150mV
12792 RPD-60B 5V, 0.5~3.85A +3%,-2% 80mV  82% 59W '
24V, 0.1~1.65A +8%.-4% 100mV 12442 MPD-65B 5V, 0.4~6.0A +4% 60mV 78% 66W
L 24V, 0.2~2.6A +7% 150mV
# Triple Output #Triple Output
Stock No. Model No. Output Tol. R&N  Effi. Max.
12801 RPT-60A 5V, 0.5~4.4A +3%,-2% 80mV  77% 51W Stock No. Model No. Output Tol. R&N Effi. Max.
12V, 0.1~2.2A +6% 80mV 12451 MPT-65A 5V, 0.4~7.0A  +4% 60mV  74%  60W
-5V, 0.1~0.55A  +9%,-8%  80mV 12V, 0.2~3.2A +10%,-7% 120mV
12802 RPT-60B 5V, 0.5~4.4A  +3%,-2% 80mV 78% 55W 5V, 0.0~0.7A  £5% 60mV
12V, 0.1~2.2A +6% 80mV
12V, 0.1~0.55A +6%.-10%  100mV 12452 MPT-65B 5V, 0.4~7.0A 4% 60mV  74%  64W
12803  RPT-60C 5V, 05~4.4A  +3%,-2%  80mV 79% 55W 12V, 0.2~3.2A +10%,-7% 160mV
15V, 0.1~0.65A +6% 100mV -12V,0.0~0.7A 5%  100mV
-15V,0.1~0.55A  £8% 150mV 12453  MPT-65C 5V, 0.4~7.0A 4% 60mV  74%  65W
12804 RPT-60D 5V, 0.5~3.85A +3%,-2% 80mV 79% 52W 15V, 0.2~2.6A +10%-7% 180mV
24V, 0.1~1.1A +6% 150mV A5V 0.0~07A 5%  100mV
12V, 0.1~0.55A +8% 80mV R -
12805 RPT-6003 3.3V, 0.5~5.5A  +3%,-2% 80mV 75% 44W Energy Saving —
5V, 0.3~3.3A 8% 80mV @ We care about energy saving. This logo represents
12V, 0.1~0.77A +6%,-10% 80mV that this model has "low no load power consumption"!




Open Frame

75~160W 1~3 Output Medical Type

MW

MEAN WELL

75W 1~3 Output Medical Type

Low leakage current <200uA
Fixed switching frequency at 6

+ Universal AC input / Full range .

+ Medical safety approved

+ Protections: Short circuit / Overload
| Over voltage

+ No load power consuption <0.75W
(single output models only)

100W with 23.5CFM forced air
3 years warranty

5kHz

Free air convection for 75W and

+ Suitable for medical & IT applications
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AC input voltage range ....... 90~264VAC; 127~370VDC
AC inrush current .............. Cold start, 25A at 115VAC, 50A at 230VAC
DC adjustment range ......... CH1: -5~ +10% rated output voltage

Overload protection ........... 140~180% hiccup mode, auto-recovery
Over voltage protection ...... CH1: 115%~135% rated output voltage
Leakage current ................ Less than 200uA at 264VAC

Setup, rise, hold up time .... 500ms, 30ms, 80ms at full load and 230VAC
Withstand voltage .............. |/P-O/P: 4kVAC, I/P-FG: 1.5kVAC, 1 minute
Working temperature .......... -20°C ~ +70°C (refer to output derating curve)
Safety standards ... UL60601-1, TUV EN60601-1 approved

EMC standards ................. EN55011 / EN55022 class B, EN61000-3-2,-3,

EN61000-4-2,3,4,5,6,8,11, ENV50204,
EN61000-6-2, EN60601-1-2, EN61204-3

medical level
Connection ... 3+8P / 3.96mm pitch, JST P/N: B3P / B8P-VH
Packing .....cccooeevviiiinnininn 0.23kg ; 63pcs / 15.5kg / 1.35CUFT
< Single Output
Stock No. Model No. Output Tol. R&N Effi.
12811 RPS-75-3.3 3.3V, 0~20A +2% 80mV 73%
12812 RPS-75-5 5V, 0~18.7A +2% 80mV 78%
12813 RPS-75-12 12V, 0~8.3A +1% 120mV ~ 82%
12814 RPS-75-15 15V, 0~6.7A +1% 150mV  83%
12815 RPS-75-24 24V, 0~4.2A +1% 240mV  85%
12816 RPS-75-36 36V, 0~2.8A +1% 300mV  86%
12817 RPS-75-48 48V, 0~2.1A +1% 300mV  86%
+ Dual Output
Stock No. Model No. Output Tol. R&N  Effi. Max.
12821 RPD-75A 5V, 1.0~9.5A +2% 80mV  77% 96W
12V, 0.3~4.0A +6% 120mV
12822 RPD-75B 5V, 1.0~6.8A +2% 80mV  79% 99W
24V, 0.2~2.7A +6% 200mV
“ Triple Output
Stock No. Model No. Output Tol. R&N  Effi. Max.
12831 RPT-75A 5V, 0.6~8.0A  +2% 80mV 76% 93W
12V, 0.2~4.0A  +6% 120mV
-5V, 0.1~1.0A  +5% 120mV
12832 RPT-75B 5V, 0.6~8.0A  +2% 80mV  77% 100W
12V, 0.2~4.0A 6% 120mV
-12V,0.1~1.0A  +5% 120mV
12833 RPT-75C 5V, 0.6~8.0A +2% 80mV  77% 100W
15V, 0.1~3.0A  +8% 150mV
-15V, 0.1~1.0A  +5% 150mV
12834 RPT-75D 5V, 0.6~7.0A  +2% 80mV 79% 95W
24V, 0.1~2.0A 8%  200mV
12V, 0.1~1.0A 8% 120mV
12835 RPT-7503 3.3V, 0.7~7.0A  +4% 80mV  74% 81W
5V, 0.0~8.0A 6% 120mV

12V, 0.0~1.5A +10%,-6% 120mV

160W Medical Type with PFC Function

5"x3" compact size

With power good and fail signal
output

Built-in remote sense function for
5~15V (RPS-160)

Standby 5V@0.8A (G model)

No load power consumption under
0.75W by PS-ON control (G model)
3 years warranty

-

Universal AC input / Full range .
+ Built-in active PFC function .
+ Protections: Short circuit / Overload
| Over voltage
/ Over temperature
+ Free air convection for 110W and
160W with 20.5 CFM forced air
(RPS-160); Free air convection for
100W and 150W with 20.5 CFM .
forced air (RPD / T-160)

®
@ cmus

Lo

127x 76.2x 33mm

AC input voltage range .......... 90~264VAC; 127~370VDC
AC inrush current .................. Cold start, 35A at 115VAC, 70A at 230VAC
DC adjustment range ............. RPS-160: £10% rated output voltage
RPD/T-160: 0~+10% for CH1
Overload protection ............... 105~135% hiccup mode, auto-recovery
Over voltage protection .......... CH1: 115%~135% shut off,
re-power on to recover
Leakage current ...............oen Less than 300uA at 240VAC
Setup, rise, hold up time ........ 1200ms, 30ms, 16ms at full load and 230VAC
Withstand voltage ................. I/P - O/P: 4kVAC, I/P - FG: 1.5kVAC, 1 minute
Working temperature .............. -20°C~70°C (refer to output derating curve)
Safety standards .................. UL60601-1, TUV EN60601-1 approved

EMC standards ..................... EN55011/EN55022 class B,
EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3,
EN60601-1-2, ENV50204,

EN61000-6-2 (RPS(G)-160)

Connection .......ccovveeiiiiiinenns 3+8+2(4)P/3.96mm pitch JST B3P / B8P-VH,
<+ Single Output B2B (B4B)-XH
Stock No. Model No. Output Tol. R&N Effi.
12841 RPS[J-160-5 5V, 0~30.0A +4% 100mV 85%
12842 RPS[I-160-12 12V, 0~12.9A +3% 100mV 87%
12843 RPS[1-160-15 15V, 0~10.3A +3% 120mV 87%
12844 RPS[1-160-24 24V, 0~6.5A +2% 150mV 87%
12845 RPS[1-160-48 48V, 0~3.25A +2% 250mV 88%
< Dual Output
Stock No. Model No. Output Tol. R&N  Effi. Max.
12851 RPD[I-160B 5V, 1.0~12A  +2.5%  80mV 84% 150W
24V,0.2~3.6A  +6%  200mV
# Triple Output
Stock No.  Model No. Output Tol. R&N Effi. Max.
12861  RPTLI-160A 5V, 0.6~14A +2%  100mV  84% 141W
12V, 0.2~5.5A +5%  120mV
-5V, 0.1~1.0A  -5%,+7% 120mV
12862 RPT[I-160B 5V, 0.6~14A +2%  100mV  84% 142W
12V, 0.2~5.0A +5%  120mV
-12V, 0.1~1.0A  -4%,+5% 120mV
12863  RPT[I-160C 5V, 0.6~14A +2%  100mV  83% 139W
15V, 0.1~3.6A +4%  150mV
-15V, 0.1~1.0A  -5%,+7% 150mV
12864  RPT[I-160D 5V, 0.3~11A +2%  100mV  83% 144W
12V, 0.2~5.0A +5%  120mV
24V, 0.15~1.2A  +4%  200mV

= blank, G; blank: basic function, G: with 5Vsb/0.8A & no load power
consumption< 0.75W




Open Frame

120~200W 1~4 OUtpUt Medical Type MEAN WELL
120 & 200W 1~4 Output Medical Type % Dual Output
’ ’ ; Stock No. Model No. Output Tol. R&N  Effi. Max.
+ Universal AC input / Full range + PG/ PF signal output
. PF> 0.95@230VAC (200W) (optional for 120W) 12601  MPD-200A 5V, 4.0~24A fZ% O 80mV 82% 196W
+ Protections: Short circuit / Overload /  + 80W / 140W free air convection, 12V, 0.8~9.6A +8/°’;5/° 120mv .
Over voltage / OTP (200W)  120W / 200W with 25CFM forced air 12602 MPD-200B 5V, 4.0~24A i“; 80mV 83% 196W
+ Leakage current<180uA + 100% full load burn-in test 24V,0.4~4.8A  £6.5%  180mV
+ Built-in remote sense and remote + 3 years warranty + Triple Output
ON/OFF control (200W) + Suitable for medical & IT applications Stock No. Model No. Output Tol. R&N  Effi. Max.
: ‘ 1167571?(675)) ‘ 12571 MPT-120A 5V, 2.0~12A +2% 80mV  72% 111W
;l» 12V, 0.4~5.8A +8%,-6% 120mV
1 -5V, 0.0~1.0A  £5%  80mV
ﬁ § 12572 MPT-120B 5V, 2.0~12A +2% 80mV  73% 110W
a3 12V,0.4~53A  +6%  120mV
N -12V, 0.0~1.0A  +5%  80mV
o 12573 MPT-120C  5V,2.0~11A 2%  80mV 72% 119W
= 15V, 0.4~4 4A +6%,-7% 150mV
5] -15V, 0.0~1.0A  +5% 80mV
12574 MPT-120D 5V, 2.0~12A +2% 80mV  74% 110W
=5 1137571‘(‘;7;1) 24V, 0.4~2.6A +8%,-6% 300mV
- J; — 12V, 0.0~1.0A  +5% 120mV
R \O 12611 MPT-200A 5V, 4.0~24A +2% 80mV 80% 200W
% \ 12V, 0.8~9.0A 8% 120mV
z ;ﬁ‘\ E% -5V, 0.0~2.4A  £5%  80mV
;& I—é 12612 MPT-200B 5V, 4.0~24A +2% 80mV 80% 196W
H € 25cFMmin.
A 12V,06~7.2A  +8%  120mV
;I 00000 0 12V, 0.0~2.4A  £5%  80mV
177.8x 107.2x 35.5 mm Ak e 12613 MPT-200C 5V, 4.0~24A +2% 80mV 80% 201W
AC input voltage range ....... 90~264VAC; 127~370VDC 15V, 0.5~5.6A  +8% 150mV
AC inrush current ............... Cold start, 35A at 115VAC, 60A at 230VAC -15V, 0.0~2.4A  +5% 80mV
DC adjustment range .......... CH1: -5~+10% rated output voltage 12614 MPT-200D 5V, 4.0~24A 2% 80mV  81% 196W
Overload protection ............ 110~160% hiccup mode, auto-recovery 24V 0.3~3.6A +8% 180mV
Over voltage protection ....... CH1: 115%~140% rated output voltage PO o
Leakage current ................. Less than 180uA at 264VAC 12, GOl 3430 S
Setup, rise, hold up time ..... 1000ms, 20ms, 16ms at full load and 230VAC % Quad Output
Withstand voltage ............... I/P - O/P: 4kVAC, I/P - FG: 1.5kVAC, 1 minute Stock No. Model No. Output Tol. R&N  Effi. Max.
Working temperature ...........-20°C~70°C (refer to output derating curve) 12581 MPQ-120B 5V, 2.0~11A +2% 80mvV  71% 111W
Safety standards ................ UL60601-1, TUV EN60601-1, IEC60601-1 approved; 12V, 0.5~5.0A +6% 120mV
Design refer to UL60950-1, TUV EN60950-1 -5V. 0.0~1.0A +5% 80mV
EMC standards ................... EN55011/EN55022 class B, -12V, 0.0~1.0A +59 80mV
ENG1000-4-2,3,4,5.6,8, 11, EN61000-3-2.3 12562 MPQ-120C 5V, 2.0~11A 2%  80mV 71% 110W
EN60601-1-2, ENV50204, EN61000-6-2 15V 0.5~3.8A  +6%-7% 150mV
Connection .......... 5P,13P/ 3.96mm pitch, Molex 5273-05, 5273-13 (120W) ) 973 oo m
3P, 20P / 3.96mm pitch, JST B3P/VH, Molex 5566-20 (MPS-200) SV, 0.0-1.0A  45%  80mV
3P, 8Px2 / 3.96mm pitch, JSTB3P / B8Px2-VH (MPD/T/Q-200) -15V,0.0~1.0A  £5% 80mv
PACKING v, 0.55kg ; 24pcs / 14.5kg / 1.04CUFT (120W) 12583 MPQ-120D 5V, 2.0~11A +2% 80mV 74% 120W
+ Single Output 0.66kg ; 24pcs / 16.8kg / 1.04CUFT (200W) 12V,02~1.1A  +8%,-6% 150mV
24V, 0.3~2.3A +8% 300mV
Stock No. Model No. Output Tol. R&N Effi. -12V. 0.0~1.0A +5% 80mV
12551 MPS-120-3.3 3.3V, 0-24A  £3% 80mv  68% 12584  MPQ-120E 5V, 2.0~11A +2%  80mV  73% 109W
12552 MPS-120-5 5V, 0~22A +3% 80mV 73% 12V. 0.5~3.3A +6% 120mV
12553 MPS-120-12 12V, 0~10A +2% 100mV 7% 15V, 0.0~1.0A +8% 80mV
12554 MPS-120-15 15V, 0~8.0A +2% 100mV ~ 79% 24V, 0.0~1.0A +5% 80mV
12555 MPS-120-24 Gl 2% 120mV 81% 12621 MPQ-200B 5V, 3.0~18A +2% 80mV  78% 193W
12556 MPS-120-48 48V, 0~2.5A +29 120mV 829 i o SHE= e m °
& m & 12V, 0.7~8.4A +8% 120mV
Stock No.  Model No. Output Tol. R&N Effi. -5V, 0.0~2.4A +5% 80mV
12591 MPS-200-3.3 3.3V, 0~40A 2% 80mvV  77% -12V,0.0~2.4A 5% 80mv
12592 MPS-200-5 5V, 0~40A +29% 80mV 81% 12622 MPQ-200C 5V, 3.0~18A +2% 80mV  78% 190W
~ 0,
12593  MPS-200-12 12V, 0~16.7A  #2%  100mV  84% 15V, 0.5~6.0A 16°/° 150mV
12594  MPS-200-15 15V, 0~13.4A  #2%  100mV  85% pt o B L
e B S LU 12623 MPQ-200D 1::// g'gfﬁf igé ggmx 79% 195W
12596 MPS-200-48 48V, 0~4.2A +1% 200mV 87% i 24V, 0'3 3.6A ;8"/0 1802V °
, 0.3~3. e ly(}
“Dual Output 12V,0.0~2.4A  $5%  80mV
Stock No. Model No. Output Tol. R&N Effi. Max. 12V, 0.0~2.4A +59% 80mV
12V, 0.5~6.0A +7% 120mV 24V, 0.3~3.3A +8% 180mV
12562 MPD-120B 5V, 2.0~12A +2% 80mV  76% 120W 15V, 0.0~2.4A +5% 80mV
24V, 0.3~3.2A +8% 250mV -15V, 0.0~2.4A +5% 80mV




Open Frame

5~25W Single and Dual Output

MW

MEAN WELL

5W Single Output Switching Power Supply

+ Universal AC input / Full range

+ Protections: Short circuit / Overload /
Over voltage / Over temp.

+ Cooling by free air convection

+ Fixed switching frequency at 67kHz
Low leakage current <0.5mA

100% full load burn-in test

Low cost, high reliability

2 years warranty
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75x 40x 20 mm

85~264VAC; 120~370VDC

Cold start, 30A at 230VAC

>105% hiccup mode, auto-recovery
115%~135% rated output voltage

U1, Tj:140°C, hiccup mode, auto-recovery
Less than 0.5mA at 240VAC

I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
-10~60°C (refer to output derating curve)
UL60950-1 CB approval by TUV

EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11

AC input voltage range
AC inrush current
Overload protection
Over voltage protection
Over temp. protection
Leakage current
Withstand voltage
Working temperature
Safety standards
EMC standards

Connection ........cccoeeeeeeinnn. 3P, 2P/ 3.96mm pitch, Molex 5285-03,5273-02
Packing ......ccooeeviiiiiiiiinnnnn, 0.05kg ; 120pcs / 6.25kg / 1.0CUFT
Stock No. Model No. Output Tol. R&N Effi.
12631 PS-05-5 5V, 0~1.0A +2% 100mV 70%
12632 PS-05-12 12V, 0~0.45A +2% 120mV 75%
12633 PS-05-15 15V, 0~0.35A +2% 120mV 75%
12634 PS-05-24 24V, 0~0.22A +2% 200mV 76%
12635 PS-05-48 48V, 0~0.11A +1% 200mV 76%

15W Single Output Switching Power Supply

+ Universal AC input / Full range + Fixed switching frequency at 67kHz
+ Protections: Short circuit / Overload / + Low leakage current <0.5mA
Over voltage / Over temp. » 100% full load burn-in test
+ Cooling by free air convection + Low cost, high reliability
+ 2 years warranty
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85~264VAC; 120~370VDC

Cold start, 40A at 230VAC

>105% hiccup mode, auto-recovery
115%~135% rated output voltage

U1, Tj:140°C, hiccup mode, auto-recovery
Less than 0.5mA at 240VAC

I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
-10~60°C (refer to output derating curve)
EN60950-1 CB approval by TUV
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11

AC input voltage range
AC inrush current
Overload protection
Over voltage protection
Over temp. protection
Leakage current
Withstand voltage
Working temperature ...
Safety standards
EMC standards

Connection .......ccccveieeiiiiinnes 3P, 2P/ 3.96mm pitch, JST B3P/B2P-VH
Packing .....cccooeeviiiiiiiii 0.083kg ; 120pcs / 10.96kg
Stock No. Model No. Output Tol. R&N Effi.
12641 PS-15-5 5V, 0~2.80A +2% 100mV 74%
12642 PS-15-12 12V, 0~1.25A +2% 120mV 7%
12643 PS-15-15 15V, 0~1.00A +2% 120mV 78%
12644 PS-15-24 24V, 0~0.625A  +2% 150mV 79%
12645 PS-15-48 48V, 0~0.313A  +2% 200mV 7%

25W 1~2 Output Switching Power Supply

+ Universal AC input / Full range
+ Protections: Short circuit / Overload /

+ Cooling by free air convection

M. EECBCE

107x 61x 28 mm

AC input voltage range
AC inrush current
Overload protection ..
Over voltage protection
Over temp. protection
Leakage current
Withstand voltage
Working temperature
Safety standards
EMC standards

Connection
Packing

Over voltage / Over temp. *

Fixed switching frequency at 100kHz
Low leakage current <0.5mA
100% full load burn-in test
Low cost, high reliability
2 years warranty
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85~264VAC; 120~370VDC
Cold start, 36A at 230VAC
>105% hiccup mode, auto-recovery
115%~135% rated output voltage

U1, Tj:135°C, power shutdown
Less than 0.5mA at 240VAC

I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
-10~60°C (refer to output derating curve)
UL60950-1, TUV EN60950-1 approved

EN55022 class B, EN61000-3-2,3,

3P, 4P/ 3.96mm pitch, Molex P/N: 41791-03, 04
0.14kg ; 96pcs / 15.0kg / 1.30CUFT(PS-25)

0.15kg ; 96pcs / 15.9kg / 1.30CUFT(PD-25)
0.13kg ; 96pcs / 15.4kg / 1.30CUFT(PD-2503)

<+ Single Output

Stock No.

12001
12002
12003
12004
12025
12006
12007
12008
12009

# Dual Output

Stock No. Model No.

12031

12032

12033

12034

12035

12036

5V, 0.1~4.0A +5%,-8%

Model No. Output

PS-25-3.3 3.3V, 0~5.0A
PS-25-5 5V, 0~5.0A
PS-25-7.5 7.5V, 0~3.3A
PS-25-12 12V, 0~2.1A
PS-25-13.5  13.5V, 0~1.9A
PS-25-15 15V, 0~1.7A
PS-25-24 24V, 0~1.0A
PS-25-27 27V, 0~0.9A
PS-25-48 48V, 0~0.5A

Output Tol.

PD-25A 5V, 0.2~2.5A  +2%

12V, 0.1~1.5A  £6%

PD-25B 5V, 0.2~2.0A  +2%

24V,0.1~1.0A 6%

PD-2505 5V, 0.1~3.0A  £6%

-5V, 0.1~2.5A 6%

PD-2512 12V, 0.1~1.2A 4%

-12V, 0.1~1.2A  +4%

PD-2515 15V, 0.1~1.0A 4%

-15V, 0.1~1.0A  +4%

PD-2503 3.3V, 0.2~5.0A 2%

Tol.
+3%
+2%
2%
+2%
2%
+2%
+2%
2%
2%

R&N
50mV
150mV
50mV
200mV
50mV
50mV
50mV
50mV
50mV
50mV
50mV
50mV

R&N
80mV
80mV
80mV
100mV
100mV
100mV
240mV
240mV
350mV

Effi.
1%

7%

73%

74%

75%

2%

Effi.
66%
74%
76%
78%
78%
78%
79%
79%
79%

Max.
25W

25W

25W

24W

24W

25W




Open Frame 35~45W Single, Dual, and Triple Output

MW

MEAN WELL

35W Single Output Switching Power Supply
+ 4"x2"x 0.95" compact size
+ Universal AC input / Full range
+ Cooling by free air convection

+ Protections: Short circuit / Overload
/ Over voltage
+ 2 years warranty

M [EEICBC€
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101.6x 50.8x 24 mm

AC input voltage range ............ 90~264VAC; 120~370VDC
DC adjustment range .... ... £10% rated output voltage
Overload protection ...... .. 105%~160% hiccup mode, auto-recovery

Over voltage protection ............ 115%~150% rated output voltage

Withstand voltage ........c........... I/P-O/P: 3.0kVAC, I/P-FG:1.5kVAC, 1minute

Working temperature ................ -20°C~+65°C (refer to output derating curve)

Safety standards ..................... UL60950-1, TUV EN60950-1 approved

EMC standards .............cco........ EN55022 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,8,11; ENV50204
Connection ............oovvvvvvivinnnnn. 3+4P / 3.96mm pitch, JST B3P/B4P-VH
Packing ......coovvviiieiiiiniiee, 0.124kg; 96pcs / 12.9kg / 0.8CUFT
Stock No.  Model No. Output Tol. R&N Effi.

12101 PS-35-3.3 3.3V, 0~6.0A +2% 80mV 70%
12102 PS-35-5 5V, 0~6.0A +2% 100mV 78%
12103 PS-35-7.5 7.5V, 0~4.7A +2% 100mV 80%
12104 PS-35-12 12V, 0~3.0A +1% 120mV 81%
12105 PS-35-13.5 13.5V, 0~2.6A +1% 120mV 81%
12106 PS-35-15 15V, 0~2.4A +1% 150mV 81%
12107 PS-35-24 24V, 0~1.5A +1% 200mV 85%
12108 PS-35-48 48V, 0~0.75A  +1% 240mV 84%

320W Triple Output with
PFC Function

» Universal AC input / Full range g;x 108x 37mm

= Built-in active PFC function, PF>0.92
= Protections: Short circuit / Overload / Over voltage / Over temperature
= Seperate protections for all outputs
= Wide range output voltage adjustment for CH1&2
« No load power consumption <0.75W
* Built-in PS-ON control function
« Design refer to UL60950-1, TUV EN60950-1
» 130% peak load capability for all outputs
= 80% load by free air convection, 100% load with 18CFM forced air
» Working temperature: -20°C~+70°C
» Qutput models:
PT-320A - 12V / 0—10A, 24V / 0—6A, 5VSB / 0—5A
PT-320B - 24V / 0—10A, 48V / 0—6A, 12VSB / 0~5A
= 3 years warranty

45W 1~3 Output Switching Power Supply

+ Universal AC input / Full range + Low leakage current <0.5mA
+ Protections: Short circuit / Overload 100% full load burn-in test
| Over voltage Low cost, high reliability
+ Cooling by free air convection 2 years warranty
+ Fixed switching frequency at 65kHz
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127x 76x 28 mm

AC input voltage range ...90~264VAC; 120~370VDC

AC inrush current ........... Cold start, 15A at 115VAC, 30A at 230VAC
DC adjustment range ...... CH1: -5~+10% rated output voltage
Overload protection ........ 53~75W hiccup mode, auto-recovery
Over voltage protection .. CH1: 115%~135% rated output voltage
Leakage current ............. Less than 0.5mA at 240VAC
Withstand voltage .......... I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
Working temperature ...... -10~60°C (refer to output derating curve)
Safety standards ........... UL60950-1, TUV EN60950-1 approved
EMC standards .............. EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11, ENV50204
Connection .................. 2P, 6P/ 3.96mm pitch, Molex P/N: 5277-02, 5273-06
Packing .......ccccvvvvniinnnn. 0.19kg ; 72pcs / 15.6kg / 1.35CUFT(PS-45)

0.20kg ; 72pcs / 16.0kg / 1.35CUFT(PD-45)

0.21kg ; 72pcs / 17.0kg / 1.35CUFT(PT-45)
<+ Single Output

Stock No. Model No. Output Tol. R&N Effi.
12011 PS-45-3.3 3.3V, 0~8.0A +3% 80mV  69%
12012 PS-45-5 5V, 0~8.0A +3% 100mV  74%
12013 PS-45-7.5 7.5V, 0~5.4A +3% 100mV  75%
12014 PS-45-12 12V, 0~3.7A +2% 100mV  76%
12015 PS-45-13.5  13.5V, 0~3.3A +2% 100mV  77%
12016 PS-45-15 15V, 0~3.0A +2% 100mV  77%
12017 PS-45-24 24V, 0~1.9A +2% 100mV  78%
12018 PS-45-27 27V, 0~1.7A +2% 100mV  78%
12019 PS-45-48 48V, 0~1.0A +2% 100mV  78%

** Dual Output
Stock No.  Model No. Output Tol. R&N  Effi. Max.
12041 PD-45A 5V, 0.4~5.0A +4%  50mV 77% 40W
12V, 0.2~2.5A 7% 120mV
12042 PD-45B 5V, 0.4~5.0A +4%  50mV 78% 45W
24V, 0.2~1.8A  +7% 120mV
< Triple Output

Stock No.  Model No. Output Tol. R&N  Effi. Max.

12061 PT-45A 5V, 0.4~5.0A *4%  50mV 75% 41W
12V, 0.2~2.5A 7% 120mV
-5V, 0.0~0.5A 5%  50mV

12062 PT-45B 5V, 0.4~5.0A 4%  50mV 75% 43W
12V, 0.2~2.5A 7% 120mV
-12V, 0.0~0.5A  +5% 100mV

12063 PT-45C 5V, 0.4~5.0A +4%  50mV 75% 44W
15V, 0.2~2.3A 7% 120mV
-15V, 0.0~0.5A  +5% 100mV




Open Frame 45~65W Single, Dual, and Triple Output

45 & 65W Triple Output with 3.3V Channel

* Universal AC input / Full range

+ Fixed switching frequency at 65kHz

+ Total power for CH1+2: 35W (PT-45) + Cooling by free air convection
+ Total power for CH1+2: 54W (PT-65) « 100% full load burn-in test

+ Protections: Short circuit / Overload

|/ Over voltage

M [EEICBC€

PT-4503
127x 76x 28 mm

M. [EEICBCE

PT-6503
127x 76x 42 mm

AC input voltage range ........
AC inrush current ................
DC adjustment range ...........
Overload protection .............
Over voltage protection ........
Leakage current ..................
Setup, rise, hold up time ......
Withstand voltage ................
Working temperature ...........
Safety standards .................
EMC standards ....................

Connection .......cooveiiiiiiiis
Packing ...,

# Triple Output (45W)

+ 2 years warranty
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90~264VAC; 127~370VDC

Cold start, 20A at 115VAC, 40A at 230VAC
3.3V: £10% rated output voltage

120%~160% hiccup mode, auto-recovery

5V: 115%~135% rated output voltage

Less than 1.0mA at 240VAC

800ms, 50ms, 60ms at full load and 230VAC
I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
-10~60°C (refer to output derating curve)
UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,11

2P, 8P/ 3.96mm pitch, Molex: 5277-02, 5273-08
0.23kg ; 72pcs / 17.6kg / 1.35CUFT(PT-4503)
0.28kg ; 54pcs / 16.2kg / 1.35CUFT(PT-6503)

Stock No. Model No. Output Tol. R&N Effi. Max.
12064 PT-4503 3.3V, 0.0~5.0A +2% 50mV  72% 45W

5V, 0.2~7.0A +4%,-2% 50mV

12V, 0.0~1.2A +4% 100mV

<+ Triple Output (65W)

Stock No. Model No. Output Tol. R&N Effi. Max.
12075 PT-6503 3.3V, 0.0~7.0A  +3% 50mV  72% 62W

5V, 0.2~10A +4%,-2% 50mV

12V, 0.0~1.2A  +4%  100mV

We are a TQM (Total Quality Management) company

and ISO-9001 certified since 1994.

G

We provide specification, drawing, test report and more
information, please visit our website —
http://www.meanwell.com

To satisfy our customers is our goal —
* High Quality e Low Cost
e Prompt Delivery » Best Service

65W 1~3 Output Switching Power Supply

Fixed switching frequency at 65kHz
Low leakage current <0.5mA

100% full load burn-in test

Low cost, high reliability

2 years warranty

+ Universal AC input / Full range .

+ Protections: Short circuit / Overload
/ Over voltage

+ Cooling by free air convection
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AC input voltage range ....... 90~264VAC; 120~370VDC

AC inrush current ............... Cold start, 20A at 115VAC, 40A at 230VAC

DC adjustment range .......... CH1: -5~+10% rated output voltage

Overload protection ............ 73~105W hiccup mode, auto-recovery

Over voltage protection ....... CH1: 115%~135% rated output voltage

Leakage current ................. Less than 0.5mA at 240VAC

Setup, rise, hold up time ..... 800ms, 20ms, 60ms at full load and 230VAC

Withstand voltage .............. I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute

Working temperature .......... 0~45°C@100%, -10°C@80%, 60°C@50% load

Safety standards UL60950-1, TUV EN60950-1 approved

EMC standards .................. EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11, ENV50204

Connection ........coeevveveiinnns 2P, 6P/ 3.96mm pitch, Molex P/N: 5277-02,
5273-06

Packing ..........coooevvvvinnnnnn. 0.21kg ; 54pcs / 14.2kg / 1.35CUFT(PS-65)

0.24kg ; 54pcs / 15.0kg / 1.35CUFT(PD-65)
0.25kg ; 54pcs / 15.9kg / 1.35CUFT(PT-65)

<+ Single Output

Stock No. Model No. Output Tol. R&N Effi.
12021 PS-65-3.3 3.3V, 0~12A +3% 80mV 69%
12022 PS-65-5 5V, 0~12A +3% 100mV 76%
12023 PS-65-7.5 7.5V, 0~8.0A +3% 100mV 79%
12024 PS-65-12 12V, 0~5.2A +2% 100mV 79%
12025 PS-65-13.5 13.5V, 0~4.7A +2% 100mV 79%
12026 PS-65-15 15V, 0~4.2A +2% 100mV 79%
12027 PS-65-24 24V, 0~2.7A +2% 100mV 80%
12028 PS-65-27 27V, 0~2.4A +2% 100mV 80%
12029 PS-65-48 48V, 0~1.35A  +2% 100mV 80%

< Dual Output

Stock No. Model No. Output Tol. R&N  Effi. Max.
12051 PD-65A 5V, 0.4~7.0A  +4% 50mV  78% 61W

12V, 0.2~3.2A  +7% 120mV
12052 PD-65B 5V, 0.4~6.0A  +4% 50mV  81%  66W
24V, 0.2~2.6A  £7% 150mV
# Triple Output

Stock No. Model No. Output Tol. R&N  Effi. Max.

12071 PT-65A 5V, 0.4~7.0A  +4% 50mV  76%  60W
12V, 0.2~3.2A 7% 120mV
-5V, 0.0~0.7A  +5% 50mV

12072 PT-65B 5V, 0.4~7.0A  +4% 50mV  77%  64W
12V, 0.2~3.2A 7% 120mV
-12V, 0.0~0.7A 5% 100mV

12073 PT-65C 5V, 0.4~7.0A +4% 50mV  77%  65W
15V, 0.2~2.6A 7% 120mV
-15V, 0.0~0.7A 5% 100mV

12074 PT-65D 5V, 0.5~5.0A  +4% 50mV  79%  68W
12V, 0.2~4.0A 6% 100mV
24V, 0.2~1.3A  +6% 200mV




Open Frame ss-110w pual, Triple, and Quad Output

MW

MEAN WELL

65W 2~3 Output Switching Power Supply

+ Universal AC input / Full range
* Protections: Short circuit / Overload
/ Over voltage
+ Cooling by free air convection
+ 12V or 24V high peak current capability

+ 60~65W free air convection,
77~80W with 18 CFM forced air

+ Low leakage current < 1mA

+ 100% full load burn-in test

+ Optional case available

+ 2 years warranty capability

c

127x 76x 29 mm

100~110W 2, 4 Output Switching Power Supply

Universal AC input / Full range
Power good signal output (option)
Protections: Short circuit / Overload

+ To be discontinuted. Using MPD-

120 & MPQ-120 as replacement
for any new applications is highly

» With Optional Case

130x 84.4x 37 mm
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AC input voltage range
AC inrush current
DC adjustment range
Overload protection
Over voltage protection
Leakage current
Setup, rise, hold up time
Withstand voltage
Working temperature
Safety standards
EMC standards

.......... 90~264VAC; 120~370VDC

.................. Cold start, 25A at 115VAC, 50A at 230VAC
............. CH1 12V: 11.4~12.8V, 24V: 22.8~26.4V
............... 90~125W hiccup mode, auto-recovery
CH1: 115%~135% rated output voltage
.................... Less than 1mA at 240VAC

........ 800ms, 20ms, 20ms at full load and 230VAC
I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
............. -20~60°C(refer to output derating curve)
................... UL60950-1, TUV EN60950-1 approved
EN55022 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,8,11, ENV50204

Connection .......cooevvvviviiniinnnn. 3P, 6P/ 3.96mm pitch, Molex P/N: 5273-03,
5273-06
Packing ........ccoooiiiii 0.24kg ; 63pcs / 16.0kg / 1.35CUFT
+ Dual Output
Stock No. Model No. Output Tol. R&N  Effi. Max.
12651 RPD-65C 12V, 0~5.8A +2% 120mV  79%  60W
5V, 0~1.5A +5% 50mV
12652 RPD-65D 24V, 0~2.9A +2% 150mV  81% 60W
5V, 0~1.5A +5% 50mV
“ Triple Output
Stock No. Model No. Output Tol. R&N  Effi. Max.
12661 RPT-65E 12V, 0.18~5.8A 2% 120mV 77% 63W
5V, 0.0~1.5A +5% 100mV
-5V, 0.0~0.7A +5% 120mV
12662 RPT-65F 12V, 0.18~5.8A  +2% 150mV 77% 66W
5V, 0.0~1.5A +5% 100mV
-12V, 0.0~0.7A +5% 150mV
12663 RPT-65G 24V, 0.09~2.9A +2% 150mV 81% 66W
5V, 0.0~1.5A +5% 50mV
12V, 0.0~0.7A +5% 100mV

/ Over voltage
+ Cooling by free air convection
+ 2 years warranty

PD-110
178x 108x 46 mm

PQ-100

178x 108x 46 mm
AC input voltage range ..
AC inrush current
DC adjustment range
Overload protection

Over voltage protection ..

Withstand voltage
Working temperature
Safety standards
EMC standards

Connection

Packing

< Dual Output

Stock No. Model No.
12081 PD-110A
12082 PD-110B

+ Quad Output

Stock No. Model No.
12091 PQ-100B
12092 PQ-100C
12093 PQ-100D
12094 PQ-100E

recommend.

95.25
107.95

95.25
107.95

43

5

46

90~264VAC; 127~370VDC

Cold start, 50A at 230VAC

CH1: -5~+10% rated output voltage

105%~135% hiccup mode, auto-recovery

CH1: 115%~135% rated output voltage

I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
-10°C~60°C (refer to output derating curve)
UL60950-1, TUV EN60950-1 approved

EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,11, ENV50204

5+12P/ 3.96mm pitch, Molex: 5273-05,12(PD-110)
5+6+7P/ 3.96mm pitch, Molex: 5273-05,06,07(PQ-100)
0.51kg ; 24pcs / 13.1kg / 1.19CUFT (PD-110)
0.56kg ; 24pcs / 14.5kg / 1.19CUFT (PQ-100)

Output Tol. R&N Effi.  Max.

5V,0.5~5.0A  +2% 100mV 75% 103W
12V, 0.5~6.5A  #6%  150mV

5V, 0.5~5.0A  +2% 100mV 78% 109W
24V,0.5~3.5A 6%  200mV

Output Tol. R&N Effi. Max.

5V, 2.0~10A +3% 80mvV  72% 101W
12V, 0.5~4.5A £12% 250mV
-5V, 0.0~1.0A  £6% 80mV
-12V,0.0~1.0A  #6%  120mV

5V, 2.0~8.0A £2% 80mV  74% 103W
15V, 0.5~4.0A  +6%  150mV
-5V, 0.0~1.0A  £6% 80mV
-15V, 0.0~1.0A  #6%  150mV

5V, 2.0~5.0A £2% 80mV  77% 103W
12V, 0.5~4.5A  £6%  120mV
24V, 0.4~2.0A £10% 180mV
-12V,0.0~1.0A  #6%  120mV

5V,2.0~8.0A 2% 80mV  74%  99W
12V, 0.5~3.0A  +6%  120mV
15V, 0.0~1.0A £6%  150mV
24V, 0.0~1.0A  £6% 120mV



Open Frame 100~125W Single, Triple, and Quad Output

100W Quad Output with PFC Function

+ Universal AC input / Full

+ PF>0.98@115VAC; >0.95@230VAC
+ Protections: Short circuit / Overload

range

/ Over voltage

® M\ [EECBC€
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178x 108x 38 mm

AC input voltage range ..
AC inrush current

DC adjustment range

Overload protection .......
Over voltage protection
Leakage current ............
Setup, rise, hold up time ..
Withstand voltage .........
Working temperature .....

Safety standards
EMC standards

Connection ..........cee.s

Packing ......cccooovviiiiinnnn.

Stock No. Model No.
12351  PPQ-1003A
12352  PPQ-1003B
12353  PPQ-1003C
12354  PPQ-1003D
12356 PPQ-100B
12357  PPQ-100C
12358 PPQ-100D

+ Cooling by free air convection
+ 100% full load burn-in test
+ 3 years warranty
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90~264VAC; 127~370VDC
Cold start, 40A at 230VAC

CH1: -5~+10% (PPQ-1003: CH1&2 -5~+10%)

105%~135% hiccup mode, auto-recovery (PPQ-100)
105%~135% constant current, auto-recovery (PPQ-1003)
..3.6V~4.3V for 3.3V ; 5.75V~6.75V for 5.0V

Less than 3.5mA at 240VAC (PPQ-1003: <1mA)
800ms, 50ms, 18ms at full load and 230VAC

I/P-0O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute

-10°C~60°C (refer to output derating curve)
UL60950-1, TUV EN60950-1 approved

EN55022 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,8,11, ENV50204
5P+5P+8P/ 3.96mm pitch, P/N:JST B5/5/8P-VH (PPQ-100)

3P+5P+8P/ 3.96mm pitch, P/N:JST B3/5/8P-VH (PPQ-1003)

0.62kg ; 24pcs / 15.5kg / 1.34CUFT (PPQ-1003)
0.62kg ; 24pcs / 15.9kg / 1.34CUFT (PPQ-100)

Output Tol.
3.3V, 0.0~15A +3%
5V, 2.0~15A +3%
12V, 0.2~3.0A 6%
-5V, 0.0~1.0A  +6%
3.3V, 0.0~15A +3%
5V, 2.0~15A +3%
12V, 0.2~3.0A  +6%
-12V, 0.0~1.0A +6%
3.3V, 0.0~15A +3%
5V, 2.0~15A +3%
15V, 0.2~3.0A +10%,-5%
-15V, 0.0~1.0A  +6%
3.3V, 0.0~15A +3%
5V, 2.0~15A +3%
12V, 0.2~3.0A 6%
24V, 0.0~1.0A  +6%
5V, 2.0~15A +3%
12V, 0.3~4.0A  +8%
-12V,0.0~1.0A  £5%
-5V, 0.0~1.0A  £5%
5V, 2.0~15A +3%
15V, 0.3~4.0A -6%,+10%
-15V, 0.0~1.0A 5%
-5V, 0.0~1.0A 5%
5V, 2.0~10A +3%
24V, 0.3~4.0A 8%
12V, 0.0~1.0A  +5%
-12V, 0.0~1.0A  +5%

R&N
100mV
100mV
150mV
100mV
100mV
100mV
150mV
120mV
100mV
100mV
180mV
150mV
100mV
100mV
150mV
150mV
100mV
150mV
100mV
100mV
100mV
150mV
100mV
100mV
100mV
200mV
100mV
100mV

Effi.
72%

72%

72%

72%

75%

76%

78%

Max.
109W

11w

110W

114W

101W

101W

102W

125W 1,3 Output with PFC Function

+ Universal AC input/ Full range .
+ PF>0.98@115VAC, >0.93@230VAC -
+ High power density 6.117W/in® .

3"x5" miniature size
+ Protections: Short circuit

|/ Over voltage .

® S\ EECB(€

127x 76.2x 34.6 mm

AC input voltage range ...
AC inrush current

DC adjustment range
Overload protection ........

Over voltage protection ..
Leakage current

Setup, rise, hold up time ....

Withstand voltage

Working temperature ......

Safety standards
EMC standards

/ Overload

Built-in remote sense for PPS-125
LED indicator for power on
Free air convection for 100W and
125W with 18 CFM forced air
100% full load burn-in test

3 years warranty
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....90~264VAC; 127~370VDC
....Cold start, 24A at 230VAC
....CH1: £5% rated output voltage

....130~160% fold back current limiting, auto-recovery
.... CH1:110~135% rated output voltage
... Less than 2.0 mA at 240VAC

1000ms, 30ms, 24ms at full load and 230VAC
I/IP-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute

....=20°C~70°C (refer to output derating curve)

... UL60950-1, TUV EN60950-1 approved

....EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11, ENV50204

Connection ......cccceeevvinneenn. 3+8P /3.96mm pitch, JST: B3P/B8P-VH (PPS-125)
3+5Px2 /3.96mm pitch, JST: B3P/B5Px2-VH (PPT-125)
Packing ......ccoovvvvviiiininnnnn. 0.37kg; 36pcs / 14.3kg / 0.79CUFT

<+ Single Output

Stock No. Model No
12471 PPS-125-3
12472 PPS-125-5
12473 PPS-125-1
12474 PPS-125-1
12475 PPS-125-1
12476 PPS-125-2
12477 PPS-125-2
12478 PPS-125-4

“+ Triple Output

Stock No. Model No.
12481 PPT-125A
12482 PPT-125B
12483 PPT-125C
12484 PPT-125D

. Output

3 3.3V, 0~25A
5V, 0~25A

2 12V, 0~10.5A

3.5

13.5V, 0~9.3A

5 15V, 0~8.4A
4 24V, 0~5.2A
7 27V, 0~4.6A
8 48V, 0~2.6A

Output
3.3V, 1.0~12.5A
5V, 0.8~10.0A
12V, 0.05~0.63A
5V, 1.0~14.38A
12V, 0.3~3.75A
-12V, 0.05~0.63A
5V, 1.0~13.75A
15V, 0.25~3.13A
-15V, 0.05~0.63A
5V, 1.0~8.75A
24V, 0.25~3.13A
12V, 0.05~0.63A

Tol.
+3%
+5%
+6%
+3%
+5%
+6%
+3%
+5%
+6%
+3%
+5%
+6%

Tol.
+2%
+2%
+2%
+2%
+2%
+1%
+1%

1%

R&N
100mV
100mV
120mV
100mV
120mV
120mV
100mV
150mV
150mV
100mV
240mV
120mV

R&N
100mV
100mV
100mV
100mV
100mV
150mV
150mV
250mV

Effi.
75%

78%

78%

78%

Effi.
70%
79%
80%
80%
80%
83%
83%
84%

Max
99W

124W

125W

126W



Open Frame

150~250W Single and Dual Output
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150W Single Output with PFC Function

+ Universal AC input / Full range

+ PF>0.98@115VAC; >0.95@230VAC

+ Protections: Short circuit / Over load /
Over voltage / Over temp.

+ Cooling by free air convection

+ High power density 8.4W/in®

+ No load power consumption<1W
+ 100% full load burn-in test

+ 3 years warranty
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169x 60.7x 28.5 mm

AC input voltage range ....... 90~264VAC ; 127~370VDC

DC adjustment range ......... Can be modified between £10% rated output
voltage by factory
Overload protection ........... 105%~135% hiccup mode, auto-recovery
Over voltage protection ...... 110%~135% rated output voltage
Withstand voltage ............. |/P-O/P: 4.25kVDC, I/P-FG:1.5kVAC, 1minute
Working temperature ......... 0~40°C@100%, -20°C@80%, 60°C@60% load
Safety standards ............... UL60950-1 approved
EMC standards ................. EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11, ENV50204
Connection ......cccveeeeiinnen. 5+6P / 3.96mm pitch, JST P/N :B5P / B6P-VH
Packing .....ccooooeeiiiiiiiinnn, 0.32kg ; 48pcs / 15.8kg / 0.79CUFT
Stock No. Model No. Output Tol. R&N Effi.
12691 ASP-150-12 12V, 0~11A +2% 150mV  88%
12692 ASP-150-15 15V, 0~9.5A  +2% 180mV  88%
12693 ASP-150-20 20V, 0~7.5A  +1% 200mV  90%
12694 ASP-150-24 24V, 0~6.3A  +1% 240mV  90%
12695 ASP-150-48 48V, 0~3.2A  +1% 240mV  89%

200W Single Output with PFC Function

Universal AC input / Full range

High efficiency up to 90%

PF>0.98@115VAC; >0.94@230VAC

Protections: Short circuit / Over load /
Over voltage / Over temp.

High power density 9.78W/inch®

+ ZVS technology to reduce power
dissipation

+ Built-in remote sense function

+ Free air convection for 150W and
200W with 20.5 CFM forced air

+ 3 years warranty

+ 5"x3" compact size 127
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AC input voltage range .......... 90~264VAC; 127~370VDC

DC adjustment range . +10% rated output voltage

Overload protection ....... . 105~135% hiccup mode, auto-recovery
Over voltage protection ......... 115%~135% rated output voltage
Withstand voltage ................. I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
Working temperature -20°C~700°C (refer to output derating curve)
Safety standards ........... UL60950-1, TUV EN60950-1 approved

EMC standards ............ccco.. EN55022 class B, EN61000-3-2,3
EN61000-4-2,3,4,5,6,8,11, ENV50204
Connection .......ccceeiieiiiiinns 3+8P / 3.96mm pitch, JST B3P / B8P-VH
Packing .....cccooovviiiiiiiiii 0.37kg ; 36pcs / 14.3kg / 0.79CUFT
Stock No. Model No. Output Tol. R&N Effi.

12671 PPS-200-5 5V, 0~36.0A +4% 100mV ~ 86%
12672 PPS-200-12 12V, 0~16.6A +3% 100mV ~ 89%
12673 PPS-200-15 15V, 0~13.3A +3% 100mV  89%
12674 PPS-200-24 24V, 0~8.30A +2% 150mV ~ 89%
12675 PPS-200-27 27V, 0~7.40A +2% 150mV  89%
12676 PPS-200-48 48V, 0~4.167A +2% 250mV  90%

250W Isolated Dual Output with PFC Function

+ Universal AC input / Full range + Optional case available
+ Isolated output & GND for CH1,CH2 + Cooling by free air convection
+ PF>0.97@115VAC; >0.92@230VAC + Remote control function for CH1
+ Protections: Short circuit / Overload /  + Peak load 170% for 10 sec. (CH1)
Over voltage / Over temp. + 100% full load burn-in test
+ 3 years warranty
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250x 105.4x 53 mm

AC input voltage range ......... 90~264VAC; 127~370VDC
AC inrush current ................ Cold start, 55A at 230VAC
Leakage current ...........c...... Less than 3.5mA at 240VAC
DC adjustment range ........... +10% for CH1; £5% for CH2

Overload protection(CH1) ..... 105%~170% normally operation, shut off
after 10 sec.; >180%, constant current, shut
off after 10 sec.

(CH2) ..... 101%~150% hiccup mode, auto-recovery

Over voltage protection ........ CH1: 115~140%, CH2: 110~135%

Setup, rise, hold up time ....... 1200ms, 60ms, 30ms at full load and 230VAC
Withstand voltage ................ |/P-0/P:3.0kVAC, I/P-FG:1.5kVAC, 1minute
Working temperature ............ -20°C~+70°C (refer to output derating curve)

Safety standards .... .... UL60950-1, TUV EN60950-1 approved
EMC standards ................... EN55022 class B, EN61000-3-2,-3
EN61000-4-2,3,4,5,6,8,11, ENV50204
Connection .....cccccvvvvvereiennnn, 5+10+2P/3.96mm pitch JST B5P/B10P-VH,
B2B-XH
Packing .....oooevvviiiiiiiiiiins 0.74Kg ; 18pcs / 14.3Kg / 0.88CUFT
Stock No. Model No. Output Tol. R&N Effi.
12311 PID-250A 12V, 0~15A +3% 120mV  84%
5V, 0~5.0A +2% 50mV
12312 PID-250B 24V, 0~9.4A +2% 150mV  86%
5V, 0~5.0A +2% 50mV
12313 PID-250C 36V, 0~6.3A +2% 200mV  86%
5V, 0~5.0A +2% 50mV
12314 PID-250D 48V, 0~4.7A +2% 200mV  86%
5V, 0~5.0A +2% 50mV

~— »»> Feature Description
PID-250 series is suitable for motor-based equipment with logic control
circuit. CH1 with high peak power capability can provide the required
surge loading while starting up the motor. The isolated 5V/5A CH2 is
good for logic control usage and can still work properly even CH1 is
malfunction or at any protection modes. The isolated design between
CH1 and CH2 can significantly prevent noise of the motor action from
entering control circuits and hence secure the accurate operation of the
end equipment.




LPS/LPP Series

50~150W Single Output

I Features

* 100% full load

burn-in test

 Universal AC input / Full range
* Built-in active PFC function (LPP-100/150)
« Protections: Short circuit / Overload / Over voltage
« Optional over temperature protection for LPP-150

« Built-in remote ON/OFF control (LPS-50/75)
» Cooling by free air convection

» 2 years warranty for LPS series

MW

MEAN WELL
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LPS-50 LPS-75 LPS/LPP-100 LPP-150
3 years warranty for LPP series
LPS-50 LPS-75 LPS/LPP-100 LPP-150
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W General Specification (Please refer to www.meanwell.com for detail spec.)

AEECB (€

Model No. LPS-50 | LPS-75 LPS-100 LPP-100 | LPP-150
AC input voltage range 90~264VAC 115/230 auto switch 85~264VAC
AC inrush current (230VAC) | 35A | 36A 60A 30A | 40A

DC adjustment range

+10% rated output voltage

-5~+10% rated output voltage

Range 122%~160% ‘ 115%~150% 105%~140% 105%~150% rated output power

oLP Type Hiccup mode, auto recovery Constant current limiting, auto recovery
Range 110%~135% of rated output voltage

ovP Type Hiccup mode, auto recovery Shut off, AC recycle to re-start

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG:1.5kVAC, O/P-FG: 0.5kVAC, 1 minute

Working temperature

-20~+70°C (refer to output derating curve)

-10~+60°C (refer to output derating curve)

Safety standards

UL60950-1, TUV EN60950-1 approved

EMC standards

EN55022 class B, EN61000-3-2,3, ENV50204, EN61000-4-2,3,4,5,6,8,11 (EN61000-6-2 heavy industry level for LPS-50/75 only)

Connection

JST B5P / B4P-VH

JST B5P / B6P-VH

5P+8P/3.96mm pitch, JST B5P / B8P-VH

JST B5P / B6Px2-VH

Dimension (L*W*H)(mm)

195x 55x 23

222x

55x 30

222x 62x 32

222x 75x 41

Packing 48pcs / 12.5kg 48pcs / 15.6kg 24pcs [ 12.5kg 24pcs [ 13.9kg | 24pcs / 16.6kg
H50W LPS-50 12307 LPS-100-24 24V, 0~4.2A  +1% 150mV  80%
12308 LPS-100-27 27V, 0~3.8A +1% 150mV 81%
Stock No. Model No. Output Tol. R&N Effi. 12309 LPS-100-48 48V, 0~2.1A +1%  200mV 81%
12541 LPS-50-3.3 3.3V, 0~10A +3% 50mV 75%
12542 LPS-50-5 5V,0~10A 3% 50mV 81% B 100W (with PFC Function) LPP-100
12543 LPS-50-12 12V, 0~4.2A +2% 80mV 82% .
19544 LPS-50-15 15V, 0~3.4A +29 80mV 84% Stock No. Model No. Output Tol. R&N Effi.
12545 LPS-50-24 24V, 0~2.1A +19% 80 o 12321 LPP-100-3.3 3.3V, 0~20A +2%  100mV 69%
-50- ,0~2. £1% mv o 85% ! !
12546 LPSSO48  48V,0-1LAA  £1%  100mV 6% 1237 LPP0075  TSV,0-35A % foomv 76
e = -100-7. 5V, 0~13. +2% m A
H75W LPS-7 12324 LPP-100-12 12V, 0~8.5A +2% 100mV 79%
5 S-75 12325 LPP-100-13.5 13.5V, 0~7.5A +2%  100mV 79%
Stock No. Model No. Output Tol. R&N Effi. 12326 LPP-100-15 15V, 0~6.7A +2%  100mV 80%
12461 LPS-75-3.3 3.3V, 0~15A +3% 80mV 69% 12327 LPP-100-24 24V, 0~4.2A +1%  150mV 83%
12462 LPS-75-5 5V, 0~15A +3% 80mV 77% 12328 LPP-100-27 27V, 0~3.8A +1%  150mV 83%
12463 LPS-75-12 12V, 0~6.2A +2% 100mV  80% 12329 LPP-100-48 48V, 0~2.1A 1%  250mV  83%
12464 LPS-75-15 15V, 0~5.0A +2% 100mV 81% N 5
12465  LPS75-24  24v,0-32A  +2%  1zomv s W 150W (with PFC Function) LPP-150
12466 LPS-75-48 48V, 0~1.56A  £2% 120mV. 83% Stock No.  Model No. Output Tol. R&N  Effi.
12331 LPP-150-3.3 3.3V, 0~30A +2% 150mV 66%
W 100W LPS-100 12332 LPP-150-5 5V, 0~30A +2% 100mV 72%
Stock No. Model No. Output Tol. R&N Effi. 12333 LPP-150-7.5 7.5V, 0~20A +2% 100mV 76%
12301 LPS-100-3.3 3.3V, 0~20A +3% 150mV 69% 12334 LPP-150-12 12V, 0~12.5A +2% 100mV 79%
12302 LPS-100-5 5V, 0~20A +3% 100mV 77% 12335 LPP-150-13.5 13.5V, 0~11.2A +2% 100mV 80%
12303 LPS-100-7.5 7.5V, 0~13.3A +2% 100mV 7% 12336 LPP-150-15 15V, 0~10A +2% 100mV 80%
12304 LPS-100-12 12V, 0~8.4A +2% 100mV 79% 12337 LPP-150-24 24V, 0~6.3A +1% 150mV 83%
12305 LPS-100-13.5 13.5V, 0~7.5A +2% 100mV 79% 12338 LPP-150-27 27V, 0~5.6A +1% 150mV 83%
12306 LPS-100-15 15V, 0~6.7A +2% 100mV 80% 12339 LPP-150-48 48V, 0~3.2A +1% 250mV 83%




Charger 120W Single Output Power Supply or Battery Charger

MW

MEAN WELL

® ®:[ecdCBCE

Power Factor
Correction Choke

115/ 230
PCB Type: 144x 90x 35 mm Selectable

External Case Type: 180x 96x 49 mm

Output Diode of
Charger

2 Color LED
Indication

Fan Connector

Fast Charging
Circuit (A/B
Selectable)

P.C.B. Dimension

g 3
mE; 4-93.8 §
1l W D)=
7/ q| &
b
g N
ACIN [wr] >
s o 1] o| 5 g
| 134mm [ 1.mm J
! 144mm ' 180 mm |
f 1
M Features
« AC input range selectable by switch -
« Passive PFC, PF> 0.65(option) Charging Curve
« Protection for deeply discharged battery
Vout Bat. Voltage lout

Protections: Short circuit / Overload / Over voltage / Over temp.
Charger for lead-acid batteries

Built-in ON/OFF power switch

3 poles AC inlet with fuse holder

Charging type can be selected (option)

2 color LED loading indicator

EN60335 approved

Low cost, high reliability

Open frame models available (without safety approval)

* 2 years warranty

B General Specification

AC input voltage range ...... 88~132VAC/ 176~264VAC selectable by switch

AC inrush current (max.) ....Cold start, 30A at 115VAC, 60A at 230VAC

Overload protection ........... 90~110% constant current limiting ,auto-
recovery (PS-120: 105~150% hiccup mode,
auto recovery)

Over voltage protection ..... 108~127% rated output voltage

Setup, rise, hold up time ....1000ms, 50ms, 16ms at full load and 230VAC

.

.

.

Withstand voltage ............. I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC,
O/P-FG: 0.5kVAC, 1 minute
Working temperature ......... -10°C~45°C, derating curve may vary for
different models (PS-120: -10~60°C)
Safety standards ............... UL60950-1, TUV EN60950-1, EN60335,
EN60335-1, EN60335-2-29 approved
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3, ENV50204
DC output cable ............... 6 ft. of SPT-2, 18AWGx2C
Standard output connector ... MIC 3P, male type(standard type)
Packing .....cccoooeviiiiiiiinnnn, 1.1kg ; 16pcs / 17.9kg / 1.47CUFT (without PFC)
1.24kg ; 16pcs / 20.1kg / 1.47CUFT (with PFC)
Stock No.  Model No. Output Tol. R&N Effi.
13 PO-12000-130 13.8V, 0~7.2A  +3~+8.5% 150mV  70%
13 PO-12000-270 27.6V, 0~4.3A  +1~+8.0% 200mV  76%
13 PO-12000-540 55.2V, 0~2.2A  +1~+7.5% 250mV  78%

105%
100%

————————————— 100%

0 i

Type A: pulse charger (detect on bat. voltage)

Bat. Voltage lout

Vout
105%

100%

Charging current

J \_: o

LED color | Red |  Green |
Type B: 2 section voltage charger (detect on charging current)

P[A] - 120 [P[- 13 [C|

S: Power supply P :OpenP.C.B.
A: Pulse charge C : With case

B: 2 section voltage charge 13:13.8V
P: With PFC 27:27.6V
N: None PFC 54: 552V




Charger

300~1000W Battery Charger

MW

MEAN WELL

300W Single Output Battery Charger

cﬂu Optimal 3 stage charging characteristic
AC input range selectable by switch
Passive PFC compliance to
EN61000-3-2 class A (option)
Protections:

Reverse polarity / Short circuit /
Over voltage / Over temperature
Charger for lead-acid batteries
Built-in ON/OFF power switch

+ 3 poles AC inlet (IEC 320-C14)

2 color LED loading indicator
Built-in remote ON/OFF control
Cooling by free air convection

+ 2 years warranty

AC input voltage range ..... 90~132VAC / 180~264VAC selectable by switch
AC inrush current (max.) .. Cold start, 60A at 230VAC

N
(except for 48V) (P type only)

CASE: 8018B 253x 135x 48.5 mm

Overload protection ......... 90~110% constant current, auto-recovery
Over voltage protection .... 108~125% rated output voltage
Withstand voltage ............ I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC, 1 minute
Working temperature ........ -10°C~+50°C ( refer to output derating curve )
Safety standards ............. IEC60335-2-29 CB approval by TUV
(except for 48V), UL60950-1 approved
EMC standards ................ EN55022 class B, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3 (P type), ENV50204
Packing ......ccooeiiiiiiiiinnn. 1.45kg ; 6pcs / 9.7kg / 0.95CUFT
Stock No. Model No.  Output (20 min.) / (Continuous at 25°C) Effi.
13091~  PB-30000-12 14.4V, 20.85A / 12.5A 85%
PB-30000-24  28.8V, 10.50A / 6.25A 86%
PB-30001-48  57.6V,5.3A |/ 3.20A 88%

O = P: with PFC; N: non PFC

360W Single Output Battery Charger
. CB

(except for 48V) (P type only)

Optimal 3 stage charging characteristic
AC input range selectable by switch
Passive PFC compliance to
EN61000-3-2 class A (option)
Protections:
Reverse polarity / Short circuit /
Over voltage / Over temperature
Charger for lead-acid batteries
Built-in ON/OFF power switch
253x 135x 48.5mm  + 3 poles AC inlet (IEC 320-C14)
2 color LED loading indicator
Built-in remote ON/OFF control
Cooling by built-in DC fan

+ 2 years warranty
AC input voltage range ..... 90~132VAC / 180~264VAC selectable by switch
AC inrush current (max.) .. Cold start, 60A at 230VAC

CASE: 801A

Overload protection ......... 90~110% constant current, auto-recovery
Over voltage protection .... 108~125% rated output voltage
Withstand voltage ............ I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC, 1 minute
Working temperature ........ -20°C~+60°C ( refer to output derating curve )
Safety standards ............. IEC60335-2-29 CB approval by TUV
(except for 48V), UL60950-1 approved
EMC standards ................ EN55022 class B, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3 (P type), ENV50204
Packing ......cccooevriiiiiinnnn. 1.5kg ; 6pcs / 10kg / 0.95CUFT
Stock No. Model No. Output Effi.
13101~ PB-3600-12 14.4V, 24.3A 85%
PB-36001-24 28.8V, 12.5A 86%
PB-3601-48 57.6V, 6.25A 87%

O = P: with PFC; N: non PFC

600W Single Output Battery Charger
@:Nusc E + 2/8 stage smart charger for lead-acid

(except for 48V)

batteries

Microprocessor controlled power
management

Universal AC input / Full range
Built-in active PFC function PF>0.95
Protections:

Reverse polarity / Short circuit /
Over voltage / Over temperature

* Built-in temp. compensation function
Status signal sent by relay contacts
3 color LED loading indicator
Built-in remote ON-OFF control

Fan speed control

+ 3 years warranty

.

CASE: 805C 230x 158x 70 mm

AC input voltage range ..... 90~264VAC, 127~370VDC
AC inrush current (max.) .. Cold start, 50A at 230VAC
Over voltage protection .... 110%~125% shut off, re-power on to recover

Withstand voltage ............ I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC, 1 minute

Working temperature ........ -20°C~+60°C ( refer to output derating curve )

Safety standards ............. EN60335-2-29(except for 48V), UL1012 approved

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,5,6,8,11,

EN61000-3-2,3, ENV50204
Connection ...........oovvvveene IEC inlet for input; copper pillars for output
Stock No. Model No. Output Effi.

13291 PB-600-12 14.4V, 0~40.0A 86%
13292 PB-600-24 28.8V, 0~21.0A 87%
13293 PB-600-48 57.6V, 0~10.5A 89%

1000W Single Output Battery Charger

2/8 stage smart charger for lead-acid

batteries

Microprocessor controlled power

management

Universal AC input / Full range

Built-in active PFC function PF>0.95

Protections:

Reverse polarity / Short circuit /

Over voltage / Over temperature

+ Built-in temp. compensation function

Can be connected to 2 battery banks

Status signal sent by relay contacts

3 color LED loading indicator

Built-in remote ON-OFF control

Fan speed control

Charging curve can be modified for

different battery applications (optional)
+ 3 years warranty

AC input voltage range ....... 90~264VAC / 127~370VDC

AC inrush current (max.) .... Cold start, 50A at 230VAC

.

.

CASE: 804B 300x 184x 70 mm

Over voltage protection ...... 110%~125% shut off, re-power on to recover
Withstand voltage .............. I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC, 1 minute
Working temperature .......... -20°C~+60°C ( refer to output derating curve )
Safety standards ............... UL60950-1, TUV EN60950-1 approved

EMC standards .................. EN55022 class B conducted, ENV50204,

EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3

Connection IEC inlet for input; copper pillars for output
Packing ...........cooevvvvnnnennn. 3.5kg ; 4pcs / 15kg / 1.83CUFT
Stock No. Model No. Output Effi.
13271 PB-1000-12 14.4V, 60.0A 85%
13272 PB-1000-24 28.8V, 34.7A 88%
13273 PB-1000-48 57.6V, 17.4A 89%




Charger

30W~216W Power Supply or Battery Charger

MW

MEAN WELL

108W Desktop Power Supply or Charger

c@us c E + AC input range selectable by switch
+ Protections: Short circuit / Overload /
Over voltage / Over temp.

+ 3 color LED loading indicator

+ Battery under / over voltage and
polarity protection (ESC only)

+ Cooling by free air convection

+ Fixed switching frequency at 25kHz

+ 2 years warranty

CASE: 909 150x 140x 75 mm

AC input voltage range ..... 88~132VAC / 176~264VAC selectable by switch

AC inrush current ............. Cold start, 40A at 230VAC

DC adjustment range ........ 13.5V: 12~15V, 27V: 24~30V, 54V: 48~56V

Overload protection .......... 105%~135% fold back current limiting, auto-
recovery

Over voltage protection ..... 115%~135% rated output voltage
Setup, rise, hold up time ...200ms, 100ms, 36ms at full load and 230VAC

Withstand voltage ............ 1/P-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute

Working temperature ........ 0~35°C@100%, -10°C@80%, 60°C@60% load

Safety standards .............. CSA 61010-1 approved

EMC standards ................. EN55022 class B, EN61000-3-2,3

EN61000-4-2,3,4, ENV50204
Packing ......ccoooeeiiiiiiiinnnn. 1.38kg ; 8pcs / 12.0kg / 1.1CUFT
Stock No. Model No. Output Tol. R&N Effi.

13071 ESC-120-13.5 13.5V, 0~8A +2% 120mV 81%
13072 ESC-120-27 27V, 0~4A +1% 150mV ~ 83%
13073 ESC-120-54 54V, 0~2A +1% 400mV  84%
13074 ESP-120-13.5  13.5V, 0~8A +2% 120mV  81%
13075 ESP-120-27 27V, 0~4A +1% 150mV ~ 83%
13076 ESP-120-54 54V, 0~2A +1% 400mV  84%

216W Desktop Power Supply or Charger

c@“ C E + AC input range selectable by switch
+ Protections: Short circuit / Overload /
Over voltage / Over temp.

+ 3 color LED loading indicator

+ Battery under / over voltage and
polarity protection (ESC only)

* Built-in DC fan with fan ON/OFF auto
control at 50°C

150x 140x 75 mm ¢ Fixed switching frequency at 25kHz

+ 2 years warranty

CASE: 909

AC input voltage range ..... 88~132VAC / 176~264VAC selectable by switch

AC inrush current ............. Cold start, 40A at 230VAC

DC adjustment range ........ 13.5V: 12~15V, 27V: 24~30V, 54V: 48~56V

Overload protection .......... 105%~135% fold back current limiting, auto-
recovery

Over voltage protection .... 115%~135% rated output voltage

Setup, rise, hold up time ...200ms, 100ms, 30ms at full load and 230VAC
Withstand voltage ..... .. IIP-O/P: 3kVAC, I/P-FG:1.5kVAC, 1minute
Working temperature 0~40°C@100%, -10°C@80%, 60°C@60% load

Safety standards .............. CSA 61010-1 approved
EMC standards ................ EN55022 class B, EN61000-3-2,3
EN61000-4-2,3,4, ENV50204
Packing .....cccoooeeiiiiiiinnnnn. 1.5kg ; 8pcs / 13.0kg / 1.1CUFT
Stock No. Model No. Output Tol. R&N Effi.

13081 ESC-240-13.5  13.5V, 0~16A +2% 120mV. 81%
13082 ESC-240-27 27V, 0~8A +1% 150mV  84%
13083 ESC-240-54 54V, 0~4A +1% 400mV  85%
13084 ESP-240-13.5  13.5V, 0~16A +2% 120mV ~ 81%
13085 ESP-240-27 27V, 0~8A +1% 150mV  84%
13086 ESP-240-54 54V, 0~4A +1% 400mV  85%

30W Power Adaptor with Charging Function

+ Universal AC input/ Full range + Suitable for high surge current

+ Class II power (without earth pin) equipment

* No load power consumption < 1.0W « Protections: Short circuit / Overload /

+ Constant current and voltage Over voltage /Over temp.
(CC, CV mode) « 2 color LED indicator for charging status

+ High reliability « Fully enclosed plastic case

WA CBFEC CE® - 2yearswarranty

.,

D N N\

GC30B GC30U GC30E
108x 67x 36 mm 108x 67x 36 mm 108x 67x 36 mm
AC input voltage range ......... 90~264VAC; 130~370VDC
Overload protection .............. 90~110% constant current mode and over
300% pulsing mode
Over voltage protection ........ 110~135% rated output voltage, clamp by
Zener diode
Withstand voltage ................ I/P-O/P: 4242VDC, 1minute
Working temperature ............ 0~40°C @ 100% load, 50°C @ 70% load
Safety standards ................. UL60950-1, CSA 22.2, TUV EN60950-1
EMC standards .................... EN55014-1, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,11
Length of output cable .......... 180cm of UL1185, 18AWG
Standard DC plug ................ P1J: 2.19x5.50x11mm / C+, tuning fork type
Order No. Output R&N Effi.
GC30-0P1J 4.2V, 0~4.00A 50mV 55%
GC30-1P1J 5.6V, 0~3.99A 50mV 70%
GC30-11P1J 7.2V, 0~3.00A 80mV 74%
GC30-2P1J 8.4V, 0~3.00A 80mV 76%
GC301-4P1J 14.3V, 0~2.09A 100mV 78%
GC301-5P1J 16.8V, 0~1.60A 100mV 78%
GC30-6P1J 28.6V, 0~1.04A 150mV 80%

=B, U, E; B:IEC320-C8, U: US type plug, E: European type plug
200W Power Adaptor with Charging Function
®® 0 o

UL/CUL/TUV/CCC/ it
BSMI / CE / FCC pending

Universal AC input/ Full range
No load power consumption < 0.5W
Pass energy star level V
Meet EISA 2007 (Energy
x Independence and Security Act)

g  Built-in active PFC function, PF>0.95
3 pole AC inlet IEC320-C14
Class I power (with earth pin)
Protections: Short circuit / Overload /

Over voltage / Over temp.

Fully enclosed plastic case

Do, U
e,,%o%,

& 210x 85x 46 mm + LED indicator for charging status
+ 2 years warranty
AC input voltage range ......... 90~264VAC; 135~370VDC
Overload protection .............. 105%~120% constant current, auto-recovery
after fault condition is removed
Over voltage protection ........ 105~135% rated output voltage, auto-recovery
Withstand voltage ................ |/P-O/P: 3kVAC, I/P-FG: 1.5kVAC, ,1minute
Working temperature ............ -20~500°C (refer to derating curve)
Safety standards .................. Design refer to UL60950-1, TUV EN60950-1,

BSMI CNS14336, CCC GB4943, UL1012,
EN60335-2-29

EMC standards .................... EN55022 class B, FCC part 15 class B,
CNS13438 class B, GB9254 class B,
EN61000-3-2,3, GB17625.1,
EN61000-4-2,3,4,5,6,8,11,
EN61000-4-2,3,4,5,6,11

Length of output cable .......... 100cm of UL2464, 16AWGx 4C
Standard DC plug ................ Power DIN 4P with lock type
Stock No. Model No. Output R&N Effi.
13991 GC200A12-R7B 13.6V, 13.5A 80mV 89%
13992 GC200A24-R7B 27.2V, 7.5A 100mV 91%
13993 GC200A48-R7B 54.4V, 3.8A 200mV 92%




Adaptor

6W~12W Single Output

MW

MEAN WELL

6W Power Adaptor

Universal AC input/ Full range + Full output 5~48V safety approved
No load power consumption < 0.5W « Protections: Short circuit / Overload /
Meet energy star level IV (CEC) Over voltage

+ Meet EISA 2007 (Energy + Pass LPS
Independence and Security Act) + Fully enclosed plastic case
+ 2 pole US / European type plug + 2 years warranty
+ Class II power (without earth pin)
@« CBFECED ESCBCEFE @

GS06U
32x 66x 42.5 mm

GS06E
32x 66x 42.5 mm

AC input voltage range ............... 90~264VAC

AC inrush current(max.) .............. Cold start, <30A peak at 115VAC or
<50A peak at 230VAC

Overload protection ............cc...... Hiccup mode, auto-recovery

Over voltage protection .............. Clamp by zener diode > 120%

Withstand voltage ...................... I/P-O/P: 4242VDC, 1minute

Working temperature ................. 0~40°C @ 100% load, 50°C @ 70% load

Safety standards .................o.oe UL60950-1, CSA 22.2, TUV EN60950-1

EMC standards ..........ccc.ccoeeinnne EN55022-B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,11

Length of output cable ...180cm of UL1185, 20AWG

Standard DC plug ........ovvvvvvvnnnnnn. P1J: 2.19x5.56x11mm / C+, tuning fork
type (refer to page 70 for DC plug list)

< Power Adaptor with US Type Plug

Stock No.  Model No. Output Tol. R&N Effi.
14251 GS06U-1P1J 5V, 0~1.00A +5% 50mV 67%
14252 GS06U-11P1J 7.5V, 0~0.80A +5% 80mV 72%
14253  GS06U-2P1J 9V, 0~0.66A +5% 80mV 74%
14254  GS06U-3P1J 12V, 0~0.50A +3% 100mV 76%
14255 GS06U-4P1J 15V, 0~0.40A +3% 120mV 77%
14256  GS06U-5P1J 18V, 0~0.33A +3% 150mV 78%
14257 GS06U-6P1J 24V, 0~0.25A 2% 180mV 80%
14258  GS06U-8P1J 48V, 0~0.125A  +2% 200mV 82%

< Power Adaptor with European Type Plug

Stock No.  Model No. Output Tol. R&N Effi.
14261 GS06E-1P1J 5V, 0~1.00A +5% 50mV 67%
14262  GS06E-11P1J 7.5V, 0~0.80A +5% 80mV 72%
14263  GSO06E-2P1J 9V, 0~0.66A +5% 80mV 74%
14264  GSO06E-3P1J 12V, 0~0.50A +3% 100mV ~ 76%
14265  GSO06E-4P1J 15V, 0~0.40A +3% 120mV  77%
14266 ~ GSO6E-5P1J 18V, 0~0.33A +3% 150mV  78%
14267  GSO06E-6P1J 24V, 0~0.25A 2% 180mV  80%
14268  GS06E-8P1J 48V, 0~0.12A +2% 200mV  82%

Energy Saving —
We care about energy saving. This logo represents
that this model has "low no load power consumption™!

%)

12W Power Adaptor

Universal AC input/ Full range + Full output 5~24V safety approved
+ No load power consumption < 0.3W + Protections: Short circuit / Overload
Pass energy star level IV (CEC) |/ Over voltage / Over

+ Meet EISA 2007 (Energy temperature
Independence and Safety Act) + Pass LPS

+ 2 pole US / European type plug * Fully enclosed plastic case

+ Class II power (without earth pin) + 2 years warranty

®-8CBFE® @[ csce@@

GS12U
65x 47x 26.5 mm 65x 47x 26.5 mm

AC input voltage range ...... 90~264VAC
AC inrush current(max.) .... Cold start, <25A peak at 115VAC or
45A peak at 230VAC

Overload protection .......... Hiccup mode, auto-recovery

Over voltage protection ..... 115%~135% clamp by zener diode

Withstand voltage ............. I/P-O/P: 3KVAC, 1minute

Working temperature ......... 0~40°C @ 100% load, 50°C @ 70% load

Safety standards .............. UL60950-1, CSA 22.2, TUV EN60950-1,
CNS14336

EMC standards ................ EN55022-B, EN61204-3, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11, FCC part15 class B,
CNS13438

Length of output cable ....... 180cm of UL1185, 18AWG or 120cm length for
5V output

Standard DC plug .............. P11: 2.1¢x 5.5¢x 9.5mm / C+, tuning fork type

(refer to page 70 for DC plug list)
<+ Power Adaptor with US Type Plug

Stock No. Model No. Output Tol. R&N Effi.
14301 GS12U05-P11 5V, 0~2.00A +5% 75mV 72%
14302  GS12U07-P11 7.5V, 0~1.60A +4% 90mV 75%
14303  GS12U09-P1I 9V, 0~1.33A +4% 90mV 76%
14304  GS12U12-P1I 12V, 0~1.00A +3% 120mV. 77%
14305  GS12U15-P1I 15V, 0~0.80A +3% 150mV  79%
14306  GS12U18-P1I 18V, 0~0.67A +3% 180mV  80%
14307  GS12U24-P11 24V, 0~0.50A +3% 200mV  80%

<+ Power Adaptor with European Type Plug

Stock No. Model No. Output Tol. R&N Effi.
14311 GS12E05-P11 5V, 0~2.00A +5% 7%mV. 72%
14312 GS12E07-P11 7.5V, 0~1.60A +4% 90mV  75%
14313 GS12E09-P11 9V, 0~1.33A +4% 90mV  76%
14314 GS12E12-P11 12V, 0~1.00A +3% 120mV  77%
14315 GS12E15-P11 15V, 0~0.80A +3% 150mV ~ 79%
14316 GS12E18-P11 18V, 0~0.67A +3% 180mV  80%
14317 GS12E24-P11 24V, 0~0.50A +3% 200mV  80%
We are a TQM (Total Quality Management) company

and ISO-9001 certified since 1994.

\oi 150 9001




Adaptor 15W Single Output

M Features
» Universal AC input/ Full range

* No load power consumption < 0.5W

» Meet energy star level IV (CEC) for 5~48V
Meet EISA 2007 (Energy Independence and
Security Act) for 5~48V

Full output 3~48V safety approved
Protections:

A GS15A A GS15B A GS15U A GS15E Short circuit / Overload / Over voltage
100x 58.5x 32.8 mm  100x 58.5x 32.8 mm 34x 71x 50 mm 34x 71x 50 mm » Pass LPS
» Fully enclosed plastic case
» 2 years warranty

M General Specification (Please refer to www.meanwell.com for detail spec.) 0@"5 CBF@C € @

AC input voltage range 90~264VAC

AC inrush current (max.) Cold start, <30A peak at 115VAC or <50A peak at 230VAC

Overload protection Hiccup mode, auto-recovery for power adaptor; Constant current for high surge current
Over voltage protection Clamp by zener diode > 120%

Withstand voltage I/P - O/P: 3kVAC, I/P - FG: 1.5kVAC, 1 minute

Working temperature 0~40°C @ 100% load, 50°C @ 70% load

Safety standards UL60950-1, CSA 22.2, TUV EN60950-1 approved

EMC standards EN55022-B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,11

Length of output cable 180cm of UL1185, 18AWG or 150cm length for 3.3V output

Standard DC plug P1J: 2.16x5.56x11mm / C+, tuning fork type (refer to Page 70 for DC plug list)
M Desktop (IEC320-C14 / class I) M Wall-mounted (European Type / class II)

Order No. Output Tol. R&N Effi. Order No. Output Tol. R&N Effi.
GS15A-0P1J 3.3V, 0~2.18A +6% 50mV 55% GS15E-0P1J 3.3V, 0~2.18A +6% 50mV 55%
GS15A-1P1J 5.0V, 0~2.40A +5% 50mV 65% GS15E-1P1J 5.0V, 0~2.40A +5% 50mV 65%
GS15A-11P1J 7.5V, 0~1.60A +5% 80mV 72% GS15E-11P1J 7.5V, 0~1.60A +5% 80mV 72%
GS15A-2P1J 9.0V, 0~1.66A +5% 80mV 74% GS15E-2P1J 9.0V, 0~1.66A +5% 80mV 74%
GS15A-3P1J 12V, 0~1.25A +3% 80mV 76% GS15E-3P1J 12V, 0~1.25A +3% 80mV 76%
GS15A-4P1J 15V, 0~1.00A +3% 100mV 7% GS15E-4P1J 15V, 0~1.00A +3% 100mV 7%
GS15A-5P1J 18V, 0~0.83A +3% 120mV 78% GS15E-5P1J 18V, 0~0.83A +3% 120mV 78%
GS15A-6P1J 24V, 0~0.62A +2% 150mV 80% GS15E-6P1J 24V, 0~0.62A +2% 150mV 80%
GS15A-8P1J 48V, 0~0.31A +2% 240mV 81% GS15E-8P1J 48V, 0~0.31A +2% 240mV 81%

M Desktop (IEC320-C8 / class II) H Wall-mounted (US Type / class II)

Order No. Output Tol. R&N Effi. Order No. Output Tol. R&N Effi.
GS15B-0P1J 3.3V, 0~2.18A +6% 50mV 55% GS15U-0P1J 3.3V, 0~2.18A +6% 50mV 55%
GS15B-1P1J 5.0V, 0~2.40A +5% 50mV 65% GS15U-1P1J 5.0V, 0~2.40A +5% 50mV 65%
GS15B-11P1J 7.5V, 0~1.60A +5% 80mV 72% GS15U-11P1J 7.5V, 0~1.60A +5% 80mV 72%
GS15B-2P1J 9.0V, 0~1.66A +5% 80mV 74% GS15U-2P1J 9.0V, 0~1.66A +5% 80mV 74%
GS15B-3P1J 12V, 0~1.25A +3% 80mV 76% GS15U-3P1J 12V, 0~1.25A +3% 80mV 76%
GS15B-4P1J 15V, 0~1.00A +3% 100mV 7% GS15U-4P1J 15V, 0~1.00A +3% 100mV 7%
GS15B-5P1J 18V, 0~0.83A +3% 120mV 78% GS15U-5P1J 18V, 0~0.83A +3% 120mV 78%
GS15B-6P1J 24V, 0~0.62A +2% 150mV 80% GS15U-6P1J 24V, 0~0.62A +2% 150mV 80%
GS15B-8P1J 48V, 0~0.31A +2% 240mV 81% GS15U-8P1J 48V, 0~0.31A 2% 240mV 81%

~—bp» Special Models Suitable for High Surge Current

GS06 and GS15 also have models with "constant current limiting" Constant Current Limiting Hiccup mode current limiting
instead of "hiccup type" as the overload protection which are

suitable for peak load usage. Please refer to the overload curves A Knee Point A Knee Point

that specify the output voltage / output current characteristics of \% * % *

these two overload protection types. If you are interested in the I I

models with "constant current limiting" function, please contact ' ‘ ‘ ‘ ‘ ‘ .
with your sales representative for details! V, & Time Curve > Time V, 1& Time Curve > Time




MW

18W~25W Single Output

Adaptor

A GS18/25A 93x 54x 36 mm A GS18/25B 79x 54x 33 mm A GS18/25U 79x 54x 33 mm A GS18/25E 79x 54x 33 mm

I Features

« Universal AC input / Full range

* No load power consumption < 0.5W

» Pass energy star level 1v (CEC)

* Meet EISA 2007 (Energy Independence and Security Act)
for 5~48V

» 2 pole USA/ EURO plug or IEC320-C14/C8

» Class I power (with earth pin) only for IEC320-C14

* Full output 5~48V safety approved

» Protections: Short circuit / Overload / Over voltage

» Fully enclosed plastic case
* LED indicator for power on
» Pass LPS
* Approvals:
UL/ CUL/TUV/BSMI/CB/FCC/CE for desktop type
TUV / CB / CE for European type plug
UL/ CUL/BSMI/CB/FCC for US type plug
* 2 years warranty

e
M General Specification (Please refer to www.meanwell.com for detail spec.) W [AeDS CBF@C € @@
90~264VAC / 0.5A for 18W; 90~264VAC / 0.7A for 25W

Cold start, <25A peak at 115VAC; Cold start, <50A peak at 230VAC

Hiccup mode, auto-recovery

105~135% rated output voltage

500ms, 20ms, 50ms@ 230VAC input

I/P - O/P: 4242VDC, 1 minute

0~40°C @ 100% load, 50°C @ 70% load

UL60950-1, CSA 22.2, EN60950-1, BSMI CNS14336 approved

EN55022 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, FCC part 15 class B
180cm of UL1185, 18AWG or 120cm, 16AWG for 5V output

P1J: 2.16x5.5¢x11mm / C+, tuning fork type (refer to page 70 for DC plug list)

AC input voltage range

AC inrush current (max.)

Overload protection

Over voltage protection

Setup, rise, hold up time

Withstand voltage

Working temperature

Safety standards

EMC standards

Length of output cable
Standard DC plug

B Desktop—18W O=A/B M Desktop—25W O=A/B
Order No. Output Tol. R&N Effi. Order No. Output Tol. R&N Effi.
GS18[J05-P1J 5V, 0~3.00A +5% 50mV 73% GS250105-P1J 5V, 0~4.00A +5% 50mV 74%
GS18[107-P1J 7.5V, 0~2.00A +5% 80mV 79% GS25[107-P1J 7.5V, 0~2.93A +5% 80mV 78%
GS18[J09-P1J 9V, 0~2.00A +5% 80mV 79% GS25109-P1J 9V, 0~2.77A +5% 80mV 79%
GS18[112-P1J 12V, 0~1.50A +3% 80mV 81% GS25[112-P1J 12V, 0~2.08A +3% 80mV 81%
GS18J15-P1J 15V, 0~1.20A +3% 100mV 81% GS250115-P1J 15V, 0~1.66A +3% 100mV 82%
GS18[118-P1J 18V, 0~1.00A +3% 150mV 82% GS25[118-P1J 18V, 0~1.38A +3% 150mV 82%
GS18[124-P1J 24V, 0~0.75A +2% 180mV 84% GS250[124-P1J 24V, 0~1.04A +2% 180mV 83%
GS18[128-P1J 28V, 0~0.64A +2% 240mV 84% GS25[128-P1J 28V, 0~0.89A +2% 240mV 83%
GS18[J48-P1J 48V, 0~0.375A +2% 240mV 85% GS25[748-P1J 48V, 0~0.52A +2% 240mV 84%
A: [EC 320-C14 / Class I, B: IEC 320-C8 / Class II A: |IEC 320-C14 / Class I, B: IEC 320-C8 / Class II
B Wall-mounted—18W O=U/E M Wall-mounted—25W O=U/E
Order No. Output Tol. R&N Effi. Order No. Output Tol. R&N Effi.
GS18[105-P1J 5V, 0~3.00A +5% 50mV 73% GS25105-P1J 5V, 0~4.00A +5% 50mV 74%
GS18[107-P1J 7.5V, 0~2.00A 5% 80mV 79% GS250107-P1J 7.5V, 0~2.93A +5% 80mV 78%
GS18[109-P1J 9V, 0~2.00A +5% 80mV 79% GS25109-P1J 9V, 0~2.77A +5% 80mV 79%
GS18[112-P1J 12V, 0~1.50A +3% 80mV 81% GS25[112-P1J 12V, 0~2.08A +3% 80mV 81%
GS18[115-P1J 15V, 0~1.20A +3% 100mV 81% GS25[115-P1J 15V, 0~1.66A +3% 100mV 82%
GS18[118-P1J 18V, 0~1.00A +3% 150mV 82% GS25[118-P1J 18V, 0~1.38A +3% 150mV 82%
GS18[124-P1J 24V, 0~0.75A +2% 180mV 84% GS25[124-P1J 24V, 0~1.04A +2% 180mV 83%
GS18[128-P1J 28V, 0~0.64A +2% 240mV 84% GS25[128-P1J 28V, 0~0.89A +2% 240mV 83%
GS18[148P1J 48V, 0~0.375A +2% 240mV 85% GS25[148-P1J 48V, 0~0.52A +2% 240mV 84%

U: US type plug, E: European type plug

U: US type plug, E: European type plug



Ad a pto ¥ 1ow-24aw Single Output and Interchangeable Wall-mounted Type

A GE12 70.7x 40x 38.8 mm

M Features
« Interchangeable AC plugs (plug kit sold seperately)

» Universal AC input / Full range

* No load power consumption <0.3W

* Meet energy star level V (CEC), except for 48V

» Meet EISA 2007 (Energy Independence and Security Act )
» Class Il power (without earth pin)

* Protections: Short circuit / Over voltage / Overload

» Fully enclosed plastic case

* LED indicator for power on

» Pass LPS

* Approvals:
UL/CUL/TUV/CCC/CB/FCC/CE/C-Tick for GE12
UL/CUL/TUV/CB/FCC/CE/C-Tick for GE18/24

» 2 years warranty

W

A GE18/24 81x 43x 40.5 mm

B General Specification (Please refer to www.meanwell.com for detail spec.)

AC input voltage range

®-ES O CBFECEC® O
90~264VAC / 0.4A for GE12; 90~264VAC / 0.7A for GE18/24

AC inrush current (max.)

Cold start, <40A peak at 100VAC; Cold start, <80A peak at 230VAC

Overload protection

Hiccup mode, auto-recovery

Over voltage protection

105~135% rated output voltage

Setup, rise, hold up time

4000ms, 100ms, 30ms at 230VAC input

Withstand voltage

I/P-O/P:4242VDC, 1 minute

Working temperature

0~30°C @ 100% load, 40°C @ 75% load, 50°C @ 50% load

Safety standards

UL60950-1, CSA22.2, EN60950-1 approved

EMC standards

EN55022 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, FCC part15 class B

Length of output cable

150cm of UL2468, 20AWG for GE12; 150cm of UL2468, 18AWG for GE18/24

Standard DC plug

P1J: 2.19x5.5¢x11mm / C+, tuning fork type (refer to page 70 for DC plug list)

H Wall-mounted (Interchangeable Type)—12W

StockNo. (art®t 0%
14431 GE12105-P1J
14432 GE12107-P1J
14433 GE12109-P1J
14434 GE12112-P1J
14435 GE12115-P1J
14436 GE12118-P1J
14437 GE12124-P1J

B Wall-mounted (Interchangeable Type)—18W

Stock No. (ﬁ;?ﬂ,ggy)
14441 GE18105-P1J
14442 GE18107-P1J
14443 GE18109-P1J
14444 GE18112-P1J
14445 GE18115-P1J
14446 GE18118-P1J
14447 GE18124-P1J
14448 GE18148-P1J

B Wall-mounted (Interchangeable Type)—24W

Order No.

Output Tol. R&N Effi. Stock No. (Main body) Output Tol. R&N Effi.
5V 0~2.00A  +5% 50mV 70% 14451 GE24105-P1J 5V, 0~3.00A  £5% 50mV 72%
75V 0~133A  +5% 75mV 729, 14452 GE24107-P1J 7.5V, 0~2.00A 15% 75mV 75%

oV, U~1. 0% (]
OV 0~133A 5%  100mV 75% 14453 GE24109-P1J 9V, 0~2.22A 5% 100mV 75%

, U~T1. o) ()
14454 GE24112-P1J 12V, 0~2.00A £3% 120mV 78%

12V, 0~1.00A  £3% 120mV 76%
14455 GE24115-P1J 15V, 0~1.60A 3% 150mV 80%

15V, 0~0.80A +3% 150mV 76%
14456 GE24118-P1J 18V, 0~1.33A  +3% 180mV 80%

18V, 0~0.83A  +3% 180mV 78%
14457 GE24124-P1J 24V, 0~1.00A 3% 240mV 81%

- +39 [
i) UG B 2l S 14458 GE24148-P1J 48V, 0~0.50A £3% 300mV 81%

~— » Interchangeable AC Inlet Plug

Output Tol. R&N  Effi. AC Inlet
Plug Type
5V, 0~2.40A +5% 50mV 72% 9P
7.5V, 0~1.73A  £5%  75mV  75% AC Inlet Plug Order No.
9V, 0~2.00A +5% 100mV 75%
12V,0~1.50A 3% 120mV  78% AC Inlet
15V,0~1.20A 3% 150mV  80% TG T
18V, 0~1.00A  #3% 180mV  80% European Type
AC Inlet Plug Order No. AC Plug-EU AC Plug-US
24V, 0~0.75A 3% 240mV 81% Note: Main body unit and AC inlet plug should be ordered seperately; it needs to
48V. 0~0.375A +3%  300mV 81% be used along with any of the AC inlet plug.




Adaptor 18~25W Single Output

M Features

« Universal AC input / Full range

« Full output 3~48V safety approved

« Protections: Short circuit / Overload / Over voltage

« Fully enclosed plastic case

« LED indicator for power on

» Approvals:
UL/CUL/TUV/BSMI/CCC/CB/FCC/CE for ES18 Series
UL/CUL/TUV/BSMI/CB/FCC/CE for ES25 Series

A ES18A | ES25A A ES18B [ ES25B A ES18C /| ES25C
93x 54x 36 mm 79x 54x 33 mm 79x 54x 33 mm « 1 year warranty

M General Specification (Please refer to www.meanwell.com for detail spec.) °@“s S@CB F@C €
AC input voltage range 90~264VAC

AC inrush current (max.) Cold start, <20A peak at 115VAC or <40A peak at 230VAC

Overload protection Hiccup mode, auto-recovery

Over voltage protection Clamp by zener diode > 120%

Withstand voltage I/P - O/P: 3kVAC, I/P - FG: 1.5kVAC, 1 minute

Working temperature 0~40°C @ 100% load, 50°C @ 70% load

Safety standards UL60950-1, CSA 22.2, TUV EN60950-1, BSMI CNS14336, CCC GB4943 approved

EMC standards EN55022 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,11, FCC part 15 class B, CNS13438

Length of output cable 180cm of UL1185, 18AWG

Standard DC plug P1J: 2.19x 5.56x 11mm / C+, tuning fork type (refer to page 70 for DC plug list)
M Desktop (IEC 320-C14 / Class I) —18W H Desktop (IEC 320-C14 / Class I) —25W

Stock No. Order No. Output Tol. R&N  Effi. Stock No. Order No. Output Tol. R&N  Effi.

13801 ES18A03-P1J 3.3V, 0.3~2.72A 5% 50mV  55%
13802 ES18A05-P1J 5.0V, 0.3~3.00A 5% 50mV  70%
13803 ES18A07-P1J 7.5V, 0.3~2.00A 5% 80mV  72%
13804 ES18A09-P1J 9.0V, 0.2~2.00A 5% 80mV  72%
13805 ES18A12-P1J 12V, 0.15~1.50A 3% 80mV  74%
13806 ES18A15-P1J 15V, 0.1~1.20A 3% 100mV  77%

13832 ES25A05-P1J 5.0V, 0.4~4.00A 5%  50mV  70%
13833 ES25A07-P1J 7.5V, 0.3~2.93A 5%  80mV  72%
13834 ES25A09-P1J 9.0V, 0.2~2.77A +5%  80mV  76%
13835 ES25A12-P1J 12V, 0.1~2.08A +3%  80mV  76%
13836 ES25A15-P1J 15V, 0.1~1.66A +3% 100mV  78%

13807 ES18A18-P1J  18V,0.1~1.00A 3% 150mV  78% LT SRR R e AR
13808  ES18A24-P1J 24V, 0.1~0.75A  +2% 180mV  80% 13838 ES25A24-P1J 24V, 0.1~1.04A 2% 180mV  82%
13809 ES18A28-P1J 28V, 0.06~0.64A 2% 240mV  81% 13839 ES25A28-P1J 28V, 0.1~0.89A +2% 240mV  82%
13810  ES18A48-P1J 48V, 0.05~0.375A +2% 240mV  82% 13840  ES25A48-P1J 48V, 0.05~0.52A 2% 240mV  82%
H Desktop (IEC 320-C8 / Class II) —18W l Desktop (IEC 320-C8 / Class II) —25W
Stock No. Order No. Output Tol. R&N  Effi. Stock No. Order No. Output Tol. R&N  Effi.
U] (BOURIENRHRAR Sl Wiskborily e sl 6k 13842 ES25BO5-P1J 5.0V, 04~4.00A 5%  50mV  70%

13812 ES18B05-P1J 5.0V, 0.3~3.00A 5% 50mV  70%
13813 ES18B07-P1J 7.5V, 0.3~2.00A +5% 80mV  72%
13814 ES18B09-P1J 9.0V, 0.2~2.00A +5% 80mV  72%
13815 ES18B12-P1J 12V, 0.15~1.50A +3% 80mV  74%
13816 ES18B15-P1J 15V, 0.1~1.20A +3% 100mV  77%
13817 ES18B18-P1J 18V, 0.1~1.00A +3% 150mV  78%

13843 ES25B07-P1J 7.5V, 0.3~2.93A +5% 80mV  72%
13844 ES25B09-P1J 9.0V, 0.2~2.77A +5% 80mV  76%
13845 ES25B12-P1J 12V, 0.1~2.08A +3% 80mV  76%
13846 ES25B15-P1J 15V, 0.1~1.66A +3% 100mV  78%
13847 ES25B18-P1J 18V, 0.1~1.38A +3% 150mV  80%

13818 ES18B24-P1J 24V 0.1~0.75A £2% 180mV  80% 13848  ES25B24-P1J 24V, 0.1~1.04A +2% 180mV  82%
13819 ES18B28-P1J  28V,0.06~0.64A  +2% 240mV  81% ISt R ) 2 W=kl e SRl
13820 ES18B48-P1J 48V, 0.05~0.375A 2% 240mV  82% 13850 ES25B48-P1J 48V, 0.05~0.52A  £2% 240mV  82%

M Desktop (IEC 320-C6 / Class I) —18W M Desktop (IEC 320-C6 / Class I) —25W

Stock No. Order No. Output Tol. R&N Effi. Stock No. Order No. Output Tol. R&N  Effi.
13821 ES18C03-P1J 3.3V, 0.3~2.72A +5% 50mV  55% 13852 ES25C05-P1J 5.0V, 0.4~4.00A +5% 50mV. 70%
13822  ES18C05-P1J  5.0V,0.3~3.00A 5%  50mV  70% 13853 ES25CO7-P1J 7.5V, 0.3~2.93A £5%  8OmV  72%

13823 ES18C07-P1J 7.5V, 0.3~2.00A +5%  80mV  72%
13824 ES18C09-P1J 9.0V, 0.2~2.00A +5%  80mV  72%
13825 ES18C12-P1J 12V, 0.15~1.50A +3%  80mV  74%

13854 ES25C09-P1J 9.0V, 0.2~2.77A +5% 80mV  76%
13855 ES25C12-P1J 12V, 0.1~2.08A +3% 80mV  76%

13826 ES18C15-P1J 15V, 0.1~1.20A 3% 100mV  77% 13856 ES25CTS-P1J 15V, 0.1~1.66A oY
13827 ES18C18-P1J  18V,0.1~1.00A 3% 150mV  78% 13857 ES25C18-P1J 18V, 0.1~1.38A  £3% 150mV  80%
13828 ES18C24-P1J 24V, 0.1~0.75A 2% 180mV  80% 13858 ES25C24-P1J 24V, 0.1~1.04A  £2% 180mV  82%
13829 ES18C28-P1J 28V, 0.06~0.64A  +2% 240mV  81% 13859 ES25C28-P1J 28V, 0.1~0.89A 2% 240mV  82%
13830 ES18C48-P1J 48V, 0.05~0.375A +2% 240mV 82% 13860 ES25C48-P1J 48V, 0.05~0.52A +2% 240mV  82%




MW

18~25W Single Output

Adaptor

M Features
» Universal AC input / Full range

« 2 pole US / European type plug
» Class II power (without earth pin)
« Full output 3~48V safety approval
» Protections:
Short circuit / Overload / Over voltage
» Fully enclosed plastic case
* LED indicator for power on
e Approvals:
UL/ CUL/BSMI/CB/FCC/CE for US type plug
TUV / CB / CE for European type plug
* 1 year warranty

@268 CBRC( €

ES25E

A ES18E | ES25E
79x 54x 33 mm

A ES18U / ES25U
79x 54x 33 mm

M General Specification (Please refer to www.meanwell.com for detail spec.)

Order No. ES18U ES25U ES18E

90~264VAC / 0.5A for18W; 90~264VAC / 0.7A for 25W

Cold start, <20A peak at 115VAC; Cold start, <40A peak at 230VAC

Hiccup mode, auto-recovery

Clamp by zener diode > 120%

300ms, 100ms, 16ms@ 230VAC input for ES18; 600ms, 50ms, 16ms@230VAC input for ES25
I/P - O/P: 3kVAC, 1 minute

0~40°C @ 100% load, 50°C @ 70% load

UL60950-1, CSA 22.2, CNS14336 EN60950-1

EN55022 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,11, FCC part 15 class B
180cm of UL1185, 18AWG

P1J: 2.19x5.56x11mm / C+, tuning fork type (refer to page 70 for DC plug list)

AC input voltage range

AC inrush current (max.)
Overload protection
Over voltage protection

Setup, rise, hold up time

Withstand voltage

Working temperature

Safety standards

EMC standards

Length of output cable
Standard DC plug

H Wall-mounted (US type / Class II) —18W

Hl Wall-mounted (US type / Class II) —25W

Stock No. Order No. Output Tol. R&N  Effi. Stock No. Order No. Output Tol. R&N Effi.
14331 ES18U03-P1J 3.3V, 0.3~2.72A +5% 50mV  55% 14351 ES25U05-P1J 5.0V, 0.4~4.00A +5% 50mV 70%
14332 ES18U05-P1J 5.0V, 0.3~3.00A +5% 50mV  70% 14352 ES25U07-P1J 7.5V, 0.3~2.93A +5% 80mV 72%
14333 ES18U07-P1J 7.5V, 0.3~2.00A +5% 80mV  72% 14353 ES25U09-P1J 9.0V, 0.2~2.77A +5% 80mV 76%
14334 ES18U09-P1J 9.0V, 0.2~2.00A 5%  80mV  72% 14354 ES25U12-P1J 12V, 0.1~2.08A +3%  80mV  76%
14335 ES18U12-P1J 12V, 0.15~1.50A +3%  80mV  74% 14355 ES25U15-P1J 15V, 0.1~1.66A +3% 100mV  78%
14336 ES18U15-P1J 15V, 0.1~1.20A +3% 100mV  77% 14356 ES25U18-P1J 18V, 0.1~1.38A +3% 150mV  80%
14337 ES18U18-P1J 18V, 0.1~1.00A +3% 150mV  78% 14357 ES25U24-P1J 24V, 0.1~1.04A +2% 180mV  82%
14338 ES18U24-P1J 24V, 0.1~0.75A +2% 180mV  80% 14358 ES25U28-P1J 28V, 0.1~0.89A +2% 240mV  82%
14339 ES18U28-P1J 28V, 0.06~0.64A 2% 240mV  81% 14359 ES25U36-P1J 36V, 0.06~0.69A  +2% 240mV  82%
14340 ES18U48-P1J 48V, 0.05~0.375A  +2% 240mV  82% 14360 ES25U48-P1J 48V, 0.05~0.52A +2% 240mV  82%

Il Wall-mounted (European type / Class II) —18W Hl Wall-mounted (European type / Class II) —25W

Stock No. Order No. Output Tol. R&N  Effi. Stock No. Order No. Output Tol. R&N Effi.
14321 ES18E03-P1J 3.3V, 0.3~2.72A +5% 50mV  55% 14341 ES25E05-P1J 5.0V, 0.4~4.00A +5% 50mV 70%
14322 ES18E05-P1J 5.0V, 0.3~3.00A +5% 50mV  70% 14342 ES25E07-P1J 7.5V, 0.3~2.93A +5% 80mV 72%
14323 ES18E07-P1J 7.5V, 0.3~2.00A +5% 80mvV  72% 14343 ES25E09-P1J 9.0V, 0.2~2.77A +5% 80mV 76%
14324 ES18E09-P1J 9.0V, 0.2~2.00A 5%  80mV  72% 14344 ES25E12-P1J 12V, 0.1~2.08A +3%  80mV  76%
14325 ES18E12-P1J 12V, 0.15~1.50A 3%  80mV  74% 14345 ES25E15-P1J 15V, 0.1~1.66A +3% 100mV  78%
14326 ES18E15-P1J 15V, 0.1~1.20A +3% 100mV  77% 14346 ES25E18-P1J 18V, 0.1~1.38A +3% 150mV 80%
14327 ES18E18-P1J 18V, 0.1~1.00A +3% 150mV  78% 14347 ES25E24-P1J 24V, 0.1~1.04A +2% 180mV 82%
14328 ES18E24-P1J 24V, 0.1~0.75A +2% 180mV  80% 14348 ES25E28-P1J 28V, 0.1~0.89A +2% 240mV 82%
14329 ES18E28-P1J 28V, 0.06~0.64A +2% 240mV  81% 14349 ES25E36-P1J 36V, 0.06~0.69A +2% 240mV 82%
14330 ES18E48-P1J 48V, 0.05~0.375A  +2% 240mV  82% 14350 ES25E48-P1J 48V, 0.05~0.52A +2% 240mV 82%




Adaptor 25~40W Single and Triple Output

I Features

» Universal AC input / Full range

« Full output 3~48V safety approved

» Protections: Short circuit / Overload /
Over voltage / Over temp.

» Fully enclosed plastic case

» Fixed switching frequency and regulation

» Topology: Top switch circuit

A P25A | P30A /| P40A A P25B / P30B / P40B « LED indicator for power on

LS G L i IR Brs S fan « 1 year warranty for P25A / P25B
» 2 years warranty for P30A / P30B / P40A / P40B

Il General Specification (Please refer to www.meanwell.com for detail spec.) c@us CB c E

Order No. P25A P25B P30A P30B P40A P40B

AC input voltage range 90~264VAC / 0.8A 90~264VAC / 1.0A

AC inrush current (max.) Cold start, <60A peak at 230VAC

Overload protection Hiccup mode, auto-recovery

Over voltage protection 110~140% of +5V output ‘ 110~140% rated output voltage

Setup, rise, hold up time 200ms, 50ms, 16ms at full load

Withstand voltage I/P-O/P:3kVAC, I/P-FG:1.5kVAC , 1 minute

Working temperature 0~+40°C (refer to output load derating curve)

Safety standards UL1950, CSA 22.2, TUV EN60950-1 approved

EMC standards EN55022 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,11, ENV50204

Standard output cable 150cm of AWM 2464 180cm of SPT-1,18AWGx2C

Standard outpt plug R1B: DIN 5P P1J: 2.19x5.56x11mm / C+, barrel type (refer to page 70 for DC plug list)

M 25W — Triple Output (IEC 320-C14 / Class I) M 25W — Triple Output (IEC 320-C8 / Class II)
Stock No.  Order No. Output Tol. R&N Effi. Max. Stock No.  Order No. Output Tol. R&N  Effi. Max.
13641  P25A13D-R1B 5V, 0.5~2.5A +5%  50mV 72% 25W 13881  P25B13D-R1B 5V, 0.5~2.5A +5% 50mV  72% 25W
12V, 0.1~0.8A 5% 100mV 12V, 0.1~0.8A £5%  100mV
-12V,0.1~0.3A 3% 100mV -12V, 0.1~0.3A  £3%  100mV
13642  P25A14E-R1B 5V, 0.5~2.5A +5%  50mV  74% 25W 13882  P25B14E-R1B 5V, 0.5~2.5A +5% 50mV  74% 25W
15V, 0.1~0.5A 5% 100mV 15V, 0.1~0.5A £5%  100mV
-15V, 0.1~0.3A +3% 100mV -15V, 0.1~0.3A  £3%  100mV
Il 27W — Single Output (IEC 320-C14 / Class I) M 40W — Single Output (IEC 320-C14 / Class I)

Stock No.  Order No. Output Tol. R&N Effi. Stock No. Order No. Output Tol. R&N Effi.
13571 P30A-0P2J 3.3V,0~3.63A 7% 50mV 62% 13501 P40A-0P2J 3.3V, 0~4.54A +10%  50mV 65%
13572 P30A-1P2J 5V, 0~4.00A  +6% 50mV 68% 13502 P40A-1P2J 5V, 0~5.00A  +6% 50mV 70%
13573 P30A-1-1P2J 7.5V, 0~3.06A  +4% 80mV 72% 13503 P40A-1-1P2J 7.5V, 0~4.00A  £5% 80mV 72%
13574 P30A-2P2J 9V, 0~2.89A  +3% 80mV 74% 13504 P40A-2P2J 9V, 0~3.88A 5% 80mV 74%
13575 P30A-3P2J 12V, 0~2.25A  £3% 80mV 75% 13505 P40A-3P2J 12V, 0~3.33A  +4% 80mV 75%
13576 P30A-4P2J 15V, 0~1.80A  £3%  100mV 78% 13506 P40A-4P2J 15V, 0~2.66A  +3% 100mV 78%
13577 P30A-5P2J 18V, 0~1.50A 2%  100mV 78% 13507 P40A-5P2J 18V, 0~2.22A  +3%  100mV 78%
13578 P30A-6P2J 24V,0~1.12A 2%  150mV 80% 13508 P40A-6P2J 24V, 0~1.66A 3% 150mV 80%
13579 P30A-8P2J 48V, 0~0.56A 2%  150mV 82% 13509 P40A-8P2J 48V, 0~0.83A  +2%  150mV 82%

M 27W — Single Output (IEC 320-C8 / Class II) M 40W — Single Output (IEC 320-C8 / Class II)

Stock No.  Order No. Output Tol. R&N Effi. Stock No. Order No. Output Tol. R&N Effi.
13422 P30B-1P2J 5V, 0~4.00A 6% 50mV 68% 13522 P40B-1P2J 5V, 0~5.00A  +6% 50mV 70%
13423 P30B-1-1P2J 7.5V, 0~3.06A  +4% 80mV 72% 13523 P40B-1-1P2J 7.5V, 0~4.00A  +5% 80mV 72%
13424 P30B-2P2J 9V, 0~2.89A  +3% 80mV 74% 13524 P40B-2P2J 9V, 0~3.88A  +5% 80mV 74%
13425 P30B-3P2J 12V, 0~2.25A  +3% 80mV 75% 13525 P40B-3P2J 12V, 0~3.33A 4% 80mV 75%
13426 P30B-4P2J 15V, 0~1.80A  +3%  100mV 78% 13526 P40B-4P2J 15V, 0~2.66A  +3% 100mV 78%
13427 P30B-5P2J 18V, 0~1.50A 2%  100mV 78% 13527 P40B-5P2J 18V, 0~2.22A  +3% 100mV 78%
13428 P30B-6P2J 24V,0~1.12A 2%  150mV 80% 13528 P40B-6P2J 24V, 0~1.66A  £3%  150mV 80%

13429 P30B-8P2J 48V, 0~0.56A  £2%  150mV 82% 13529 P40B-8P2J 48V, 0~0.83A  #2%  150mV 82%




Adaptor

MW

30~50W Single Output and Medical Type

A MES30A
108x 67x 36 mm

I Features

» Universal AC input / Full range

» Full output 3~48V safety approved

» Protections: Short circuit / Over voltage /
Overload / Over temp.

» Fully enclosed plastic case

» Fixed switching frequency and regulation

» Topology: Top switch circuit

* Low leakage current < 0.3mA

« LED indicator for power on

» Medical safety approved

* 2 years warranty

A MES50A
147x 75.5x 43.2 mm

A MES30B
108x 67x 36 mm

W General Specification (Please refer to www.meanwell.com for detail spec.)

s

2[=]CBC€

Order No.

MES30A MES30C MES50A MES30B

AC input voltage range

90~264VAC / 0.8~0.4A

AC inrush current (max.)

Cold start, <35A peak at 230VAC

Overload protection

Hiccup mode, auto-recovery

Over voltage protection

110~140% rated output voltage ‘ 110~150% rated output voltage ‘ 110~140% rated output voltage

Setup, rise, hold up time

300ms, 50ms, 16ms at full load

Withstand voltage

I/P-O/P:5656VDC, I/P-FG:2828VDC, 1 minute ‘ |/P-O/P:5656VDC, 1 minute

Working temperature

0~+65°C (refer to output load derating curve)

Safety standards

UL2601-1, TUV EN60601-1, IEC601-1 approved

EMC standards

EN55011 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11 (EN60601-1-2)

Standard output cable

180cm of UL1185,18AWG for 9~48V output ; 120cm of SPT-2,16 AWG for 3~7.5V output

Standard output plug

P1J: 2.16x5.56x11mm / C+, tuning fork type (refer to page 70 for DC plug list)

M Desktop (IEC 320-C14 / Class I)— 30W

Stock No. Order No.
13891 MES30A-0P1J
13892 MES30A-1P1J
13893 MES30A-1-1P1J
13894 MES30A-2P1J
13895 MES30A-3P1J
13896 MES30A-4P1J
13897 MES30A-5P1J
13898 MES30A-6P1J
13899 MES30A-7P1J
13900 MES30A-8P1J

B Desktop (IEC 320-C8 / Class II)— 30W

Stock No. Order No.
13901 MES30B-0P1J
13902 MES30B-1P1J
13903 MES30B-1-1P1J
13904 MES30B-2P1J
13905 MES30B-3P1J
13906 MES30B-4P1J
13908 MES30B-6P1J
13910 MES30B-8P1J

M Desktop (IEC 320-C14 / Class I)— 50W

Output Tol. R&N Effi. Stock No. Order No. Output Tol. R&N Effi.
3.3V, 0~5.00A  *8% 30mV 56% 13921 MES50A-0R1B 3.3V, 0~7.50A £10% 50mV 60%
5V, 0~5.00A  +5% 30mV 70% 13922 MES50A-1R1B 5V, 0~7.50A 6% 50mV 67%
7.5V,0~3.33A  +4%  40mV 72% 13923 MES50A-1-1R1B 7.5V, 0~5.33A 5% 75mV 70%
9V, 0~3.33A  +4% 50mV 74% 13924 MES50A-2P1J 9V, 0~5.00A  +5% 90mV 72%
12V, 0~2.50A  +3% 50mV 76% 13925 MES50A-3P1J 12V, 0~4.16A +3% 100mV 74%
15V, 0~2.00A £2%  60mV 78% 13926 MES50A-4P1J 15V, 0~3.33A  +3% 100mV 75%
18V, 0~1.66A  +2% 70mV 78% 13927 MES50A-5P1J 18V, 0~2.77A  £3%  150mV 78%
24V, 0~1.25A +2%  80mV 80% 13928 MES50A-6P1J 24V, 0~2.08A  £2%  150mV 78%
28V, 0~1.07A  +2% 100mV 80% 13929 MES50A-7P1J 28V, 0~1.78A  +2%  150mV 80%
48V, 0~0.62A  £2% 100mV 82% 13930 MES50A-8P1J 48V, 0~1.04A  £2%  200mV 80%

Hl Desktop (IEC 320-C6 / Class I)— 30W

Output Tol. R&N Effi. Stock No. Order No. Output Tol. R&N Effi.
3.3V, 0~5.00A 8% 30mV 56% 13911 MES30C-0P1J 3.3V, 0~5.00A  +8% 30mV 56%
5V, 0~5.00A 5% 30mV 70% 13912 MES30C-1P1J 5V, 0~5.00A  £5% 30mV 70%
7.5V,0~3.33A  #4%  40mV 72% 13913 MES30C-1-1P1J 7.5V, 0~3.33A 4%  40mV 72%
9V, 0~3.33A  +4% 50mV 74% 13914 MES30C-2P1J 9V, 0~3.33A  +4% 50mV 74%
12V, 0~2.50A  +3% 50mV 76% 13915 MES30C-3P1J 12V, 0~2.50A  +3% 50mV 76%
15V, 0~2.00A  +2% 60mV 78% 13916 MES30C-4P1J 15V, 0~2.00A  +2% 60mV 78%
24V, 0~1.25A  £2% 80mV 80% 13918 MES30C-6P1J 24V, 0~1.25A  £2% 80mV 80%
48V, 0~0.62A +2% 100mV 82% 13920 MES30C-8P1J 48V, 0~0.62A 2% 100mV 82%




Adaptor

50~90W Single and Triple Output

MW

MEAN WELL

50W AC-DC Triple Output
WsEeCBC€

+ 3 pole AC inlet IEC320-C14

+ Class I power (with earth pin)

+ Protections: Short circuit / Overload /
Over voltage

+ Fully enclosed plastic case

+ LED indicator for power on

+ 1 year warranty

147x 76x 43 mm

AC input voltage range ...... 90~264VAC / 1.6A
AC inrush current(max.) .... Cold start, <40A at 230VAC

Overload protection .......... Hiccup mode, auto-recovery
Over voltage protection ..... 110~140% for +5V output
Hold up time ................... 12ms at full load
Withstand voltage ............. I/P-O/P:3kVAC, I/P-FG:1.5kVAC, 1 minute
Working temperature ......... 0~+40°C (refer to output load derating curve)
Safety standards .............. UL1950, TUV EN60950-1 approved
EMC standards ................. EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,11, Pin Assignment
ENV50204
Length of output cable ...... 120cm of AWM 2464 PING: +5VDC
Standard DC plug.............. R1B: DIN 5P PIN4: -Vout
PINS: +Vout
Stock No.  Order No. Output Tol. R&N  Effi. Max.
13701 P50A13D-R1B 5V, 0.5~4.0A  +6% 50mV  72%  50W
12V, 0.5~2.0A £10% 100mV
-12V, 0.1~0.5A +12% 100mV
13702  P50A14E-R1B 5V, 0.5~4.0A 16% 50mV  74% 50W
15V, 0.5~1.5A +10% 100mV
-15V, 0.1~0.5A  +12% 100mV
66W AC-DC Single Output
@ CB(C¢ + 3 pole AC inlet IEC320-C14

+ Class I power (with earth pin)

+ Full output 5~48V safety approved

* Protections: Short circuit / Overload /
Over voltage

+ Fully enclosed plastic case

+ Pass LPS for 16~48V

+ LED indicator for power on

147x 76x 43 mm  « 2 years warranty

AC input voltage range ........... 90~264VAC / 1.5A
AC inrush current(max.) .......... Cold start, <40A at 230VAC
Overload protection ................ Hiccup mode, auto-recovery
Over voltage protection .......... 110~140% rated output voltage
Hold up time .......cccvvvviiiiiiinnn 16ms at full load
Withstand voltage ................... I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC,1 minute
Working temperature .............. 0~30°C @ 100% load, 50°C @ 60% load
Safety standards UL1950, TUV EN60950-1 approved
EMC standards ...................... EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,11, ENV50204
Length of output cable ............ 120cm of UL2464x 5C for 5~7.5V;
180cm of SPT-1,18AWGx 2C for 9~48V
Standard DC plug ..........ovvvvnn. R1B: DIN 5P for 5~7.5V output
P2J: 2.19x5.5gx11mm/C+, barrel type
Stock No. Order No. Output Tol. R&N Effi.
13592 P66A-1R1B 5V, 0~8.50A +6%  50mV 70%
13593 P66A-1-1R1B 7.5V, 0~6.40A +5%  80mV 75%
13594 P66A-2P2J 9V, 0~5.55A +5%  80mV 75%
13595 P66A-3P2J 12V, 0~5.50A  +5%  80mV 78%
13596 P66A-4P2J 15V, 0~4.40A  +3% 100mV 80%
13597 P66A-5P2J 18V, 0~3.66A +3% 100mV 82%
13598 P66A-6P2J 24V, 0~2.75A 2% 150mV 82%
13599 P66A-8P2J 48V, 0~1.37TA  +2% 150mV 83%

80W AC-DC Single Output
"@"SCBCE + 3 pole AC inlet IEC320-C14

+ Class I power (with earth pin)

+ Fully enclosed plastic case

+ Full output 12~48V safety approved

* Protections: Short circuit / Overload
Over voltage

+ With power ON/OFF switch (option)

+ LED indicator for power on

+ 2 years warranty

i 168x 79x 45 mm

AC input voltage range ....... 95~264VAC / 1.9A
AC inrush current(max.) ...... Cold start, <40A at 230VAC

Overload protection ............ Hiccup mode, auto-recovery
Over voltage protection ...... 110~140% rated output voltage
Hold up time ..................... 16ms at full load
Withstand voltage .............. I/P-O/P:3kVAC, I/P-FG:1.5kVAC, 1 minute
Working temperature .......... 0~+40°C (refer to output load derating curve)
Safety standards ................ UL1950, TUV EN60950-1 approved
EMC standards .................. EN55022 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11,
Length of output cable ........ 180cm of SPT-1,18AWG x2C
Standard DC plug ............... P2J: 2.19x5.56x11mm / C+, barrel type
Stock No. Order No. Output Tol. R&N Effi.
13674 U65S105-P2J 12V, 0~6.66A  +4% 100mV  75%
13675 U65S106-P2J 15V, 0~5.33A  +3% 100mV ~ 76%
13676 U65S107-P2J 18V, 0~4.44A +3% 120mV  77%
13677 U65S108-P2J 24V, 0~3.33A  +2% 150mV  78%
13679 U655111-P2J 48V, 0~1.66A  +2% 240mV  81%
90W AC-DC Single Output
®-®-E@CBFEC€®

Universal AC input / Full range

No load power consumption <0.75W

3 pole AC inlet IEC320-C6

Class I power (with earth pin)

PF > 0.9 @230VAC

Protections: Short circuit / Overload /
Over voltage

+ Fully enclosed plastic case

LED indicator for power on

+ 1 year warranty

®  133x 58x 30 mm

AC input voltage range ......... 90~264VAC

AC inrush current(max.) ....... Cold start, <100A at 230VAC

Overload protection ............. 110~150% load, hiccup mode, auto-recovery

Over voltage protection ........ 110~150% rated output voltage (typical)

Hold up time ...........cccc 10ms at full load

Withstand voltage ................ I/P-O/P:1.5kVAC, 1 minute

Working temperature ........... 0~+50°C (refer to output load derating curve)

Safety standards ................ UL60950-1, TUV EN60950-1 approved

EMC standards ................... EN55022 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,8,11

Length of output cable ......... 120cm of UL1185, 16AWG

Standard DC plug P1M: 2.5x 5.5x 11mm / C+, tuning fork type

AC power cord ..........ccovvnnnnn. YPO+YC14(option); O= 12, 22, 23, 60

Packing ......ooooeviiiiiiiii 4069g; 32pcs / 14.5Kg / CARTON

Stock No. Order No. Output Tol. R&N Effi.

13241 FM90C12-P1M 12V, 0~6.60A  +5% 150mV 80%
13242 FM90C19-P1M 19V, 0~4.75A  +3% 150mV 80%
13243 FM90C24-P1M 24V, 0~3.75A  £3% 150mV 82%




Adaptor 40W~90W Single Output

H Features
» Universal AC input / Full range
* No load power consumption <0.3W for GS40/60;

<0.5W for GS90
» Pass energy star level 1v (CEC) for full series
» Pass energy star level V (CEC)
(except for GS60 7.5~9V)
* Meet EISA 2007 (Energy Independece and
9 Security Act) for full series

« Built-in active PFC function, PF >0.91(only for GS90)

* 3 pole AC inlet IEC320-C14

A GS40/ GS60 A GS90 « Class I power (with earth pin)

125x 50x 31.5 mm 145x 60x 32 mm » Protections: Short circuit / Over voltage /
Overload / Over tempature

» Fully enclosed plastic case

« LED indicator for power on

» Pass LPS

* 2 years warranty

=
Z
PARTNER

B General Specification (Please refer to www.meanwell.com for detail spec.) o@)us @@CBF@C € @ (V)

Order No. GS40 GS60 GS90
AC input voltage range 90~264VAC / 1.0A 90~264VAC / 1.4A 90~264VAC / 2.0A
AC inrush current (max.) Cold start, <65A peak at 230VAC Cold start, <90A peak at 230VAC
) 110~150% rated output power,

Overload protection 105~150% rated output power, Hiccup mode, auto-recovery .

Hiccup mode, auto-recovery
Over voltage protection 105~135% rated output voltage
Setup, rise, hold up time 600ms, 30ms, 50ms at 230VAC input ‘ 600ms, 30ms, 50ms at 230VAC input ‘ 1000ms, 20ms, 20ms at 230VAC input
Withstand voltage |/P-O/P:3kVAC, 1 minute
Working temperature 0~+60°C ‘ -10~+50°C ‘ 0~+50°C
Safety standards UL60950-1, CSA22.2, EN60950-1, BSMI CNS14336, CCC GB4943
EMC standards EN55022 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, CNS13438, GB9254, FCC part15 class B

100cm of UL1185, 16AWG for 5~15V; 100cm of UL1185, 14AWG for 12~15V,

Length of output cable 180cm of UL1185, 18AWG for 18~48V 120cm of UL1185, 16AWG for 19~48V

) P1M: 2.5¢x5.56x11mm / C+,
P1J: 2.19x5.5¢x11mm / C+, tuning fork type .
Standard DC plug tuning fork type

refer to page 70 for DC plug list
( pag Plug list) (refer to page 70 for DC plug list)

M Desktop (IEC 320-C14 / Class I)— 40W M Desktop (IEC 320-C14 / Class I)— 60W
Stock No. Order No. Output Tol. R&N Effi. Stock No. Order No. Output Tol. R&N Effi.
14401 GS40A05-P1J 5V, 0~5.00A +5% 100mV  80.5% 14411 GS60A05-P1J 5V, 0~6.00A +5% 100mV ~ 79.5%
14402 GS40A07-P1J 7.5V, 0~5.34A 5% 100mV  85.5% 14412 GS60A07-P1J 7.5V, 0~6.00A +5% 100mV ~ 84.0%
14403 GS40A09-P1J 9V, 0~4.45A  £5% 100mV  85.0% 14413 GS60A09-P1J 9V, 0~6.00A +5% 100mV  85.0%
14404 GS40A12-P1J 12V, 0~3.34A  £3% 100mV  89.0% 14414 GS60A12-P1J 12V, 0~5.00A  +3% 100mV  88.0%
14405 GS40A15-P1J 15V, 0~2.67A  £3% 100mV  89.5% 14415 GS60A15-P1J 15V, 0~4.00A  +3% 100mV  88.5%
14406 GS40A18-P1J 18V, 0~2.22A  +3% 150mV  90.0% 14416 GS60A18-P1J 18V, 0~3.33A +3% 150mV  88.5%
14407 GS40A24-P1J 24V, 0~1.67A *2.5% 180mV  91.0% 14417 GS60A24-P1J 24V, 0~2.50A  £3% 180mV  90.0%
14408 GS40A48-P1J 48V, 0~0.84A £2.5% 240mV  92.0% 14418 GS60A48-P1J 48V, 0~1.25A  +2.5% 240mV  92.0%
. DeSktop (IEC 320-C14 / Class I)_ 90w \‘/‘V?ehl::egeelli'l‘:)i;m_stock for 95% of standard models at our
Ei== 2400m? warehouse. We can arrange prompt delivery within
Stock No. Order No. Output Tol. R&N Effi. 48hrs.

14421 GS90A12-P1M 12V, 0~6.67A +5% 80mV  88.0%
14422 GS90A15-P1M 15V, 0~6.00A 5% 100mV ~ 89.0%

Best products also need best service.
We have authorized distributors all over the world. They have

. . sufficient stock for your prompt delivery. Also they can offer
14423 GS90A19-P1M 19V, 0~4.74A 4% 150mV - 89.0% you technical support & RMA services. Please contact your

14424 GS90A24-P1M 24V 0~3.75A +3%  180mV  89.5% local distributors for more product information. You can also
’ ’ =27 o7 contact us at info@meanwell.com for information of your local

14425 GS90A48-P1M 48V, 0~1.875A  +2% 240mV  91.0% distributors.




Adaptor

120W AC-DC Single Output with PFC
A + Uni | AC input / Full
®°@"s@@ . Ngl\llc?arzapoweIrn(l:)ctjnsurr:lptir:nngeo.5W

CB C € @ 0 + Pass energy star level IV (CEC) for
full series
+ Pass energy star level V (CEC) for
24~48V

Meet EISA 2007(Energy Independence

and Security Act)

Built-in active PFC function, PF>0.95

3 pole AC inlet IEC320-C14

Class I power (with earth pin)

+ High power density 5W/in®

+ Protections: Short circuit / Overload
Over voltage / Over temp.

Fully enclosed plastic case

+ 2 years warranty

AC input voltage range .......... 90~264VAC or 127~370VDC

Overload protection ............... 105~135% rated output power, hiccup mode,
auto-recovery

Over voltage protection .......... 110~140% rated output voltage (typical)

Hold up time .......cccoooeeeiininnnn. 16ms at full load

Withstand voltage ........ ... 1IP-O/P:4.25kVDC, 1 minute

Working temperature .... .. 0~+50°C (refer to output load derating curve)

@ 167x 67x 35 mm

Safety standards ................ UL60950-1, TUV EN60950-1, CCC GB4943
approved
EMC standards ..................... EN55022 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,8,11,
FCC part 15J class B
Length of output cable ........... 120cm of UL1185, 16AWG
Standard DC plug ..... 12~15V output: Power DIN 4P with lock type
20~48V output: 2.5x 5.5x11mm/C+ for tuning fork type

Stock No. Order No. Output Tol. R&N Effi.
13251 AS-120P-12R7B 12V, 0~8.4A  +4% 100mV ~ 85.5%
13252 AS-120P-15R7B 15V, 0~6.7A  +4% 100mV ~ 87.5%
13253 AS-120P-20P1M 20V, 0~6.0A £3% 200mV  89.0%
13254 AS-120P-24P1M 24V, 0~5.0A +2% 200mV  90.0%
13255 AS-120P-48P1M 48V, 0~2.5A +2% 240mV  89.0%

220W AC-DC Single Output with PFC

@c@us@@ﬁ + Universal AC input / Full range
FECBCE®©

No load power consumption < 0.5W
Meet energy star level V (CEC)

Meet EISA 2007(Energy Independence
06[1, and Security Act)
Built-in active PFC function, PF>0.95
3 pole AC inlet IEC320-C14
Class I power (with earth pin)
Protections: Short circuit / Overload

Over voltage / Over temp.

Fully enclosed plastic case

& 210x 85x 46 mm .« | ED indicator for power on
+ 2 years warranty
AC input voltage range .......... 90~264VAC or 127~370VDC
Overload protection ............... 105~135% rated output power, hiccup mode,
auto-recovery
Over voltage protection .......... 105~135% rated output voltage (typical)
Hold up time ............cccie 20ms at full load
Withstand voltage .... IIP-0/P:3kVAC, 1 minute
Working temperature ............. 0~+60°C (refer to output load derating curve)
Safety standards .................. UL60950-1, TUV EN60950-1, BSMI
CNS14336, CCC GB4943 approved
EMC standards ..................... EN55022 class B, EN61000-3-2,3,

EN61000-4-2,3,4,5,6,8,11,
FCC part 15 class B

Length of output cable ........... 100cm of UL2464, 16AWGx 4C
Standard DC plug .......ccoouvnnnn. Power DIN 4P with lock type
Stock No. Order No. Output Tol. R&N Effi.
13981 GS220A12-R7B 12V, 0~15.0A  +5% 80mV  89.0%
13982 GS220A15-R7B 15V, 0~13.4A  15% 100mV  90.0%
13983 GS220A20-R7B 20V, 0~11.0A  +4% 150mV  92.0%
13984 GS220A24-R7B 24V, 0~9.20A  +3% 180mV ~ 93.5%
13985 GS220A48-R7B 48V, 0~4.60A  +2% 240mV  94.0%

Specific Purpose

104W AC-DC Triple Output for Video Game

+ AC input range selectable by switch

* Protections: Short circuit / Overload
+ 2 color LED display for 602A, 606A
+ Cooling by free air convection

+ 100% full load burn-in test

+ Low cost, high reliability

CASE: 602 203x 115x 50 mm

+ 2 years warranty

AC input voltage range ...... 88~132VAC/ 176~264VAC selectable by switch
DC adjustment range CH1: -5~+10% rated output voltage

Overload protection ........... 105%~135% shut off, AC recycle to re-start
Setup, rise, hold up time ....200ms, 50ms, 16ms at full load and 230VAC
Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG:1.5kVAC, 1minute
Working temperature ......... 0~40°C@100%, -10°C@80%, 60°C@60% load
Safety standards ............... UL60950-1, TUV EN60950-1 for MWP-606
TUV EN60950-1 for MWP-608
EMC standards ................. EN55022 class B, EN61000-4-2,3,4
EN60555-2,3 for MWP-606/608 series
Packing ..........cooecvvvviinnnnn. 0.9kg ; 16pcs / 15.4kg / 0.95CUFT
+ MWP-602 Series
Stock No. Model No. Output Tol. R&N Effi. Max.
21001 MWP-602 5V, 3.0~15A  +2% 50mV  75% 104W
12V, 0.2~3.0A +8%  120mV
-5V, 0.1~1.0A £10%  60mV
21002 MWP-602A 5V, 3.0~15A  £2% 50mV 75% 104W
12V, 0.2~3.0A 8%  120mV
-5V, 0.1~1.0A +10%  60mV
+ MWP-606 Series ﬁ\lus CBCG@
Stock No. Model No. Output Tol. R&N Effi. Max.
21003 MWP-606 5V, 3.0~15A  +2% 50mV  75% 104W
12V, 0.2~4.0A  +8%  120mV
-5V, 0.1~1.0A +10% 60mV
21004 MWP-606A 5V, 3.0~15A  +2% 50mV  75% 104W
12V, 0.2~4.0A  +8%  120mV
-5V, 0.1~1.0A  +10% 60mV
« MWP-608 Series EECES
Stock No. Model No. Output Tol. R&N Effi. Max.
21011 MWP-608 5V, 3.0~15A +2% 50mV  80% 104W
12V, 0.2~4.0A  £8% 120mV
24V, 0.2~4.0A -5%, +10% 150mV
Optio ) x 0
Tuning Fork Style Type OI}) B E
c P11 5.5 2.1 9.5
— | P1J 5.5 2.1 11.0
@E:j ﬁjfra PIL 55 25 9.5
= f PIM 55 25 11.0
Barrel Style Type OI}) IBD E
C P21 5.5 2.1 9.5
- ] | | P2 | 55 21 1.0
|§|§|i=- @FB P2L 55 25 95
f P2M 5.5 25 11.0
DIN 5 Pin Type Pin Assignment
Single Triple
1 COM COM
2 CoM CoM
R1B | 3 Vout +5V
4 COM -Vout
5 Vout +Vout
DIN 4 Pin with lock Type Pin Assignment
PIN No. Output
1 +Vout
Il D:B R7B 2 GND
° 3 GND
1 4 4 +Vout
» MOQ is varied for different models.




Specific Purpose

MW

100~350W ATX Power

100W AC-DC ATX Power
®CBCE®

Universal AC input / Full range

No load power consumption < 1W @240VAC

3 pole AC inlet IEC320-C14

Built-in active PFC function, PF>0.95

Class I power (with earth pin)

Protections: Short circuit / Overload / Over
voltage / Over temp.

Power on LED indicator

Fully enclosed plastic case

210x85x 46 mm 9 years warranty

Setup, rise, hold up time ...... 3000ms, 80ms, 40ms at full load and 230VAC

NS

Overload protection ............. 140~200% load, shut off
Over voltage protection ....... 110~130% rated output voltage (CH1,2,3)

Withstand voltage ............... I/P-O/P:3kVAC
Working temperature ........... 0~+40°C@100%, 50°C@80% load
Safety standards ......... IEC60950-1 CB approved by TUV

EMC standards ................... EN55022 class B, EN61000-3-2,3, EN61204-3,
EN61000-4-2,3,4,5,6,8,11, ENV50204
Length of output cable ......... 65cm of UL rated, 18AWGx20C
Standard DC plug ............... Molex 39-01-2200 or equivalent
Stock No. Order No. Output Tol. R&N  Effi. Max.
13261 ATX-100 3.3V,0~6.0A 5% 100mV 80% (10%%\{V)
5V,0~8.0A 5%  100mV :
12V, 1~7.0A 5%  120mV (712r§i¥]"_)
412V, 0~0.5A  +10% 120mV
5VSB, 0~2.0A  +5%  100mV (Q?T%V)

200~300W Industrial ATX PC Power Supply
®N\:EECBCE

® 240x 83x 40 mm (200 / 250W)
* 260x 83x 40 mm (300W)

Universal AC input / Full range

Low profile for 1U/2U rack system

Built-in active PFC function, PF>0.94

Protections: Short circuit / Overload /
Over voltage

With power good and fail signal output

Forced air cooling by built-in DC fan

Remote sence on CH1, CH2

PS-ON signal input

24V/3A output with 7A peak capability

(IPC-300B)
+ 2 years warranty
Hold up time ................... 16ms min. at full load and 115Vac
Overload protection .......... 105%~150% shut off, AC recycle to re-start
Over voltage protection ..... 110%~140% rated output voltage for CH1~CH3
Withstand voltage ............. I/P-O/P, I/P-FG:1.5kVAC, 1minute
Working temperature -10~60°C (refer to output derating curve)
Safety standards .............. UL60950-1, TUV EN60950-1 approved
EMC standards ................ EN55022 class B, EN61000-3-2,-3
EN61000-4-2,3,4,5,6,8,11
Stock No. Model No. Output Tol. R&N Effi. Max.
22041 IPC-200 3.3V, 0~15A +5% 50mV  75% 200W
5V, 1~25A +5% 50mV
12V, 1~13A 7%  120mV
-5V, 0~0.5A  +8%  100mV
-12V, 0.1~1.0A £10% 120mV
5VSB, 0~2.0A  +5% 50mV
22042 IPC-250 3.3V, 0~20A 5% 50mV  75% 250W
5V, 1~25A 5% 50mV
12V, 1~15A 7%  120mV
-5V, 0~0.5A  +8%  100mV
-12V, 0.1~1.0A +£10% 120mV
5VSB, 0~2.0A  +5% 50mV
22043 IPC-300A 3.3V, 0~20A +5% 50mV  75% 300W
5V, 1~30A +5% 50mV
12V, 1~18A +7%  120mV
-5V, 0~0.5A  +8%  100mV
-12V, 0.1~1.0A +£10% 120mV
5VSB, 0~2.0A 5% 50mV
22044 IPC-300B 24V, 0~3.0A  £5% 240mV 80% 300W
5V, 1~30A +5% 50mV
12V, 1~18A 7%  120mV
-5V, 0~0.5A  +8%  100mV
-12V, 0.1~1.0A £10% 120mV
5VSB, 0~2.0A 5% 50mV

250~350W ATX PC Power Supply
Universal AC input for YP-350J + Power good / fail signal

+ AC input 230VAC only for + Forced air cooling by built-in DC fan
YP-350A/400A/450A-EU + 100% full load burn-in test

+ AC input range selectable by switch + Low cost, high reliability
for YP-350A/ 400A / 450A-AA * Approvals:

YP-350A / 400A / 450A-AA:
CSA/CB/FCC

+ Built-in passive PFC for
YP-350A/400A/450A-EU
Built-in active PFC function, YP-350A / 400A / 450A-EU:
PF>0.95 for YP-350J TUV/CB/CE

Built-in passive PFC function, + 2 years warranty for YP-350J
PF>0.65 for YP-350A/400A/450A-EU « 1 year warranty for

+ Protections: Short circuit / Overload  YP-350A/400A/450A

®N\\:EECBFeCe @ [EECBFECE

YP-350J YP-350A / 400A / 450A

171x 150x 86 mm 150x 140x 86 mm

Hold up time .................... 8ms min. at full load (YP-350A / 400A / 450A),
10ms min. at full load (YP-350J)
Overload protection .......... 105%~180% shut off, AC recycle to re-start
Withstand voltage ............ I/P-O/P, 1/P-FG:1.5kVAC, 1minute
Working temperature ........ 0~40°C at full load and 230VAC (typical)
Safety standards .............. UL1950, CSA22.2, EN60950-1 approved
+103~132VAC / 206~264VAC selectable or 206~264VAC only
Stock No. Model No. Output Tol. R&N  Effi. Max.
22071 YP-350A-C1 3.3V, 2.0~17A  +5% 50mV  70% 250W
5V,2.0~18A  £5% 50mV
12V1, 1.0~8.0A 5% 120mV
12V2, 1.0~14A 5% 120mV
-5V, 0.1~0.3A +10%  50mV
-12V,0.1~0.8A  £10% 120mV
5VSB, 0~2.0A +5% 50mV
22072 YP-400A-C0 3.3V, 2.0~20A 5% 50mV  70% 300W
5V, 2.0~20A  £5% 50mV
12V1, 1.0~8.0A  £5%  120mV
12V2, 1.0~14A  £5%  120mV
-5V, 0.1~0.3A  +10%  50mV
-12V,0.1~0.8A £10% 120mV
5VSB, 0~2.0A 5% 50mV
22073  YP-450A-[01 3.3V, 2.0~22A  +5% 50mV  70% 350W
5V,2.0~21A  £5% 50mV
12V1, 1.0~10A 5%  120mV
12V2, 1.0~15A  £5%  120mV
-5V, 0.1~0.3A  +10%  50mV
-12V,0.1~0.8A £10% 120mV
5VSB, 0~2.0A 5% 50mV

[1=AA (115/230VAC selectable and without PFC function),
NEW) EU (230VAC only and with passive PFC function)

<24V Output and Active PFC>0.95 (100~264VAC Input)

Stock No. Model No. Output Tol. R&N  Effi. Max.
22051  YP-350J-AA 3.3V, 0.3~14A +5% 50mV  70% 350W

5V, 0.1~21A +5% 50mV

12V, 0~15A  +8%,-2% 120mV

24V, 0~5.0A  +8%,-2% 150mV

-5V, 0~0.3A +5%  100mV

-12V, 0~0.8A +10%  120mV

5VSB, 0~2.0A +5% 50mV




DC/DC Converter o.s-1w module Type

0.5W DC-DC Regulated Single Output 1W DC-DC Unregulated Single Output

+ 1000VDC 1/0 isolation 1000VDC I/0 isolation
Internal SMD technology Internal SMD technology
Built-in EMI filter Built-in EMI filter

Protection: Short circuit Protection: Short circuit
Cooling by free air convection Cooling by free air convection
Non-conductive plastic case Non-conductive plastic case
Dual in line package Dual in line package

100% full load burn-in test SIP package is available
0.89"x 0.39"x 0.33" Low cost, high reliability 0.89"x 0.39"x 0.33" 100% full load burn-in test

+ 2 years warranty Low cost, high reliability
+ 2 years warranty

Mechanism Pin Configuration ETOERTEL ) Pin Configuration

-
.

.
.

Unit: mm(inch) Unit: mm(inch)
- 381(0.15) - 381(0.15)
9.9(039) 9.9(039)

Pin No. Output Pin No. Output
ot o 1816 +Vin oo 1816 +Vin
BOTTOM g 6 & 11 -Vout BOTTOM g 6 & 11 -Vout

VIEW = VIEW =
on 60 B 7&10 +Vout ot 60 B 78&10 +Vout
010 70 010 70
9 8 ; 8 &9 -Vin 9 8 &9 -Vin
254 (0.10) 254 (0.10)
762(0.30) 84(0.33) 7.62 (0.30) 84(0.33)

Voltage set point accuracy....+2% (typical) Voltage set point accuracy ...x2% (max.)

Line regulation ................... +1% (max.) Line regulation ................... +1.2% (max.) for 1% input variation

Load regulation .................. +1% (max.)@10~100% load Load regulation .................. +8% (max.)@20~100% load

Input reflected ripple ........... 120mVp-p Input reflected ripple .......... 120mVp-p

Efficiency .......coovviviinnnnn, 60% (typical) Efficiency .....ooooiiiiinn, 83% (typical)

Short circuit protection ........ continuous, auto-recovery Short circuit protection ....... Momentary

Switching frequency ... 50kHz (min.) Switching frequency ........... 50kHz (min.)

I/0 isolation voltage ........... 1000VDC (min.) I/0 isolation voltage ........... 1000VDC (min.)

I/0 isolation resistance ....... 100MQ (min.)@ 500VDC 1/0 isolation resistance ....... 100MQ (min.)@ 500VDC

Isolation capacitance .......... 80pF (max.) Isolation capacitance .......... 80pF (max.)

Working temperature ...........-25°C to +60°C (no derating), +71°C@80% load Working temperature .......... -25°C to +60°C (no derating), +71°C@80% load

Storage temperature ........... -25°C to +105°C Storage temperature ........... -25°C to +105°C

Temp. Coefficient ............... +0.03% / °C (max.) Temp. Coefficient ............... +0.03% / °C (max.)

Case material ..................... non-conductive plastic Case material .................... non-conductive plastic

Stock No.  Model No. (Icgl::t) ?\L;Slu)t c(u[::;“ (mRV8;)I‘-lp) Stock No.  Model No. (I\r;g:t) (()\l;g)cu)t C(ur::)nt (mRV8:‘-lp)

30401 SRS-0505 5£10% 5 100 100 30421 SUS01L-05 5£10% 5 200 100
30402 SRS-0509 5£10% 9 56 100 30422 SUS01L-09 5£10% 9 11 100
30403 SRS-0512 5£10% 12 42 100 30423 SUS01L-12 5£10% 12 84 100
30404 SRS-0515 5+£10% 15 34 100 30424 SUS01L-15 5£10% 15 67 100
30405 SRS-1205 12+10% 5 100 100 30425 SUS01M-05  12+10% 5 200 100
30406 SRS-1209 12+10% 9 56 100 30426 SUS01M-09  12+10% 9 11 100
30407 SRS-1212 12+10% 12 42 100 30427 SUS01M-12  12+10% 12 84 100
30408 SRS-1215 12+10% 15 34 100 30428 SUS01M-15  12+10% 15 67 100
30409 SRS-2405 24+10% 5 100 100 30429 SUS01N-05 24+10% 5 200 100
30410 SRS-2409 24+10% 9 56 100 30430 SUS01N-09 24+10% 9 11 100
30411 SRS-2412 24+10% 12 42 100 30431 SUSO01N-12 24+10% 12 84 100
30412 SRS-2415 24+10% 15 34 100 30432 SUSO01N-15 24+10% 15 67 100
30413 SRS-4805 48+10% 5 100 100 30433 SUS010-05  48+10% 5 200 100
30414 SRS-4809 48+10% 9 56 100 30434 SUS010-09  48+10% 9 11 100
30415 SRS-4812 48+10% 12 42 100 30435 SUS010-12  48+10% 12 84 100

30416 SRS-4815 48+10% 15 34 100 30436 SUS010-15 48+10% 15 67 100




DC/DC Converter 1W Module Type

1W DC-DC Unregulated Single Output 1W DC-DC Unregulated Single and Dual Output

3000VDC 1/0 isolation
Internal SMD technology
Protection: Short circuit

1000VDC 1/0 isolation

Internal SMD technology

Protection: Short circuit

Cooling by free air convection

Cooling by free air convection

+ Non-conductive plastic case Non-conductive plastic case

SMD package style
100% full load burn-in test
Low cost, high reliability

+ SMD package style
+ 100% full load burn-in test
0.50" 0.30"x 0.24" + Low cost, high reliability

+ 1 year warranty
+ 1 year warranty

Mechanism Pin Configuration
Unit: mm(inch)

Pin Configuration

; Output |
Unit: mm(inch) Pin No. Output Pin No. Single | Dual
12.7 1 -Vin ﬁ 1 -Vin -Vin
7.62 ! 2 +Vin +Vin
i1 e L e i
z = E 5 8 2 5 -Vout [ COM
28 |ropview| % 8 Z 4 -Vout o “I TOPVIEW || o) < 6 NC | -Vout
= . 1 5 +Vout o 0.25 7 NC NC
1—TT77 Fhow oal 6 | N kR s 8| +Vout | +Vout
254+~ o5 7 NC ’ ' 10 NC NC
11 NC NC
8 NE 12 NC NC
Voltage set point accuracy .......... +8% (max.)
Line regulation ............ccceeenenn. +1.2% (max.) for 1% input variation Voltage set point accuracy ........... +8% (max.)
Load regulation ..........c.coevevevene.. +8% (max.)@20~100% load Line regulation .................ocen +1.2% (max.) for 1% input variation
Input reflected ripple .....ccoooveenenn. 100mVp-p Load regulation ... +8% (max.)@20~100% load
EFfiCIENCY «ovvvevieiiiiiecieeiee 75% (typical) Efficiency ..., 79% (typical)
Short circuit protection ................ Momentary Short circuit protection ................ Momentary
Switching frequUency ..........c.co...... 100kHz (typical) Switching frequency ................... 100kHz (typical)
/0 isolation voltage .................. 1000VDC (min.) /0 isolation voltage .................. 3000VDC (min.)
/0 isolation resistance .............. 100MQ (min.)@ 500VDC I/0 isolation resistance .............. 100MQ (min.)@ 500VDC
Working temperature .................. -40°C to +85°C Working temperature ................ -40°C to +85°C
Storage temperature ................. -40°C to +105°C Storage temperature ...-40°C to +105°C
Temp. Coefficient ........cceevvenne.n. +0.03% / °C (max.) Temp. Coefficient ... +0.03% / °C (max.)
Case material non-conductive plastic Case material ........................... non-conductive plastic
Safety standards .........c.cc.co.o..... UL60950-1 approved Safety standards ... UL60950-1 approved
Input Output Current R&N Input Output Current R&N
k No. Model No. Stock No.  Model No.
StockNo. ModelNo-vpe)  voe)  (mA)  (mVp-p) (VDC)  (VDC)  (mA)  (mVp-p)
30201  SBTOIL-05  5+10% 5 200 100 30211 SFTO1L-05 5+10% 5 200 100
4 0
30202 SBT01L-09 5+10% 9 11 100 30212 SFTO1L-09 5£10% S 1 100
30213 SFTO1L-12 5+10% 12 84 100
~ 0
Al S RO 12 84 100 30214 SFTOIL-15  5+10% 15 67 100
30204 SBTO01L-15 5+10% 15 67 100
30215 SFT01M-05 12+£10% 5 200 100
_ 0
30205 SBTO1M-05 12410% 5 200 100 30216 SFT01M-09 12+£10% 9 111 100
30217 SFT01M-12 12+£10% 12 84 100
_ 0
s SEIARY . i L 30218  SFTOIM-15  12£10% 15 67 100
30207 SBT01M-12 12+10% 12 84 100
30208 SBT01M-15 12+£10% 15 67 100
o Stock No.  Model No. Input Output Current R&N
(vDC) (vDC) (mA) (mVp-p)
; 30221 DETO01L-05 5+10% 15 +100 100
Customer Satisfaction —
w Today's effort, tomorrow's reward. Continuously improve 30222 DETO1L-09 5£10% 9 56 100
CQTS to satisfy customer is our goal. 30223 DETO01L-12 5+10% +12 +42 100
30224 DETO1L-15 5+10% +15 +33 100
Best products also need best service.
We have authorized distributors all over the world. They have
sufficient stock for your prompt delivery. Also they can offer 30225 DET01M-05 12+10% +5 +100 100
you technical support & RMA services. Please contact your 30226 DET01M-09 12+10% +9 +56 100
local distributors for more product information. You can also 0
contact us at info@meanwell.com for information of your local 30227 DET01M-12 12+10% 12 +42 100
distributors. 30228 DET01M-15 12£10% +15 £88) 100




DC/DC Converte

1W DC-DC Regulated Single Outpu

FECE€ 1000VDC 1/0 isolation

Internal SMD technology
Built-in EMI filter
Protection: Short circuit
Cooling by free air convection
Non-conductive plastic case
Single in line package

DIP package is available
100% full load burn-in test
Low cost, high reliability

+ 2 years warranty

0.77"x 0.28"x 0.4"

r

t

MW

MEAN WELL

1~2W Module Type

2W DC-DC Unregulated Single Output

FECE 3000VDC 1/0 isolation

* Internal SMD technology
Built-in EMI filter
Protection: Short circuit

Cooling by free air convection
Non-conductive plastic case

Single in line package
100% full load burn-in test
Low cost, high reliability

+ 2 years warranty

0.77"x 0.28"x 0.4"

Mechanism Pin Configuration - Mechanism Pin Configuration |

| 19.6 (0.77) | Unit: mm(inch) . .
= | 196 (0.77) ‘ Unit: mm(inch)
S| FRONT VIEW Pin No. Output =T
3_8L1 o < 1 +Vout S| FRONT VEW Pi”1N°- C)U\‘/PUt
05(002) 2 -Vin S +Vin
T= | smen 4 -Vout 381(019) 2 -Vin
6 +Vout ﬂ ’%_\ L 5.08 (0.20) 5 -Vout
0B |42 4 8 BOTTOM VIEW 7 +Vout
o 08 14, 5 7 BOTTOM VIEW
Voltage set point accuracy ..... +2% (typical) 1 2005)
Line regulation ...........ccceeens +0.5% (max.) o
Load regulation ..................... +0.5% (max.)@10~100% load Volt { voint 2
o .
EFICIENCY oo 80% (typical) oltage set point accuracy b (max.)
o ) ) Line regulation .................... +1.2% (max.) for 1% input variation
Short circuit protection .......... Continuous, auto-recovery Load Lati 8% 20-100% load
+ ~
Switching frequency ............. 100kHz (min.) E::' EQUIAHON v ;30/" (tma.x.)l@ oloa
1/0 isolation voltage .............. 1000VDC (min.) Sh'c'tenlcy U " b ytp'ca)
1/0 isolation resistance .......... 100MQ (min.) S ?tr hc_lrcil protection ........ 1:01? ary.
Isolation capacitance ............ 80pF (max.) I/VOW'C :n? requljncy """""" 3000VZD((3mm.')
Working temperature ............. -40°C to +70°C (no derating), 85°C@50% load ISo1ation VOTLAge «-..veer-.. (min.)
I/0 isolation resistance ........ 100MQ (min.)
Storage temperature .............. -25°C to +105°C solati ! 800F
Temp. Coefficient .................. £0.03% / °C (max.) solation capacitance ........... pF (max.)
. ) . Working temperature ........... -250C to +60°C (no derating), +71°C@80% load
Case material ..........ccccooeees non-conductive plastic S ) ) 259C to +1050C.
- +
EMI oo Compliance to EN55022 Class B, FCC forage femperature ......... °
Temp. Coefficient ................ +0.03% / °C (max.)
part15 Class B ) ) )
Case material .............cco... non-conductive plastic
EMI o, Compliance to EN55022 Class B, FCC part15
Stock No.  Model No. Input Output Current R&N
(VDC) (VDC) (mA)  (mVp-p) Class B
30441 SPRO1L-05 5£10% 5 200 100
30442 SPROIL-09  5:10% 9 100 100 Stock No.  ModelNo.  |"Put ~ Output  Current — R&N
30443 SPRO1L-12 5+10% 12 84 100 voe) voe) (mA) (mYp-p)
) = 30611 SPU02L-05 5+10% 5 400 100
0
SAL SR eRss 8 el o 30612 SPUO2L-12  5+10% 12 167 100
30613 SPU02L-15 5+10% 15 133 100
30445 SPR0O1M-05 12+£10% 5 200 100
30446 SPROTM-09  12x10% S 100 100 30614  SPUO2M-05  12£10% 5 400 100
0
e SR s i 5 o 30615  SPUO2M-12  12£10% 12 167 100
_ 0
e SRROIH s 9 el L 30616 SPUO2M-15  12+10% 15 133 100
30449 SPRO1N-05 24£10% 5 200 100 30617 SPUO2N-05 24+10% 5 400 100
el SR A . o L 30618 SPUO2N-12  24+10% 12 167 100
RGNS el 12 = o 30619 SPUO2N-15  24:10% 15 133 100
30452 SPRO1N-15 24£10% 15 67 100
Who can provide you better services and be a trustworthy
30453  SPRO10-05  48+10% 5 200 100 PEEIEL T G [FoeEr  esiy ,
— "MEAN WELL" tries to be —
30454 SPR010-09 48+10% 9 100 100
30455 SPR010-12 48+10% 12 84 100 @ Products —
30456 SPR0O10-15  48+10% 15 67 100 DLl el DTzl S SRl




DC/DC Converter :-3w moduie Type

2~3W DC-DC Regulated Single Output 3W DC-DC Regulated Single and Dual Output
+ 2:1 wide input range + 2:1 wide input range
F@c € + 4:1 wide input range (option) F@c E + 4:1 wide input range (option)
for SPAQ2 1000VDC 1/0 isolation

1000VDC 1/0 isolation . ) )
3000VDC 1/0 isolation (option) gg?l?\i’r?(é“;’loﬂits:r'a“°" (option)

for SPA02
Built-in remote ON/OFF control Protection: Short circuit / Overload
Cooling by free air convection

Built-in EMI filter
Protection: Short circuit / Overload Five-sided shield metal case
100% full load burn-in test

Cooling by frlee air cqnvection
Non-conductive plastic case « Low cost, high reliability
100% full load burn-in test * 2 years warranty

Single in line package 1.25"x 0.8"x 0.48"
Modified models available: N T - B == = B TP
output 3.3V / 9V Mechanism Pin Configuration

0.86"x 0.36"x 0.44"

+ 2 years warranty Unit: mm(inch)
Mechanism Pin Configuration 03080 | *8 <0-18J1 0601100024 | | 38(0.15) Sutput
}———‘ Pin No. -
. ) Single | Dual
Unit: h
21.8(0.86) nit: mm(inch) 02 20 7*‘_\.;., 283 -Vin -Vin
Pin No. Output 02 30 — I = 9 NC COM
0 3 1 Vin BOTTOM VIEW g § 254(0.1) 1 NC | -Vout
002 F|  FRONT VIEW =| = 50802
0.5 +0.05(0.02) = SRR AL = 2 *Vin = c v 14 +\\/IOUt +V0’tl/|t
+0, T HEOBH H H H | 3.81:0.5(0.15) 3 RC ot6 . S| l | 6 R O.Ut CO.
2.54(0.1) ‘(o'z) ‘7 5 N'C. . ., | 22823 +Vin | +Vin
17.78(0.7 il | {
6 +Vout 15.2 (0.60) 12.2(0.48) F
g 7 -Vout
[ s BOTTOM VIEW i
32009 [ ] 3 8 N.C. Voltage set point accuracy .......... +2% (max.)
zowm Line regulation ..............ccoovenn.n. +0.5% (max.)
Load regulation ...........ccceeeiiiinn £0.5% (max.)@10~100% load
Voltage set point accuracy .......... +2% (max.) EFfiCIENCY v 82% (typical)
Line regulation ..., £0.5% (max.) Short circuit protection ................ Continuous, auto-recovery
Load regulatlon .......................... +0.5% (max.)@10~100% load Overload protection .................... 160~250% auto-recovery
S . ) ;
Efficiency .............. RGNS 82% (typical) 1/0 isolation voltage ................... 1000VDC (min.)
Short circuit protection .... ...Continuous, auto-recovery /0 isolation resistance 100MQ (min.)@ 500VDC
Overload protection ................... 150%~250%, auto-recovery ) LT '
Switching frequency 100KHz (min.) Isolation capacitance .................. 80pF (max.)
ETTTTOTTPRRR . ) Py o .
1/0 isolation voltage .............. 1000VDC (min.) Working temperature .................. 25°C to +60°C (no derating),
1/0 isolation resistance ............... 100MQ (min.) +71O C@s0% I(;ad
Isolation capacitance .................. 80pF (max.) Storage temperature ................. -25 Coto +O105 C
Working temperature ................. -40°C to +70°C (no derating), Temp. Coefficient ....................... +0.03% / °C (max.)
+85°C@50% load Case material ..............oceeeen, Five-sided shield metal case
Storage temperature ___________________ -25°C to +105°C EMI o Compliance to EN55022 Class B,
Temp. Coefficient .. 20.03% / °C (max.) FCC part15 Class B
Case material .......... non-conductive plastic < Single Output
EMI Compliance to EN55022 Class B,

Input Output Current R&N

FCC part15 Class B . .
p Stock No Model No (VDC) (VDC) (mA) Gt
Stock No.  Model No Input -~ Output  Current  R&N 30461  SCWO3A-05  9~18 5 600 50
: ; (VDC) (vDC) (mA)  (mVp-p) P
i e S S 2 SCWOSAZ =18 122060
SRE SEee fep - 0 a0 30463  SCWO3A-15 9~18 15 200 60
30664  SPA02A-05 9~18 5 400 60 30464  SCWO3B-05 18~36 5 600 50
ggggg ggﬁggﬁz 3”12 12 1;3; gg 30465  SCWO03B-12 18~36 12 250 60
-15 ~ 5
SRy T - e o 30466  SCWO03B-15 18~36 15 200 60
30668  SPA02B-12 18~36 12 167 60 30467  SCWO03C-05 36~72 5 600 50
30669 SPA02B-15  18-36 15 133 60 30468  SCW03C-12  36~72 12 250 60
30670  SPA02C-05  36~72 5 400 60
e By T e e o 30469  SCW03C-15 36~72 15 200 60
30672  SPA02C-15  36~72 15 133 60 +Dual Output
Input Output Current R&N
Input Output Current R&N Stock No. Model No. P P

ey Ll (VDC) (VDC) (mA)  (mVp-p) (vbc)  (vDC) (mA)  (mVp-p)
30681  SPBO3E-05 4.5~9 5 600 50 30481  DCWO03A-05 9~18 5 +300 50
30682 SPBO3E-12  4.5~9 12 250 60 30482 DCWO03A-12 9~18 +12 +125 60
30683  SPBO3E-15 4.5~9 15 200 60
30684 SPB03A-05 9~18 5 600 50 30483 DCWO03A-15 9~18 +15 +100 60
30685  SPBO3A-12 9~18 12 250 60 30484  DCWO03B-05 18~36 5 +300 50
30686 SPBO3A-15  9-~18 15 200 60 30485  DCWO3B-12  18~36 +12 +125 60
30687  SPB03B-05 18~36 5 600 50
30688 SPB03B-12 18~36 12 250 60 30486 DCWO03B-15 18~36 +15 +100 60
30689  SPB03B-15 18~36 15 200 60 30487  DCWO03C-05 36~72 5 +300 50
30690 SPBO3C-05  36-72 5 600 50 30488 DCWO03C-12  36~72 +12 +125 60
30691  SPB03C-12  36~72 12 250 60

30692 SPB03C-15 36~72 15 200 60 30489 DCWO03C-15 36~72 +15 +100 60




DC/DC Converter

5W Module Type

MW

MEAN WELL

5~6W DC-DC Regulated Single and Dual Output

FECe

1.25"x 0.8"x 0.48"

2:1 wide input range

4:1 wide input range(option)
1000VDC I/0 isolation
3000VDC 1/0 isolation(option)
Built-in EMI filter

Protection: Short circuit / Overload
Cooling by free air convection
Five-sided shield metal case
100% full load burn-in test
Low cost, high reliability

2 years warranty

5W DC-DC Regulated Single and Dual Output

FECe

2"x 1"x 0.44"

2:1 wide input range

4:1 wide input range(option)
1000VDC I/0 isolation
3000VDC 1/0 isolation(option)
Built-in EMI filter

Protection: Short circuit / Overload
Cooling by free air convection
Six-sided shield metal case
100% full load burn-in test
Low cost, high reliability

2 years warranty

Unit: mm(inch)
Unit: mm(inch) 1107
16.3 203 152 ; . Output
20.3(0.80) 4'6‘0'187 06+0.11000024) | | 38(0.15) o N Output } F g - Pin No. I"ginole | Dual
'—4 " | Single | Dual = ° 1 +Vin | +Vin
. v PN 233 -Vin_| -Vin g 2 o1 3 g 2 Vin | -Vin
o 30 R ‘L—Ef 9 NC COoM z Eh o 40 ~ 3 +Vout | +Vout
= ® " 1 NC | -Vout & g 5 2 4 No Pin | COM
Q g 2.54(0.1) 2
sorrom view| £ 2 sss02) 14 +Vout | +Vout BOTTZ’;"S ;"OEOW ° - 5 -Vout_| -Vout
2 - [ 16 Vout | COM 1 8200 ST Lse
ote % 22823 +Vin +Vin
o14 1 “—E
Voltage set point accuracy ...x2% (max.)
15.2 (0.60) 2(048) . :
F Line regulation ................... £0.2% (max.)
Voltage set point accuracy .......... +2% (max.) Lo"_id. regulation .................. £0.5% (max.)@10~100% S
Line regulation ............c..ccooenn.. +0.5% (max.) Efficiency ..o 85% (typical)
Load regulation ...........c.cccccevn.... +0.5% (max.)@20~100% load Short circuit protection ...... continuous, auto-recovery
Efficiency 85% (typical) Overload protection ........... 160~250%, auto-recovery

Short circuit protection
Overload protection
I/0 isolation voltage
I/0 isolation resistance
Isolation capacitance
Working temperature

Storage temperature
Temp. Coefficient
Case material ....

< Single Output

Stock No. Model No.
30541 SCWO05A-05
30542 SCWO05A-09
30543 SCWO05A-12
30544 SCWO05A-15
30545 SCW05B-05
30546 SCW05B-09
30547 SCWO05B-12
30548 SCWO05B-15
30549 SCW05C-05
30550 SCW05C-09
30551 SCW05C-12
30552 SCW05C-15

< Dual Output

Stock No. Model No.
30561 DCW05A-05
30562 DCW05A-12
30563 DCWO05A-15
30564 DCW05B-05
30565 DCW05B-12
30566 DCW05B-15
30567 DCW05C-05
30568 DCW05C-12
30569 DCW05C-15

continuous, auto-recovery
150~250%), auto-recovery
1000VDC (min.)

100MQ (min.)@ 500VDC
80pF (max.)
-25°C to +60°C (no derating),

+71°C@80% load

-25°C to +105°C

...... +0.03% / °C (max.)
Five-sided shield metal case
Compliance to EN55022 Class B,

FCC part15 Class B

Input Output Current
(VvDC) (VvDC) (mA)
9~18 5 1000
9~18 9 556
9~18 12 470
9~18 15 400
18~36 5 1000
18~36 9 556
18~36 12 470
18~36 15 400
36~72 5 1000
36~72 9 556
36~72 12 470
36~72 15 400
Input Output Current
(VDC) (VDC) (mA)
9~18 15 +500
9~18 +12 +230
9~18 +15 +190
18~36 15 +500
18~36 +12 +230
18~36 +15 +190
36~72 15 +500
36~72 +12 +230
36~72 +15 +190

R&N
(mVp-p)
50

60
60
60
50
60
60
60
50
60
60
60

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

I/0 isolation voltage
I/0 isolation resistance
Working temperature
Storage temperature

1000VDC (min.)
100MQ (min.)@ 500VDC
-25°C to +60°C (no derating), +71°C@80% load

-25°C to

+105°C

Temp. Coefficient ............... +0.03% / °C (max.)
Six-sided shield metal case

Compliance to EN55022 Class B,
FCC part15 Class B

Case material

<+ Single Output

Stock No.
30501
30502
30503
30504
30505
30506
30507
30508
30509
30510
30511
30512

Model No.
SLWO05A-05
SLW05A-09
SLW05A-12
SLWO05A-15
SLW05B-05
SLW05B-09
SLW05B-12
SLW05B-15
SLW05C-05
SLW05C-09
SLW05C-12
SLW05C-15

< Dual Output

Stock No.

30521
30522
30523
30524
30525
30526
30527
30528
30529

Model No.

DLWO05A-05
DLWO05A-12
DLWO05A-15
DLW05B-05
DLWO05B-12
DLW05B-15
DLW05C-05
DLW05C-12
DLWO05C-15

Input Output Current R&N
(VOC)  (VDC)  (mA)  (mVp-p)
9~18 5 1000 50
9~18 9 556 60
9~18 12 417 60
9~18 15 333 60
18~36 5 1000 50
18~36 9 556 60
18~36 12 417 60
18~36 15 333 60
36~72 5 1000 50
36~72 9 556 60
36~72 12 417 60
36~72 15 333 60
Input Output Current R&N
(vDC) (vDC) (mA)  (mVp-p)
9~18 D) +500 50
9~18 +12 +208 60
9~18 +15 +167 60
18~36 E=5) +500 50
18~36 +12 +208 60
18~36 +15 +167 60
36~72 +5 +500 50
36~72 +12 +208 60
36~72 +15 +167 60



DC/DC Converter

8~10W Module Type

MW

MEAN WELL

8W DC-DC Regulated Single and Dual Output

FECe

1.25"x 0.8"x 0.48"

+ 2:1 wide input range
+ 1000VDC 1/0 isolation
Built-in EMI filter

Protection: Short circuit / Overload

Cooling by free air convection
Five-sided shield metal case
100% full load burn-in test
Low cost, high reliability
2 years warranty

Mechanism Pin Configuration

Unit: mm(inch)
20.3(0.80) 46(0181 0.6+0.1/-0(0.024) 3.8(0.15) . QOutput
Pin No
Single | Dual
o5 20 283 -Vin -Vin
02 30 _ = 9 NC COM
g| 2 2si01) 11 NC [ -Vout
BOTTOM VIEW =| = 508(02) 14 +Vout | +Vout
2 - J7 16 -Vout | COM
e 9" 22823 | +Vin | +Vin
TM 1 “_E
15.2 (0.60) 122 (0.48) LP
Voltage set point accuracy .......... +2% (max.)
Line regulation .............cccoeeiiiiis +0.5% (max.)
Load regulation ...........cooceevnnnnnnn. +0.5% (max.)@20~100% load
Efficiency ... 81% (typical)

Short circuit protection ...

Overload protection

1/0 isolation voltage .......

1/0 isolation resistance
Isolation capacitance
Working temperature

Storage temperature

Case material

+ Single Output

Stock No.

30621
30622
30623
30624
30625
30626
30627
30628
30629

Model No.

SCWO08A-05
SCWO08A-12
SCWO08A-15
SCW08B-05
SCW08B-12
SCW08B-15
SCW08C-05
SCW08C-12
SCW08C-15

< Dual Output

Stock No.

30631
30632
30633
30634
30635
30636
30637
30638
30639

Model No.

DCWO08A-05
DCWO08A-12
DCWO08A-15
DCWO08B-05
DCW08B-12
DCWO08B-15
DCW08C-05
DCW08C-12
DCWO08C-15

continuous, auto-recovery

............ 110~250%, auto-recovery

1000VDC (min.)

............ 100MQ (min.)@ 500VDC
............ 250pF (max.)

+71°C@80% load
............ -25°C to +105°C
Temp. Coefficient ........ccccoeeeeeennn. +0.03% / °C (max.)

FCC part15 Class B

Input
(VDC)
9~18
9~18
9~18
18~36
18~36
18~36
36~72
36~72
36~72

Input
(VDC)
9~18
9~18
9~18
18~36
18~36
18~36
36~72
36~72
36~72

Output

(VDC)
5
12
15
5
12
15
5
12
15

Output
(VDC)
15
+12
+15
15
+12
+15
15
+12
+15

-25°C to +60°C (no derating),

Five-sided shield metal case
Compliance to EN55022 Class B,

Current

(mA)
1600
670
533
1600
670
533
1600
670
533

Current

(mA)
+800
+335
+267
+800
+335
+267
+800
+335
+267

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

10W DC-DC Regulated Single and Dual Output

FECe

2"x 1"x 0.44"

+ 2:1 wide input range

* 4:1 wide input range(option)
1000VDC 1/0 isolation
3000VDC 1/0 isolation (option)
Built-in EMI filter

Protection: Short circuit / Overload
Cooling by free air convection
Six-sided shield metal case
100% full load burn-in test
Low cost, high reliability

+ 2 years warranty

Mechanism Pin Configuration

Unit: mm(inch)
1.27
) Output
(0.44)
)l i T i L H Pin No. Single | Dual
R 1 +Vin +Vin
8| I o1 S 2 -Vin_ [ -Vin
3| e 0s e sl 3 +Vout | +Vout
&g 5 4 No Pin | COM
2 BOTTOM VIEW °
[ 50.8 (2.00) J 5 -Vout | -Vout
Voltage set point accuracy ...+2% (max.)
Line regulation ................... +0.3% (max.)
Load regulation ................. +0.5% (max.)@10~100% load
Efficiency ....ccooooeviiiiii 85% (typical)

Short circuit protection
Overload protection
I/0 isolation voltage
I/0 isolation resistance
Working temperature
Storage temperature

continuous, auto-recovery

160~250%, auto-recovery

1000VDC (min.)

100MQ (min.)@ 500VDC

-25°C to +60°C (no derating), +71°C@80% load
-25°C to +105°C

Temp. Coefficient ................ +0.03% / °C (max.)

Case material

<+ Single Output

Stock No.

30081
30082
30083
30084
30085
30086
30087
30088
30089
30090
30091
30092

Stock No.

30101
30102
30103
30104
30105
30106
30107
30108
30109
30110
30111
30112

Model No.

SKE10A-05
SKE10A-12
SKE10A-15
SKE10A-24
SKE10B-05
SKE10B-12
SKE10B-15
SKE10B-24
SKE10C-05
SKE10C-12
SKE10C-15
SKE10C-24

< Dual Output

Model No.

DKE10A-05
DKE10A-12
DKE10A-15
DKE10A-24
DKE10B-05
DKE10B-12
DKE10B-15
DKE10B-24
DKE10C-05
DKE10C-12
DKE10C-15
DKE10C-24

Six-sided shield metal case
Compliance to EN55022 Class B,
FCC part15 Class B

Input Output Current R&N
(VDC) (VDC) (mA) (mVp-p)

9~18 %) 2000 50
9~18 12 840 60
9~18 15 666 60
9~18 24 420 80
18~36 5 2000 50
18~36 12 840 60
18~36 15 666 60
18~36 24 420 80
36~72 ) 2000 50
36~72 12 840 60
36~72 15 666 60
36~72 24 420 80

Input Output Current R&N
(VDC) (vDC) (mA)  (mVp-p)

9~18 +5 +1000 50
9~18 +12 +420 60
9~18 +15 +333 60
9~18 +24 +210 80
18~36 +5 +1000 50
18~36 +12 +420 60
18~36 +15 +333 60
18~36 +24 +210 80
36~72 +5 +1000 50
36~72 +12 +420 60
36~72 +15 +333 60
36~72 +24 +210 80



DC/DC Converter

MW

12~15W Module Type

12W DC-DC Regulated Single and Dual Output

F@C E + 2:1 wide input range

+ 1500VDC 1/0 isolation

+ Built-in remote ON/OFF control

* Built-in EMI filter

+ Protection: Short circuit / Overload

+ Cooling by free air convection

+ Five-sided shield metal case

*+ 100% full load burn-in test

* Low cost, high reliability

+ Modified models available:
output 2.5V / 3.3V

+ 2 years warranty

Mechanism Pin Configuration

1.25"x 0.8"x 0.48"

15W DC-DC Regulated Single and Dual Output

F@c E + 2:1 wide input range

* 4:1 wide input range(option)
1000VDC 1/0 isolation

3000VDC 1/0 isolation (option)
Built-in EMI filter

Protection: Short circuit / Overload
Cooling by free air convection
Six-sided shield metal case

100% full load burn-in test

Low cost, high reliability

+ 2 years warranty

Mechanism Pin Configuration

.

2"x 1"x 0.44"

Unit: mm(inch) Unit: mm(inch)
8(0. . ) 162 127
203(0.80) 46@1&41 0.6+0.1/-0 28019 . Output } - + 2 + 4m Pin No Output
(0.024) Pin No. Single | Dual o " | Single | Dual
o 20 1 1 RC | RC ps 2° 3 1 +Vin_| +Vin
oz 30 | T 283 Vin_| -Vin = o1 e 2 -Vin_| -Vin
BOTTOM VIEW g| S 254(0.1) 9 NC | COM © o2 ‘o o 3 +Vout | +Vout
= 50602) 11 NC | -Vout S 5o p 4 No Pin | COM
= - J7 14 +Vout | +Vout - BOTTOM VIEW @ 5 -Vout | -Vout
o6 90 © o J{ ‘»58
16 -Vout | COM 0.23
o14 1 L - - .23)
\ =] 22823 +Vin | +Vin
M—Mz 060 122(04) - Voltage set point accuracy ... 2% (max.)
: . .
Voltage set point accuracy ...+2% (max.) Line regulation .................... +0.2% (max.)
Line regulation £0.5% (max.) Load regulation ................... +0.5% (max.)@10~100% load
L . .
Load regulation .................. +0.5% (max.)@20~100% load Efficiency ... 82% (typical)

Efficiency
Short circuit protection

Overload protection

1/0 isolation voltage

1/0 isolation resistance ..

Working temperature
Storage temperature

..... 83% (typical)
..... 1500VDC (mi

n.)

Temp. Coefficient ................ +0.03% / °C (max.)

Case material

+ Single Output

Stock No. Model No.
30641 SCW12A-05
30642 SCW12A-12
30643 SCW12A-15
30644 SCW12B-05
30645 SCW12B-12
30646 SCW12B-15
30647 SCW12C-05
30648 SCW12C-12
30649 SCW12C-15

< Dual Output

Stock No. Model No.
30651 DCW12A-05
30652 DCW12A-12
30653 DCW12A-15
30654 DCW12B-05
30655 DCW12B-12
30656 DCW12B-15
30657 DCW12C-05
30658 DCW12C-12
30659 DCW12C-15

FCC part15 Class A

Input
(VDC)
9~18
9~18
9~18
18~36
18~36
18~36
36~72
36~72
36~72

Input
(VDC)
9~18
9~18
9~18
18~36
18~36
18~36
36~72
36~72
36~72

Output
(VvDC)
5

12
15
5

12
15
5

12
15

Output
(VvDC)
15

12
15
+5
+12
+15
+5
+12
15

continuous, auto-recovery
110~180%, auto-recovery

100MQ (min.)@ 500VDC
-25°C to +60°C (no derating), +71°C@60% load
-25°C to +105°C

Five-sided shield metal case
Compliance to EN55022 Class A,

Current
(mA)
2400

1000
800
2400
1000
800
2400
1000
800

Current
(mA)
+1200

+500
+400
+1200
+500
+400
+1200
+500
+400

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60

Short circuit protection .........
Overload protection
1/0 isolation voltage

1/0 isolation resistance

Working temperature
Storage temperature

continuous, auto-recovery

1000VDC (m

in.)

110~250%, auto-recovery

100MQ (min.)@ 500VDC
-25°C to +60°C (no derating), +71°C@80% load

-25°C to +10

5°C

Temp. Coefficient ............... +0.03% / °C (max.)

Case material

Six-sided shield metal case
Compliance to EN55022 Class B,

Output
(VDC)
3.3

5
12
15
3.3

5
12
15
3.3

5
12
15

Output
(VvDC)
15

I+
o

EMU oo,
+ Single Output FCC part15 Class B
Stock No.  Model No. ('\'}B‘(‘:‘)

30581  SKA15A-033  9~18
30582  SKA15A-05 9~18
30583  SKA15A-12 9~18
30584  SKA15A-15 9~18
30585  SKA15B-033  18~36
30586  SKA15B-05 18~36
30587  SKA15B-12 18~36
30588  SKA15B-15 18~36
30589  SKA15C-033  36~72
30500  SKA15C-05 36~72
30501  SKA15C-12 36~72
30502 SKA15C-15 36~72

<+ Dual Output

Stock No.  Model No. ('\';g‘(‘:‘)
30601  DKA15A-05 9~18
30602  DKA15A-12 9~18
30603  DKA15A-15 9~18
30604  DKA15B-05 18~36
30605  DKA15B-12 18~36
30606  DKA15B-15 18~36
30607  DKA15C-05  36~72
30615  DKA15C-12  36~72
30609  DKA15C-15  36~72

+
-
o N

Current
(mA)
3000
3000
1250
1000
3000
3000
1250
1000
3000
3000
1250
1000

Current
(mA)
+1500
+625
+500
+1500
+625
+500
+1500
+625
+500

R&N
(mVp-p)
50

50
60
60
50
50
60
60
50
50
60
60

R&N
(mVp-p)
50

60
60
50
60
60
50
60
60



DC/DC Converter 1s-3ow moduie Type

15W DC-DC Regulated Single and Dual Output  25~30W DC-DC Regulated Dual and Triple Output

F@c E + 2:1 wide input range F@c E + 2:1 wide input range

* 4:1 wide input range(option) + 4:1 wide input range(option)

1000VDC I/0 isolation 1000VDC /0 isolation

3000VDC 1/0 isolation(option) Built-in remote ON/OFF control

Built-in EMI filter Built-in EMI filter

Protections: Short circuit / Overload Trimming output (£10%) for dual output
Cooling by free air convection Protections: Short circuit / Overload
Six-sided shield metal case Cooling by free air convection

100% full load burn-in test Six-sided shield metal case

2'x 2"x 0.43" 2"x 2" 0.82" |
— Low cost, high reliability o 100% full Iqad bur.n m.test
Low cost, high reliability

" 2 years warranty + 2 years warranty

Mechanism Pin Configuration - . . ;
Unit: mm(inch Mechanism Pin Configuration
508 (2.00) ss02° e Mm{inch)
7

. Output Unit: mm(inch)
20.30 (.800) [15.2 (.598) . i
_ ’. Pin No. Single | Dual [‘M“ 1.0 $+0.21-0.1 208 Pin N Output
g 2 1 +Vin_| +Vin S —— p °[ Dual | Triple
= E 3-o —= 2 -Vin -Vin 5 6 7 8 1 R.C R.C
s/ & 4 b |88 2 JVqut *rCVcc)JRJAt i _ 2 | NoPin | No Pin
Bl g h & o Pin BOTTOM = SIDE | £ 3 -Vin -Vin
g 5- 5 -Vout | -Vout VIEW g VIEW | = 4 +Vin +Vin
2 | sotToM VvEW 12.7(0.50) g s 5 +Vout | +Vout
1.0¢+0.2/-0.1 6 COM +5V
4 3 21
; 0 Par— — 7 -Vout COM
V.oltage set P0|nt accuracy ...+2% (max.) L L — 5 TRIM Vout
Line regulation ................... +0.3% (max.) |-22:9(0.90) 1524 (050 25(0.10) ———1-58(023)
Load regulation ................. +0.5% (max.)@10~100% load 05200
Efficiency ....coooeeeeiiinin 85% (typical) Voltage set point accuracy .... +2% (max.)
Short circuit protection ........ continuous, auto-recovery Line regulation .................... +0.5% (max.) for dual output;
Overload protection ............. 160~250%, auto-recovery +1% (max.) for triple output
I/0 isolation voltage ............ 1000VDC (min.) Load regulation ................... +0.5% (10%~full load)(Dual)
I/0 isolation resistance ....... 100MQ (min.)@ 500VDC +5% (20%~full load)(Triple)
Working temperature ........... -25°C to +60°C (no derating), +71°C@80% load EFficiency .ooovvevvveiiieciieen, 83% (typical)
Storage temperature ........... -25°C to +105°C Short circuit protection ......... continuous, auto-recovery
Temp. Coefficient ............... +0.03% / °C (max.) Overload protection .............. 110~250%, auto-recovery
Case material ..............c...... Six-sided shield metal case I/0 isolation voltage ............. 1000VDC (min.)
EMI Compliance to EN55022 Class B, I/0 isolation resistance ......... 100MQ (min.)@ 500VDC
+ Single Output FCC part15 Class B Working temperature ............ -25°C to +71°C (no derating), +85°C@60% load
r— p— = n = Storage temperature ............ -40°C to +105°C
npu utpu urren s
Stock No. Model No. (VDC) (VDC) (mA) (mVp-p) Temp. Coefflment ................. 1.0.03.‘% / OCl(max.)
30121 SKE15A-05 9~18 5 3000 50 Case material ...............cc... Six-sided shield metal case
30122 SKE15A-12 9~18 12 1250 60 EMI Compliance to EN55022 Class B,
30123 SKE15A-15 9~18 15 1000 60 . FCC part15 Class B
# Dual Output
30124 SKE15A-24 9~18 24 625 80 — Bt B n R&N
) - npu utpu urren
30125 SKE15B-05 18~36 5 3000 50 Stock No. Model No. (VDC) (VDC) (mA) (mVp-p)
30126 SKE15B-12 18~36 12 1250 60 30161 DKA30A-05 9~18 +5 +2500 100
30127 SKE15B-15 18~36 15 1000 60 30162  DKA30A-12 9~18 +12 +1250 100
30128  SKE15B-24 18~36 24 625 80 30163  DKA30A-15 9~18 +15 +1000 100
30129 SKE15C-05 36~72 5 3000 50
30130 SKE15C-12 36~72 12 1250 60 30164  DKA30B-05 18~36 +5 +2500 100
30131 SKE15C-15 36~72 15 1000 60 30165  DKA30B-12 18~36 +12 +1250 100
30132 SKE15C-24 36~72 24 625 80 30166  DKA30B-15 18~36 +15 +1000 100
#Dual Output 30167  DKA30C-05  36-72 %5 2500 100
Stock No.  Model No. Input ~ Output  Current  R&N 30168  DKA30C-12 36~72 +12 +1250 100
(vDC) (vDC) (mA) (mVp-p)
30141 DKE15A-05 9~18 +5 +£1500 50 30169 DKA30C-15 36~72 +15 +1000 100
30142 DKE15A-12 9~18 12 625 60 ——
< Triple Output
30143 DKE15A-15 9~18 15 +500 60 Input Outout c ¢ R&N
npu utpu urren
30144 DKE15A-24 9~18 +24 +313 80 Stock No. Model No. (VDC) (vDC) (mA) (mVp-p)
30145 DKE15B-05 18~36 15 +1500 50 30191 TKA30A-B 9~18 +5/+£12 3500/ £310 100
30146 DKE15B-12 18~36 12 +625 60 30192 TKA30A-C 9~18 +5/£15 3500/ £250 100
30147 DKE15B-15 18~36 +15 +500 60
30148 DKE15B-24 18~36 +24 1313 80 30193 TKA30B-B 18~36 +5/+12 3500/ 310 100
30149 DKE15C-05 36~72 15 +1500 50 30194 TKA30B-C 18~36 +5/£15 3500/ £250 100
30154 DKE15C-12 36~72 12 625 60
30151 DKE15C-15 36~72 +15 +500 60 30195 TKA30C-B 36~72 +5/ 412 3500/ 310 100
30152 DKE15C-24 36~72 +24 1313 80 30196 TKA30C-C 36~72 +5/+15 3500/ +250 100




DC/DC Converter

Module Type / On Board Type

30W DC-DC Regulated Single Output

+ 2:1 wide input range

1000VDC 1/0 isolation

Built-in remote ON/OFF control

Built-in EMI filter

Trimming output (£10%)

Protections: Short circuit / Overload
| Over voltage

Cooling by free air convection

Compact size, high efficiency

100% full load burn-in test

Low cost, high reliability

+ 2 years warranty

2"x 2"x 0.63"

5W DC-DC Regulated Single Output

CBC¢

+ 4:1 wide input range

1000VDC 1/0 isolation

Built-in EMI filter

Protections: Short circuit / Overload /

Over voltage
Built-in remote ON/OFF control
Cooling by free air convection
100% full load burn-in test
Low cost, high reliability

1.6"x 1"x 0.327"

+ 2 years warranty

Mechanism Pin Configuration

Unit: mm(inch)
Mechanism Pin Configuration _ e _
‘ 50.8 } ynit:mm _ i‘—ﬂmm“) 3 Pin No. Output
508508508 2286 16.0 . s e & & 1 +INPUT
. — ‘ | Pin No. Output g|& ~
:’ l_i_q}_e; I y Vin i {Lz 2 2 -INPUT(GND)
e 2 -Vin g iy g 3 +Vout
DIA Tmm 3 No Pin 4 -Vout
o BOTTOM SIDE | 4 |Control ONJOFF _ s 2 CONTROL
= VIEW | 2 : o B
o VIEW 3 5 No Pin 3 [
6 +Vout s
7 -Vout 0.64mm square pins lUJ
giéigig _ 8 TRIM
TR ETTET] J 48(p) Voltage set point accuracy ...+2.0% (max.)
Line regulation ................... +1.0% (max.)
Voltage set point accuracy ...+2% (max.)(+3% for 3.3VDC models) Load regulation .................. +1~+2% (max.)@10%~full load
Line regulation ................... +1% (max.) EFfICIENCY ©ovvvvrverreererrren, 85% (typical)
Load regulation .................. +1% (max.) @10%~full load Short circuit protection ........ continuous, auto-recovery
) o —— i
Overload protection ............ Over 105% power limiting, auto-recovery Overload protection ........... over 105% power limiting, auto-recovery
Over voltage protection ....... 115~150% rated output voltage . .
o ) ) I/0 isolation voltage ............ 1000VDC
Efficiency (typical) .............. 80% for 12V input 10 isolation resist 100M0 (min 1@ 500VDG. 25°C 70% RH
83% for 24V input isolation resistance ........ (min.)@ , b
) P o .
85% for 48V input Working temperature ........... 25°C to +70°C (refer to output derating curve)
1/0 isolation voltage ............ 1000VDC(min.) Storage temperature ........... -40°C to +85°C
110 isolation resistance ...... 100MQ(min.) @500VDC Temp. Coefficient ............... +0.03% / °C (0~60°C)
Working temperature .......... -25°C to +85°C(refer to output derating curve) ~ Safety standards ................. IEC60950-1 CB approved by TUV
Storage temperature ........... -25°C to 85°C EMC standards ................... EN55022 Class B, EN61000-4-2,3,4,5,6,8
Safety standards ................ Design refer to UL1950, TUV EN60950 Packing .......ccooiiiiiiiiines 0.007kg ; 700pcs / 5.9kg / 0.97CUFT
Case Material .................... Six-sided shield metal case
. Input Output Current R&N
EMI e Compliance to EN55022 class B Stock No. Model No. (VDC) (VDC) (mA) (mVp-p)
Packing .....cccooeevviiiiiinininn 0.1kg ; 150pcs / 15.8kg / 0.97CUFT
31101 NSD05-12S3 9.2~36 3.3 1200 75
Stock No.  Model No. ('cgl:) ?\l/llthCu)t CU(Z;M (mRVin) 31102 NSD05-1285  9.2~36 5 1000 75
30171 SDM30-1253 9-18 33 5.0 75 31103 NSD05-12S12 9.2~36 12 420 75
30172 SDM30-1255 9~18 5 5.0 75 31104 NSD05-12S15 9.2~36 15 330 75
30173 SDM30-12512  9~18 12 21 100 31105 NSD05-48S3 18~72 3.3 1200 75
30174 SDM30-12515  9~18 15 17 100 31106 NSD05-48S5 18~72 5 1000 75
30175 SDM30-24S3 18~36 33 5.0 75 31107 NSD05-48S12 18~72 12 420 75
30176 SDM30-24S5 18~36 5 5.0 75 31108 NSD05-48S15 18~72 15 330 75
30177 SDM30-24S12  18~36 12 2.5 100
We prvide specification, drawing, test report and more
30178 SDM30-24S15  18~36 15 2.0 100 information, please visit our website —
30179 SDM30-4883  36~72 3.3 5.0 75 — http://www.meanwell.com
30180 SDM30-48S5 36~72 5 5.0 75 48hrs delivery—
30181 SDM30-48S12  36~72 12 25 100 We keep enough stock for 95% of standard models at our
=iz 2400m? warehouse. We can arrange prompt delivery within
30182 SDM30-48S15  36~72 15 2.0 100 48hrs.




DC/DC Converter

MW

10~15W On Board Type

10W DC-DC Regulated Single and Dual Output

cﬂus c € * 4:1 wide input range

1000VDC /0 isolation

Protections: Short circuit / Overload /
Over voltage

Built-in EMI filter

Built-in remote ON/OFF control

Cooling by free air convection

100% full load burn-in test

Low cost, high reliability

*+ 2 years warranty

Mechanism Pin Configuration

2"x 1"x 0.394"

Unit: mm(inch)
§ :|_‘ ﬂ‘ »ﬂﬂmwonﬂ\‘ g Pin No. outpet
ST 1 +SI;\lnF?llJeT +Iill:3aL|JT
] DD EA A — , | INPUT [ -INPUT
S 41 =3 5 (GND) | (GND)
] B e RO D “* B 3 +OUT | +OUT
3gls l—‘ N 4 NC  [COMMON
T H 4o L L so— 5 -OUT -OUT
o LT 6 | CONTROL|CONTROL
b 5080)
Voltage set point accuracy .......... +2% (max.)
Line regulation .........ccoeeeiiiiiiinins +1% @10%~full load
Load regulation ............coeeeeeenn. +1~+3% @10%~full load
Efficiency ..., 80% (typical)
Short circuit protection ............... continuous, auto-recovery
Over voltage protection ............... clamp@115~150%
Shutdown idle current ................. 20mA
1/0 isolation voltage .................. 1000VDC
1/0 isolation resistance ............... 100MQ( min.) @500VDC
Working temperature .................. -25~+70°C
Storage temperature ................... -40~+85°C
Temp. coefficient .........cccoeeeeiinns +0.03% / °C(0~60°C)
Safety standards ................oece UL60950-1 approved
EMC standards ...........ccoovvinnnnn EN55022 Class B, EN61000-4-2,3,4,6,8
Packing ......oovvvvviiiiiiiiiiii 0.02kg ; 300pcs / 7.0kg / 0.97CUFT
< Single Output
Input Output Current R&N
Stock No. Model No. (VDC) (VDC) (mA)  (mVp-p)
31061 NSD10-12S3 9.8~36 3.3 2500 75
31062 NSD10-12S5 9.8~36 5 2000 75
31063 NSD10-12S9 9.8~36 9 1100 75
31064 NSD10-12S12 9.8~36 12 830 75
31065 NSD10-12S15 9.8~36 15 670 75
31066 NSD10-48S3 22~72 3.3 2500 75
31067 NSD10-48S5 22~72 5) 2000 75
31068 NSD10-48S9 22~72 9 1100 75
31069 NSD10-48S12 22~72 12 830 75
31070 NSD10-48S15 22~72 15 670 75
< Dual Output
Stock No. Model No. Input Output Current R&N
(VDC) (VDC) (mA) (mVp-p)
31071 NSD10-12D5 9.8~36 15 +50~1000 75
31072 NSD10-12D12  9.8~36 +20~420 75
31073 NSD10-12D15  9.8~36 +15 +16~330 75
31074 NSD10-48D5 22~72 15 +50~1000 75
31075 NSD10-48D12  22~72 +12 +20~420 75
31076 NSD10-48D15  22~72 +15 +16~330 75

15W DC-DC Regulated Single and Dual Output

CNUS C € + 4:1 wide input range

1500VDC 1/0 isolation

Protections: Short circuit / Overload /
Over voltage

Built-in EMI filter

Output voltage trimming function

Built-in remote ON/OFF control

Cooling by free air convection

100% full load burn-in test

Low cost, high reliability

+ 2 years warranty

Mechanism Pin Configuration

2"x 1.5"x 0.387"

Unit: mm(inch)
) 50.8(2) \ ' Output
o 27 Pin No. =
i [ ] mmfp—'s Single Dual
“,J — 1 +Vin +Vin
f 2 -Vin -Vin
o = 3 No Pin | No Pin
2 £ B 4 CONTROL |CONTROL|
b =N 5 No Pin | +Vout
es [ag e 6 +Vout [COMMON
- 4 == 7 -Vout -Vout
- ER i 8 TRIM | _TRIM
°8 45.72(1.8) Eg
Voltage set point accuracy .......... +2% (max.)
Line regulation .........ccccvviiiiiinnn. +1% @10%~full load
Load regulation .............cc +1~+3% @10%~full load
Efficiency .....coovvvieiiin 85% (typical)
Short circuit protection ............... continuous, auto-recovery
Over voltage protection ............... clamp@115~150%
Shutdown idle current ................. 20mA
I/0 isolation voltage ................... 1500VDC
I/0 isolation resistance ............... 100MQ( min.) @500VDC
Working temperature .................. -25~+70°C
Storage temperature ... ...-40~+85°C
Temp. coefficient ................ooo. +0.03% / °C(0~50°C)
Safety standards ............cccceeeis UL60950-1 approved
EMC standards ..........cccooeviinnnnns EN55022 Class B, EN61000-4-2,3,4,6,8
Packing .....ooovvviiiiiiiiiie 0.03kg ; 180pcs / 6.4kg / 0.97CUFT
< Single Output
Input Output Current R&N
Stock No. Model No. (VDC) (VDC) (MA)  (mVp-p)
31081 NSD15-1283 9.4~36 3.3 3750 100
31082 NSD15-12S5 9.4~36 & 3000 75
31083 NSD15-12S12 9.4~36 12 1250 75
31084 NSD15-12S15 9.4~36 15 1000 75
31085 NSD15-48S3 18~72 3.3 3750 100
31086 NSD15-48S5 18~72 5 3000 75
31087 NSD15-48S12 18~72 12 1250 75
31088 NSD15-48S15 18~72 15 1000 75
< Dual Output
Input Output Current R&N
Stock No. Model No. (VDC) (VDC) (mA) (mVp-p)
31091 NSD15-12D5 9.4~36 15 +70~1500 100
31092 NSD15-12D12  9.4~36 +12 +30~620 100
31093 NSD15-12D15  9.4~36 +15 +20~500 100
31094 NSD15-48D5 18~72 15 +70~1500 100
31095 NSD15-48D12  18~72 +12 +30~620 100
31096 NSD15-48D15  18~72 +15 +20~500 100




DC/DC Converter

MW

On Board Type / PCB

12~60W Single Output Non-isolated DC-DC Converter

Non-isolated, fix-frequency at 250kHz
3:1 wide input range for 5~15V output
+2% output voltage accuracy
High efficiency up to 97%

Built-in remote ON/OFF control
Compact size

+ Cooling by free air convection

+ Economical open frame design

+ Protections: Short circuit / Overload /
Over voltage

+ 2 years warranty

NID30

2"x 0.512"x 0.421" 2"x 1.024"x 0.421"

<+ NID30 Series
Mechanism

Pin Configuration

Unit: mm(inch)
10.7(0.421)max
50.8(2.00) 8(0.315) Pin No. Output
1,2,3,4 +Vout
g 5 |soel[] 5,6 com
s El VIEW 7,8 +Vin
o 12345 67891011 —4 9’10 N.C.
L U.LM e ”MJ 5.6(0.22) 1" R.C.
10.2(0.402)| 25.4(1.00) J ‘ 2.55(0.100)
<+ NID60 Series
Mechanism Pin Configuration
Unit: mm(inch)
10.7(0.421)max
) 50.8(2.00) ) 8(0.315)
[ Pin No. Output
1,2,3,4 +Vout
5,6 COM
SIDE 7,8 +Vin
g e 9,10 N.C
f 12345 6789101 it RC
LITTT RN T
_]1.0.64(0.025) _|L13(0.051) |._Jss022)
10.2(0402), 25.4(1.00) J ! 2.55(0.100)
Voltage set point accuracy .......... +2% (max.)
Line regulation ...........ccccciinnn. +0.5%
Load regulation ............ccooe +0.5% @ 10~100% load
Efficiency .....coooooeeii 97% (typical)
Short circuit protection ............... Continuous, auto-recovery
Overload protection .........cc.cooo. 120%~200%, auto-recovery
Over voltage protection ............... Clamp by TVS Diode
Working temperature .................. -25~+65°C (refer to derating curve)
Storage temperature ................... -25~+105°C
Temp. coefficient ..............coeeee +0.03% / °C(0~50°C)
<+ NID30 Series
Stock No. Model No. Input Output R&N Effi
30701 NID30S24-05 20~53V 5V, 0~2.50A 100mV 91%
30702 NID30S24-12  20~53V 12V, 0~2.50A 120mV 96%
30703 NID30S24-15 20~53V 15V, 0~2.00A 150mV 96%
30704 NID30S48-24  30~53V 24V, 0~1.25A 200mV 93%
<+ NID60 Series
Stock No. Model No. Input Output R&N Effi
30711 NID60S24-05 20~53V 5V, 0~4.0A  100mV 90%
30712 NID60S24-12  20~53V 12V, 0~4.0A  120mV 96%
30713 NID60S24-15 20~53V 15V, 0~4.0A  150mV 97%
30714 NID60S48-24  30~53V 24V, 0~2.5A  200mV 95%

5W Single Output DC-DC Converter

+ 2:1 wide input range + Built-in EMI filter, low ripple noise
+ 2000VAC /0 isolation + 100% full load burn-in test
+ Protections: Short circuit / Overload /  + Low cost, high reliability

Over voltage / Over temp. + 2 years warranty

‘\_ 67 V
WL OgE
=F]:
& b=
kil N ot 4
T, | S
75x 40x 20 mm
Line and load regulation ... £1.0% (max.)
Overload protection ......... >105% fold back current limiting, auto-recovery
Over voltage protection .... 115% ~ 135% rated output voltage
Withstand voltage ............ I/P-O/P: 2kVAC, I/P-FG: 1.5kVAC, 1 minute
Isolation resistance .......... 100MQ( min.) @500VDC
Working temperature ........ -10°C to +60°C (refer to output derating curve)
Safety standards ............. Meet LVD
EMC standards ................ EN55022 class B, EN61000-4-2,3,4,6,8,
ENV50204
Connection .............ooec 3P, 2P / 3.96mm pitch, Molex 5285-03, 5273-02
Packing .......vvvvvviiiinnnnn. 0.05kg ; 120pcs / 6.25kg / 1.0CUFT
Stock No. Model No. Input Output R&N Effi.
32121 PSD-05-5 36~72V 5V, 0~1.0A 50mV 75%
32122 PSD-05-12 36~72V 12V, 0~0.45A 100mV 78%
32123 PSD-05-24 36~72V 24V, 0~0.22A  150mV 78%
15W Single Output DC-DC Converter
+ 2:1 wide input range + Built-in EMI filter, low ripple noise
+ 2000VAC /0 isolation + 100% full load burn-in test

+ Protections: Short circuit / Overload /  + Low cost, high reliability
Over voltage / Over temp. + 2 years warranty

i
T

otk

49

94x 49x 25 mm

Line and load regulation .... £1.0% (max.)

Overload protection .......... 105%~150% hiccup mode, auto-recovery

Over voltage protection ..... 115%~135% rated output voltage

Withstand voltage ............. I/P-O/P: 2kVAC, I/P-FG: 1.5kVAC, 1 minute

Isolation resistance ........... 100MQ( min.) @500VDC

Working temperature ......... -10°C to +60°C (refer to output derating curve)

Safety standards .............. Meet LVD

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8,

ENV50204
Connection ..........occovv. 3P, 2P / 3.96mm pitch, JST B3P/B2P-VH
Packing .......vvvviiiininnnnn. 0.081kg ; 120pcs / 10.72kg
Stock No.  Model No. Input Output R&N Effi.

32111 PSD-15A-5 9.2~18V 5V, 0~3.0A 50mV 74%
32112 PSD-15A-12  9.2~18V 12V, 0~1.25A  100mV 67%
32113 PSD-15A-24  9.2~18V 24V, 0~0.6A  100mV 72%
32114 PSD-15B-5 18~36V 5V, 0~3.0A 50mV 78%
32115 PSD-15B-12  18~36V 12V, 0~1.25A  100mV 78%
32116 PSD-15B-24  18~36V 24V, 0~0.6A  100mV 78%
32117 PSD-15C-5 36~72V 5V, 0~3.0A 50mV 78%
32118 PSD-15C-12  36~72V 12V, 0~1.25A  100mV 78%
32119 PSD-15C-24  36~72V 24V, 0~0.6A  100mV 79%




DC/DC Converter

MW

15~50W Single Output

45W Single Output DC-DC Converter

C€

2:1 wide input range

Protections:Short circuit / Overload /
Over voltage / Reverse
polarity

Cooling by free air convection

Built-in EMI filter, low ripple noise

100% full load burn-in test

Fixed switching frequency at 96kHz

Low cost

2 years warranty

127x 76x 30 mm

DC adjustment range ......... 5V: 4.5~5.5V, 12V: 10.8~13.2V,
24V: 21.6~26.4V
Line and load regulation .... £1% (max.)

Overload protection .......... 105%~160% shut down, re-power on to recover

Over voltage protection ..... 115%~135% rated output voltage

Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute

Working temperature .........-10~60°C(refer to output derating curve)

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, EN55024

Packing ......ccoooeviiiiiiiinnnn. 0.019kg ; 72pcs / 15.6kg / 1.35CUFT

Stock No.  Model No. Input Output R&N Effi.

32151 PSD-45A-05 9.2~18V 5V, 0~6.0A  100mV 72%
32152 PSD-45A-12  9.2~18V 12V, 0~2.5A  120mV 75%
32153 PSD-45A-24  9.2~18V 24V, 0~1.25A  150mV 7%
32154 PSD-45B-05  18~36V 5V, 0~9.0A  100mV 7%
32155 PSD-45B-12  18~36V 12V, 0~3.75A  120mV 79%
32156 PSD-45B-24  18~36V 24V, 0~1.875A 150mV 83%
32157 PSD-45C-05  37~72V 5V, 0~9.0A  100mV 79%
32158 PSD-45C-12  37~72V 12V, 0~3.75A  120mV 80%
32159 PSD-45C-24  37~72V 24V, 0~1.875A 150mV 83%

15W Single Output DC-DC Converter

+ 2:1 wide input range

2000VAC 1/0 isolation

Cooling by free air convection

Protections: Short circuit / Over load /
Over voltage

Built-in EMI filter, low ripple noise

100% full load burn-in test

Low cost, high reliability

+ 2 years warranty

CASE: 931

78x 51x 28 mm

DC adjustment range ......... 5V: 4.75~5.5V, 12V: 10.8~13.2V,
24V: 21.6~26.4V
Line and load regulation .... £0.5% (max.)

Overload protection .......... 105%~160% hiccup mode, auto-recovery
Over voltage protection ..... 115%~135% rated output voltage
Withstand voltage ............. I/P-O/P: 2kVAC, I/P-FG: 1.5kVAC, 1 minute
Working temperature ......... 0~40°C@100%, -10°C@80%, 60°C@60% load
Safety standard ................ Meet LVD
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8,
ENV50204
Packing ......cccooeiiiiiiiiinnnn. 0.18kg ; 60pcs / 11.8kg
Stock No.  Model No. Input Output R&N Effi.
32011 SD-15A-5 9.2~18V 5V, 0~3.0A  100mV 68%
32012 SD-15A-12 9.2~18V 12V, 0~1.25A  120mV 72%
32013 SD-15A-24 9.2~18V 24V, 0~0.625A 150mV 70%
32014 SD-15B-5 18~36V 5V, 0~3.0A  100mV 76%
32015 SD-15B-12 18~36V 12V, 0~1.25A  120mV 76%
32016 SD-15B-24 18~36V 24V, 0~0.625A 150mV 7%
32017 SD-15C-5 36~72V 5V, 0~3.0A  100mV 75%
32018 SD-15C-12 36~72V 12V, 0~1.25A  120mV 79%
32019 SD-15C-24 36~72V 24V, 0~0.625A 150mV 78%

25W Single Output DC-DC Converter

q3

+ 2:1 wide input range

+ 1500VAC 1/O isolation

+ Protections: Short circuit / Overload /
Over voltage

+ Built-in EMI filter, low ripple noise

+ 100% full load burn-in test

N E-
3 + Low cost, high reliability

CASE: 905 P goxox36 mm « 2 years warranty

DC adjustment range ........ 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V

Line and load regulation .... £0.5% (max.)

Overload protection .......... 105%~150% fold back current limiting, auto-recovery

Over voltage protection ..... 115%~165% rated output voltage

Withstand voltage ............. I/P-O/P: 2kVAC, I/P-FG: 1.5kVAC, 1 minute

Isolation resistance ........... 100MQ( min.) @500VDC

Working temperature ......... -10°C to +60°C (refer to output derating curve)

Safety standards .............. Meet LVD

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8,

ENV50204
Packing .......oovvvviviiniinnnnn. 0.38kg ; 45pcs / 17.8kg / 0.9CUFT
Stock No.  Model No. Input Output R&N Effi.

32001 SD-25A-5 9.2~18V 5V, 0~5.0A  100mV  71%
32002 SD-25A-12  9.2~18V 12V, 0~2.1A  120mV  72%
32003 SD-25A-24  9.2~18V 24V,0~1.1A  150mV  75%
32004 SD-25B-5 19~36V 5V, 0~5.0A  100mV  72%
32005 SD-25B-12 19~36V 12V, 0~2.1A  120mV ~ 75%
32006 SD-25B-24 19~36V 24V, 0~1.1A  150mV  78%
32007 SD-25C-5 36~72V 5V, 0~5.0A  100mV  74%
32008 SD-25C-12 36~72V 12V, 0~2.1A  120mV ~ 78%
32009 SD-25C-24 36~72V 24V, 0~1.1A  150mV  81%

50W Single Output DC-DC Converter

+ 2:1 wide input range

1500VAC /O isolation

Protections: Short circuit / Over load /
Over voltage

Built-in EMI filter, low ripple noise

Cooling by free air convection

100% full load burn-in test

Low cost, high reliability

.

CASE: 901 159x 97x 38 mm * 2 years warranty

DC adjustment range ......... 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V

Line and load regulation .... £0.5% (max.)

Overload protection ........... 105%~150% fold back current limiting, auto-recovery

Over voltage protection ...... 115%~165% rated output voltage

Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute

Isolation resistance ........... 100MQ( min.) @500VDC

Working temperature ......... -10°C to +60°C (refer to output derating curve)

Safety standard ................ Meet LVD

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204

Packing .......ccvvvviiinnnnnnn. 0.53kg ; 24pcs / 12.7kg / 0.75CUFT

Stock No.  Model No. Input Output R&N Effi.

32021 SD-50A-5 9.2~18V 5V, 0~10A 100mV 70%
32022 SD-50A-12 9.2~18V 12V, 0~4.2A  120mV 72%
32023 SD-50A-24 9.2~18V 24V, 0~2.1A  150mV 74%
32024 SD-50B-5 19~36V 5V, 0~10A 100mV 73%
32025 SD-50B-12 19~36V 12V, 0~4.2A  120mV 75%
32026 SD-50B-24 19~36V 24V, 0~2.1A  150mV 80%
32027 SD-50C-5 36~72V 5V, 0~10A 100mV 76%
32028 SD-50C-12 36~72V 12V, 0~4.2A  120mV 78%
32029 SD-50C-24 36~72V 24V, 0~2.1A  150mV 83%




DC/DC Converter 100~350W Enclosed Single Output

100W Single Output DC-DC Converter

+ 2:1 wide input range

+ 1500VAC 1/0 isolation

+ Protections: Short circuit / Overload /
Over voltage

+ Built-in EMI filter, low ripple noise

+ 100% full load burn-in test

+ Low cost, high reliability

CASE: 902 199x 98x 38 mm  * 2 years warranty

DC adjustment range ........ 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V

Line regulation ................. +0.5% (max.)

Load regulation ................ +0.5% (max.)

Overload protection .......... 105%~135% fold back current limiting, auto-recovery

Over voltage protection ..... 115%~165% rated output voltage

Withstand voltage ............. 1/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute

Isolation resistance ........... 100MQ( min.) @500VDC

Working temperature ......... -10°C to +60°C (refer to output derating curve)

Safety standards .............. Meet LVD, EN60950-1 CB approved by TUV ( D type only )

EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204

Packing .....cccooeevriiiiiinnnnn 0.65kg ; 20pcs / 13.8kg / 0.8CUFT

Stock No.  Model No. Input Output R&N Effi.

32041 SD-100B-5 19~36V 5V, 0~20A 100mV 74%
32042 SD-100B-12 19~36V 12V, 0~8.5A  120mV 75%
32043 SD-100B-24 19~36V 24V, 0~4.2A  150mV 78%
32044 SD-100C-5 36~72V 5V, 0~20A 100mV 75%
32045 SD-100C-12 36~72V 12V, 0~8.5A  120mV 7%
32046 SD-100C-24 36~72V 24V, 0~4.2A  150mV 81%
32047 SD-100D-5 72~144V 5V, 0~20A 100mV 76%
32048 SD-100D-12  72~144V 12V, 0~8.5A  120mV 80%
32049 SD-100D-24  72~144V 24V, 0~4.2A  150mV 83%

150W Single Output DC-DC Converter

+ 2:1 wide input range

+ 1500VAC 1/0 isolation

+ Protections: Short circuit / Over load /
Over voltage

+ Built-in EMI filter, low ripple noise

+ Cooling by free air convection

* 100% full load burn-in test

! + Low cost, high reliability

CASE: 906 199x 110 50 mm « 2 years warranty
DC adjustment range ........ 12V: 11~16V, 24V: 23~30V
Line regulation ................. +0.5% (max.)
Load regulation ................ +0.5% (max.)
Overload protection .......... 105%~135% fold back current limiting, auto-recovery
Over voltage protection ..... 130%~165% rated output voltage
Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute
Isolation resistance .......... 100MQ( min.) @500VDC
Working temperature ......... -10°C ~ +60°C (refer to output derating curve)
Safety standards .............. Meet LVD, EN60950-1 CB approved by TUV
( D type only)
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204
Packing ......ccooovvveviiiiinnenns 0.86kg ; 16pcs / 14.5kg / 0.95CUFT
Stock No.  Model No. Input Output R&N Effi.
32061 SD-150B-12  19~36V 12V, 0~12.5A  120mV 75%
32062 SD-150B-24  19~36V 24V, 0~6.3A  150mV 7%
32063 SD-150C-12  36~72V 12V, 0~12.5A  120mV 7%
32064 SD-150C-24  36~72V 24V, 0~6.3A  150mV 80%
32065 SD-150D-12  72~144V 12V, 0~12.5A  120mV 79%
32066 SD-150D-24  72~144V 24V, 0~6.3A  150mV 82%

200W Single Output DC-DC Converter

+ 2:1 wide input range

+ 1500VAC /O isolation

* Protections: Short circuit / Overload /
Over voltage / Over temp.

+ Cooling by free air convection

+ 100% full load burn-in test

+ 2 years warranty

215x 115x 50 mm

CASE: 9128
DC adjustment range ........ 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V,
48V: 43~53V

Voltage tolerance.............. +2% (max.)

Overload protection .......... 105%~135% shut off, re-power on to recover

Over voltage protection ..... 110%~167% rated output voltage

Withstand voltage ............. I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute

Working temperature ......... -20°C to +60°C (refer to output derating curve)

Safety standards .............. Meet LVD, EN60950-1 CB approved by TUV

( D type only )
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204
Packing .....coooovviiiiiiiiinnn. 1.1kg ; 12pcs / 14.4kg / 0.92CUFT
Stock No. Model No. Input Output R&N Effi.

32071 SD-200B-5 19~36V 5V, 0~34.0A 100mV  79%
32072 SD-200B-12  19~36V 12V, 0~16.7A 120mV  82%
32073 SD-200B-24  19~36V 24V, 0~8.40A 150mV  85%
32074 SD-200B-48  19~36V 48V, 0~4.20A 200mV  86%
32075 SD-200C-5 36~72V 5V, 0~40.0A 100mV  81%
32076 SD-200C-12  36~72V 12V, 0~16.7A 120mV  84%

S\ 32077 SD-200C-24  36~72V 24V, 0~8.40A 150mV  86%
32078 SD-200C-48  36~72V 48V, 0~4.20A 200mV  86%
32079 SD-200D-5 72~144V 5V, 0~40.0A 100mV  82%
32080 SD-200D-12  72~144V 12V, 0~16.7A 120mV  82%
32081 SD-200D-24  72~144V 24V, 0~8.40A 150mV  84%
32082 SD-200D-48  72~144V 48V, 0~4.20A 200mV  90%

350W Single Output DC-DC Converter

q3

+ 2:1 wide input range

+ 1500VAC /O isolation

* Protections: Short circuit / Over load /
Over voltage / Over temp.

+ Forced air cooling by built-in DC fan

+ 100% full load burn-in test

+ 2 years warranty

CASE: 912A 215x 115x 50 mm

DC adjustment range ..... 5V: 4.5~5.5V, 12V: 11~16V, 24V: 23~30V,

48V: 43~53V
Voltage tolerance .......... +2% (max.)
Overload protection ....... 105%~135% shut off, re-power on to recover
Over voltage protection .. 110%~167% rated output voltage
Withstand voltage .......... I/P-O/P: 1.5kVAC, I/P-FG: 1.5kVAC, 1 minute
Working temperature ...... -20°C ~ +60°C (refer to output derating curve)
Safety standards ........... Meet LVD, EN60950-1 CB approved by TUV
( D type only)
EMC standards .............. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204
Packing .......ccciiiiiiinnn. 1.1kg ; 12pcs / 14.4kg / 0.92CUFT
Stock No. Model No. Input Output R&N Effi.
32091 SD-350B-5 19~36V 5V, 0~57.0A  100mV  74%
32092 SD-350B-12 19~36V 12V, 0~27.5A  120mV ~ 80%
32093 SD-350B-24 19~36V 24V, 0~14.6A  150mV  80%
32094 SD-350B-48 19~36V 48V, 0~7.30A  200mV  84%
32095 SD-350C-5 36~72V 5V, 0~60.0A  100mV  76%
32096 SD-350C-12  36~72V 12V, 0~27.5A  120mV ~ 81%
32097 SD-350C-24  36~72V 24V, 0~14.6A  150mV  81%
32098 SD-350C-48  36~72V 48V, 0~7.30A  200mV  82%
32099 SD-350D-5 72~144V 5V, 0~60.0A  100mV  78%
32100 SD-350D-12  72~144V 12V, 0~29.2A  120mV  83%
32101 SD-350D-24  72~144V 24V, 0~146A  150mV  87%
32102 SD-350D-48  72~144V 48V, 0~7.30A  200mV  89%




DC/ DC Converter 500~1000W Enclosed Single Output

500W Single Output DC-DC Converter

CBC E .« 41 '&2:1 DQ input range o
. Protsgions: Short srouit | Overload HRP-75/100/200/450

Over voltage / Over temp./

Input polarit - :
2000VAC 110 eolaton Untors. N 75W/ 100W/

Forced air cooling by built-in DC fan ~ Development 8 ah
with fan speed control function - Rl g

’ Output OK signal

CASE: 912A 215x 115x 50 mm + Built-in remote ON-OFF control
Built-in remote sense function
3 years warranty

.

DC adjustment range ........ 12V: 11~15V, 24V: 23~30V, 48V: 46~60V
Line regulation ................. +0.5% (max.)
Load regulation ................ +0.5% (max.)
Overload protection .......... 105%~125% constant current limiting, shut off after
5 sec., AC recycle to re-start
Over voltage protection ..... 130%~160% rated output voltage = Universal AC input / Full range
Withstand voltage ............. I/P-O/P: 2kV, I/P-FG: 1.5kV, 1 minute
Isolation resistance ........... 100MQ( min.) @500VDC * Withstand 300VAC surge input for 5 seconds
Working temperature -20°C ~ +60°C (refer to output derating curve)
Safety standards .............. IEC60950-1 CB approved by TUV * Built-in active PFC function, PF > 0.95
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204 ; - ; : -
PACKING «.orvvorreererrereereenn: 1.15kg ; 12pcs / 14.8kg / 0.92CUFT * High efficiency, long life and high reliability
Stock No.  Model No. Input Output R&N Effi. * Working temperature: -30°C~70°C
32141 SD-500L-12 19~72V 12V, 0~40A  150mV 86%
32142 SD-500L-24  19~72V 24V, 0~21A  150mV  88% * Cooling by free air convection (75W/100W/200W)

32143 SD-500L-48  19~72V 48V, 0~10.5A 150mV 89% . ) .
-
39144 SDB00H-A2  79~144V 12V, 0~40A  150mV 87% Forced air cooling by built in DC fan (450W only)

32145  SD-500H-24  72~144V 24V, 0~21A  150mV  89% * Built-in constant current limiting circuit
32146 SD-500H-48  72~144V 48V, 0~10.5A 150mV 90%

1000W Single Output DC-DC Converter

CB c € * 4:1 & 2:1 wide input range

2000VAC 1/0 Isolation * Miniature size, high power density

Protections: Short circuit / Overload /
Over voltage / Over temp.

Forced air cooling by built-in DC fan

High power density 10.7W/inch?

1U low profile 41mm

Output OK signal

* Built-in remote sense function

* 1U low profile design

* Protections: Short circuit / Overload / Over voltage /

Over temperature

.

* No load power consumption <0.5W (HRPG series only)

* 12V /0.25A auxiliary output * Built-in remote ON/OFF control & 5V / 0.3A standby
CASIE: B628 205x 127x 41 mm o Byjilt-in remote ON/OFF control
* Built-in remote sense function (HRPG series only)
+ 3 years warranty
DC adjustment range ........ 12V: 11~15V, 24V: 23~30V, 48V: 46~60V * Built-in DC OK signal (HRPG-450 only)
Line regulation ................. +0.5% (max.)
Load regulation ................ +0.5% (max.) * DC output models: 3.3V / 5V / 7.5V / 12V
Overload protection .......... 105%~125% constant current limiting, 15V / 24V / 36V / 48V
shut off after 5 sec., AC recycle to re-start
Over voltage protection ..... 101%~167% rated output voltage * Dimension(LxWxH)(mm):
Withstand voltage ............. I/P-O/P: 2kV, I/P-FG: 1.5kV, 1 minute
Isolation resistance .......... 100MQ( min.) @500VDC 75W-129x 98x 38
Working temperature ......... -20°C ~ +70°C (refer to output derating curve)
Safety standards .............. IEC60950-1 CB approved by TUV 100W-159x 97x 38
EMC standards ................. EN55022 class B, EN61000-4-2,3,4,6,8, ENV50204 200W—199x 98x% 38
Packing ......ccvvvvviiiinnnnn. 1.95kg ; 6pcs / 12.7kg / 0.99CUFT
Stock No. Model No. Input Output R&N Effi. 450W-218x 105x 41

32131 SD-1000L-12 19~72V 12V, 0~60A  150mV  84%
32132 SD-1000L-24 19~72V 24V, 0~40A  150mV  88%
32133 SD-1000L-48 19~72V 48V, 0~21A  150mV ~ 90%
32134 SD-1000H-12 72~144V 12V, 0~60A  150mV  85%
32135 SD-1000H-24 72~144V 24V, 0~40A  150mV  89%

* 5 years warranty

32136 SD-1000H-48 72~144V 48V, 0~21A 150mV ~ 92% 48hrs delivery—
i , We keep enough stock for 95% of standard models at our
+For DC/DC converters, derating may be needed under low input 2400m2 warehouse. We can arrange prompt delivery within

voltage, please check the specification sheet for details. 48hrs.




DC/AC Inverter

MW

100~2500W Modified Sine Wave

A 100W (Built-in USB)
170mmx 650

A 150W / 230V
165x 94x 69 mm

A 1500W

A 600W 455x 210x 85 mm

210x 173x 65 mm

A 150W / 110V
122x 73x 45 mm

A 300W
165x 88x 74 mm

A 1000W
320x 210x 85 mm

A 2500W
430x 210x 159 mm

M Features

Il Output Socket (option)

» High frequency design * Built-in USB interface and without <Pl It
« Input protections: fan for 100W Zampe ua] © jom ease consu
Reverse polarity / « Built-in charging function for U L4 Mean Well for
Over and under voltage / 600~1500W (option) .
Battery low alarm and shutdown * Input and output fully isolation D D — other .klnds
« Output protections: « Low power consumption (standby) of optional
Short circuit / Overload / Over temp. <« LVD meet EN60950-1 and e13 mark tout ket
« With power ON/OFF switch and LED + EMC meet EN61000-4-2,3, EN55022 TYPE-2 TYPE-3 TYPE-4 output socket.
indicator » 1 year warranty USA EUROPE UNIVERSAL
* Built-in remote ON/OFF control for
1000~2500W (option)
M General Specification (Please refer to www.meanwell.com for detail spec.) €13 C €
Order No. A301 A302
DC input rated voltage 12.5V 25.0V
AC output voltage / Frequency | 110VAC(rms) / 60Hz or 230VAC(rms) / 50Hz
Max. output power 100W, 150W, 300W, 600W, 1000W, 1500W, 2500W
USB output power 5Vdc / 500mA (100W only)
AC output regulation +10% rated output voltage
Bat. low alarm 10+0.5V 20.5+1.0V
Bat. low shut down 9.5+£0.5V 19.5+1.0V
I/P over voltage protection | 15~17V 30~32V
Working temperature 0~30°C (0~25°C for 2500W)
LVD Compliance to EN60950-1
EMC Compliance to EN55014-1, EN61000-3-2,3, EN61000-4-2,4,5,6,11
W 100W >  m1000wW
Order No. Continue Input Output Output Effi. Order No. Conti Input Output Output Effi.
power  VBC  VAC/Hz  socket TN jower.  VBC  VACIHz  socket
A301-100-F3 100W 10-15 230 /50 TYPE-3 90%
A302-100-F3 100W 21-30 230 / 50 TYPE-3 90% A301-1K0-B2 1000W 10-15 110 / 60 TYPE-2 82%
A301-1K0-F3 1000W 10-15 230 /50 TYPE-3 82%
W 150W ’
. . A302-1K0-B2 1000W 21-30 110/ 60 TYPE-2 85%
Order No. Continue Input Output Output Effi.
power VvDC VAC / Hz socket A302-1K0-F3 1000W 21-30 230/ 50 TYPE-3 85%
A301-150-B2 150W 10-15 110 / 60 TYPE-2 78% 1 W
A301-150-F3  150W  10-15  230/50  TYPE-3  78% 1500
A302-150-B2 150W 21-30 110/60  TYPE-2  82% Order No.  Continue Input Output Output Effi.
A302-150-F3 150W 21-30 230 /50 TYPE-3 82% power VvDC VAC | Hz socket
W 300W A301-1K7-B2  1500W 10-15 110/60  TYPE-2  82%
Order No. Continue Input Output Output Effi. A301-1K7-F3 1500W 10-15 2301750 TYPE-3 82%
power vDC VAC/Hz  socket A302-1K7-B2  1500W 21-30 110/60  TYPE-2  85%
A301-300-B2 300W 10-15 110 / 60 TYPE-2 82%
A301-300-F3 300W 10-15 230/ 50 TYPE-3 82% A302-1K7-F3 1500W 21-30 230/50 TYPE-3 85%
A302-300-B2 300W 21-30 110 / 60 TYPE-2 85% W 2500W
A302-300-F3 300W 21-30 230/ 50 TYPE-3 85%
Order No. Continue Input Output Output Effi.
H600W power vDC VAC | Hz socket
Order No. Continue Input Output Output Effi. A301-2K5-B4 2500W 10-15 110/ 60 TYPE-2 82%
power vDC VAC | Hz socket
A301-600-B2 600W 10-15 110 / 60 TYPE-2 82% A301-2K5-F3 2500W 10-15 230/50 TYPE-3 82%
A301-600-F3 600W 10-15 230/50  TYPE-3 ~ 82% A302-2K5-B4  2500W 21-30 110/60  TYPE-2  85%
A302-600-B2 600W 21-30 110/ 60 TYPE-2 85%
A302-600-F3 600W 21-30 230/ 50 TYPE-3 85% A302-2K5-F3 2500W 21-30 230/ 50 TYPE-3 85%




DC/AC Inverter 200~700W True Sine Wave

A TS-200 205x 158x 59 mm A TS-400 205x 158x 67 mm A TS-700 295x 184x 70 mm
Bl Features
* True sine wave Output (THD<3%) . H|gh frequency design
« 2 times high surge power for motor related application * Input protections:
« Advanced digital control by microprocessor Bat. low alarm / Bat. low shutdown / reverse polarity /
 Output voltage / frequency adjustable over voltage

 Output protections:
Short circuit / Overload / Over temperature

» Applications:
Home appliance, power tools, office and portable equipment,
vehicle and yacht...etc.

* High efficiency up to 91%

» Standby saving mode to conserve energy (TS-700)

« Built-in fan ON/OFF control function (TS-400/700)

» Fanless design, cooling by free air convection (TS-200)

« Front panel indicator for load / battery / operation status - 2 years warranty
M General Specification (Please refer to www.meanwell.com for detail spec.) @ F@ C €
Model No. TS-200 TS-400 T8-700
Rated output power(typ.) 200W 400W 700W
Maximum output power gggw ;or 3 minutes; 460W for 3 minutes; 800W for 3 minutes;
or 10 sec. 600W for 10 sec. 1050W for 10 sec.
Output surge rating (30 cycles.) | 400W 800W 1400W
DC input rated voltage 12VDC, 24VDC or 48VDC
AC output voltage 100 /110 / 115/ 120VAC; 200 / 220 / 230 / 240VAC selectable by setting button
Output frequency 50Hz / 60Hz selectable by setting button
AC output waveform True sine wave, THD<3.0%
AC output regulation +3% of rated output voltage
No load dissipation | - < 6W @ standby saving mode
Working temperature -10 ~ +40°C @ 100% load, 60°C @ 50% load 0 ~ +40°C @ 100% load, 60°C @ 50% load
110V design refer to UL458
Safety standards 230V Compliance to EN60950-1
110V Compliance to FCC class A
EWC standards 230V Compliance to EN55022 class A, E-Mark, EN61000-4-2,3,8, ENV50204

H200W H700W
Model No. Continue Input Output Output  Effi. Model No. Continue Input Output Output Effi.
power vDC VAC | Hz socket power vDC VAC / Hz socket
78-200-112[A] 200w 10.5-15  110/60  TYPE-A  84% TS-700-112(A] 700W 10515  110/60  TYPE-A  86%
TS'2°°'124 200w 21.0-30 110760 TYPE-A — 86% 75-700-124[A] 700W 21030  110/60 TYPE-A  88%
TS-200-148(A 200W 42.0-60 110 / 60 TYPE-A  88% 7S-700-148A 700W 42.0-60 110/ 60 TYPE-A  89%
TS-200-212(B] 200W 10.5-15  230/50 TYPE-B 85%
T5-200-224[B]  200W  21.0-30  230/50 TYPE-B  87% TS-700-2128  700W 1055 230/50  TYPE-B 8%
TS-200-248[B]  200W  42.060  230/50  TYPE-B  90% USTIOZA T 200D Z00E0 TWPEE SR
O= A, B (standard models), C, D, E or F (optional models) T8-700-248[B 700W 42.0-60 230/50  TYPE-B  91%
O= A, B (standard models), C, D, E or F (optional models)
W 400W .
~—»w AC Output Receptacles (option)
Model No. Continue Input Output Output  Effi.
power VDC VAC | Hz socket TYPE-A TYPE-B TYPE-C TYPE-D TYPE-E TYPE-F
TS-400-112[A] 400W 10.5-15 110/ 60 TYPE-A  84%
TS-400-124[A] 400W 21.0-30 110/ 60 TYPE-A  86% - 0 %
TS-400-148[A] 400W 42.0-60 110/60  TYPE-A  88% [
TS-400-212(B] 400W 10.5-15 230 /50 TYPE-B  85%
T5-400-224[B] 400W  21.0-30  230/50 TYPE-B  87% Frew | fosmare | U L
- - - - 0,

15400:248 Bl UYL N 2By I LS A Please consult Mean Well for other kinds of optional output socket.

O= A, B (standard models), C, D, E or F (optional models)




DC/AC Inverter  1000-3000w True sine wave

Under
Development

A TS-1000 345x 184x 70 mm A TS-1500 420x 220x 88 mm A TS-3000 474x 283x 98 mm
Bl Features
* True sine wave output (THD<3%) « Input protections:
* 2 times high surge power for motor related application Bat. low alarm / Bat. low shutdown / reverse polarity /
« Advanced digital control by microprocessor over voltage
« High efficiency up to 93% « Output protections:
« Standby saving mode to conserve energy Short circuit / Overload / Over temperature
* Built-in fan ON/OFF control function * Applications:
» Output voltage / frequency adjustable Home appliance, power tools, office and portable equipment, vehicle
« Front panel indicator for load / battery / operation status and yacht...etc.
« High frequency design * 2 years warranty
M General Specification (Please refer to www.meanwell.com for detail spec.) "@“s @ F@ c €(3000W pending)
Model No. 75-1000 TS-1500 T5-3000
Rated output power(typ.) 1000W 1500W 3000W
Maximum output power 1150W for 3 minutes; 1500W for 10 sec. 1725W for 3 minutes ; 2250W for 10 sec. | 3450W for 3 minutes ; 4500W for 10 sec.
Output surge rating (30 cycles.) | 2000W 3000W 6000W
DC input rated voltage 12VDC, 24VDC or 48VDC
AC output voltage 100 /110 / 115/ 120VAC or 200 / 220 / 230 / 240VAC selectable by setting button
AC waveform True sine wave, THD<3.0%
AC regulation +3% of rated output voltage
No load dissipation < 6W @ standby saving mode ’ <18W @ standby saving mode ’ <7W @ standby saving mode
Working temperature 0 ~ +40°C @ 100% load, 60°C @ 50% load

110V Compliance to UL458 (except for 48V and only for GFCI receptacle)
230V Compliance to EN60950-1
110V Compliance to FCC class A

Safety standards

EMC standards 230V | Compliance to EN55022 class A, E-Mark, EN61000-4-2,3,8, ENV50204
H1000W W 3000W
Model No. Continue Input Output Output  Effi. Model No. Continue Input Output Output Effi.
power vDC VAC | Hz socket power vDC VAC | Hz socket
TS-1000-112[A] 1000W 10.5-15 110/ 60 TYPE-A  88% TS-3000-112(A] 2700W 10.5-15 110/ 60 TYPE-A  87%
TS-1000-124[A] 1000W 21.0-30 110/ 60 TYPE-A  89% TS-3000-124[A] 3000W 21.0-30 110/ 60 TYPE-A  89%
TS-1000-148[A] 1000W 42.0-60 110/ 60 TYPE-A  90% TS-3000-148[A] 3000W 42.0-60 110/ 60 TYPE-A  90%
TS-1000-212[B] 1000W 10.5-15 230/50 TYPE-B 90% TS-3000-212[Bl 3000W 10.5-15 230/50 TYPE-B  88%
TS-1000-224 [B] 1000W 21.0-30 230/50  TYPE-B 91% TS-3000-224[B] 3000W 21.0-30 230/50 TYPE-B  90%
TS-1000-248(B] 1000W 42.0-60 230/50 TYPE-B 92% TS-3000-248(B] 3000W 42.0-60 230/50 TYPE-B 93%
O= A, B (standard models), C, D, E or F (optional models) O= A, B (standard models), C, D, E or F (optional models)
H1500W ~—» AC Output Receptacles (option)
Model No. Continue Input Output Output Effi. TYPE-A TYPE-B TYPE-C TYPE-D TYPE-E TYPE-F
power vDC VAC | Hz socket
TS-1500-112[A] 1500W 10.5-15 110/ 60 TYPE-A  87% C ¢ O %

TS-1500-124[A] 1500W 21.0-30 110 / 60 TYPE-A  89%
TS-1500-148[A] 1500W 42.0-60 110 / 60 TYPE-A  90%
TS-1500-212[B] 1500W 10.5-15 230/50 TYPE-B 88%
TS-1500-224[B] 1500W  21.0-30  230/50 TYPE-B  90% Europe  Australia
TS-1500-248(B] 1500W 42.0-60 230/50 TYPE-B  91% A Please consult Mean Well for other kinds of optional output socket.
O= A, B (standard models), C, D, E or F (optional models)

i
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MEAN WELL

DC/ AC Inverter 1500-3000w True sine Wave Solar Inverter

A TN-3000
474x 283x 98 mm

A TN-1500
420x 220x 88 mm

[l Features

* True sine wave output (THD<3%)

« 2 times high surge power for motor related application
« Advanced digital control by microprocessor

« High efficiency up to 93%

« Standby saving mode to conserve energy

* Built-in fan ON/OFF control function

» Output voltage / frequency adjustable

« Front panel indicator for load / battery / operation status
« High frequency design

« Selectable UPS and energy saving mode

» AC by pass, built-in AC and solar charger

« Fast transfer time under 10ms

« Solar input current up to 30A max.
* Input protections:
Bat. low alarm / Bat. low shutdown / reverse polarity /
over voltage
+ Output protections:
Short circuit / Overload / Over temperature / AC circuit breaker
« Optional monitoring software
« Applications:
Home appliance, power tools, office and portable equipment, vehicle
and yacht...etc.
* 2 years warranty

G@US @ F@ c €(3000W pending)

Bl General Specification (Please refer to www.meanwell.com for detail spec.)

Model No. TN-1500 TN-3000

Rated output power(typ.) 1500W 3000W

Maximum output power 1725W for 3 minutes ; 2250W for 10 seconds 3450W for 3 minutes ; 4500W for 10 seconds
Output surge rating (30 cycles.) | 3000W 6000W

12VDC, 24VDC or 48VDC
100 / 110 / 115/ 120VAC or 200 / 220 / 230 / 240VAC selectable by setting button

DC input rated voltage
AC output voltage

AC waveform

True sine wave, THD<3.0%

AC regulation

+3% of rated output voltage

No load dissipation

<18W @ standby saving mode ‘ <7W @ standby saving mode

Transfer time

<10ms inverter mode «—— by pass mode

Working temperature

0 ~ +40°C @ 100% load, 60°C @ 50% load

110V Compliance to UL458 (except for 48V and only for GFCI receptacle)
Safety standards :
230V Compliance to EN60950-1
EMC dard 110V Compliance to FCC class A
standards 230V Compliance to EN55022 class B, E-Mark, EN61000-4-2,3,4,5,6,8,11, ENV50204

B 1500W (Inverter with AC & Solar Charger)

Il 3000W (Inverter with AC & Solar Charger)

Model No. Continue Input Output Output  Effi. Model No. Continue Input Output Output  Effi.
power vDC VAC | Hz socket power vDC VAC | Hz socket

TN-1500-112[A] 1500W 10.5-15 110/60  TYPE-A 87% TN-3000-112[A] 2700W 10.5-15 110/60  TYPE-A 87%
TN-1500-124[A] 1500W  21.0-30 110/60  TYPE-A 89% TN-3000-124/[A] 3000W 21.0-30 110/60  TYPE-A 89%
TN-1500-148[A] 1500W  42.0-60 110/60  TYPE-A  90% TN-3000-148[A] 3000W  42.0-60 110/60  TYPE-A  90%
TN-1500-212[B] 1500W 10.5-15 230/50 TYPE-B 88% TN-3000-212(B] 2700W 10.5-15  230/50  TYPE-B 88%
TN-1500-224 [B] 1500W  21.0-30 230/50  TYPE-B  90% TN-3000-224 B] 3000W 21.0-30 230/50  TYPE-B 90%
TN-1500-248(B] 1500W  42.0-60 230/50 TYPE-B 91% TN-3000-248(B] 3000W  42.0-60 230/50  TYPE-B 93%

O= A, B (standard models), C, D, E or F (optional models)

OIN 150 9001,

We are a TQM (Total Quality Management) company
and ISO-9001 certified since 1994.

Products —
- One Stop Shopping

>
=]

O= A, B (standard models), C, D, E or F (optional models)

- Total Solution
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Accessories

W DIN Rail Accessories

2-F4x6 18O

ITEM Order No. Case Model ITEM Order No. Case Model
DRL-01 903  S-40, D-30, T-30, ..... . DRP-02 905/ 915  $-15,8-25, .../ SP-100, ...
) 905  S-15, 8-25, ..... £ ~S; 916 /920  SP-150, SP-200, ../ SP-75, ...
| 931  RS-25, NES-15 4 928 USP-225, ....
932  RS-35, NES-25
= DRP-03 DRP-01  All models
DRL-02 901  S-50, S-60, D-60, ..... = DRL.01-03
- 902  S-100, S-100F, SD-100, .... Y
" 906  S-150, SD-150, D-120, .....
' 915 SP-100, ..... MHS012 912,915  $-201, S-320,
916  SP-150, SP-200, ..... 916, 935  $-350, SP-100,
920  SP-75, ... = 939,940  SP-150, SP-200,SP-320,
= SE-1000, MP450/650/1000
oy, DRL-03 911 S-240, .....
. 912 $-320, SP-320, ... g MHS013 919 PSP-500, SP-750,
s 926 SE-600
MHS014 952 RSP-1000, SD-1000
DRP-01 901  All models %
902 -
903 & MHS025 910 SP-500, PSP-600.....
906 L
911 o
ggf . MHS026 943 RSP-1500
932




General Information

m Most of our standard products are available and in stock through our global authorized distributors. Please
contact your local distributor for prompt service. Please let us know if you are unable to find Mean Well's
distributor information in your local area.

m Written quotations are valid for 60 days from the date quoted unless otherwise specified. Customers are
responsible for all banking related charges outside of Taiwan.

m Orders must be placed to Mean Well by mail, e-mail, or fax. Please do not place your order by phone. For
international business, Mean Well will provide order confirmations with scheduled delivery dates. If you fail to
receive an order confirmation within 2 working days, please reconfirm your order.

= Minimum order amounts per shipment are determined by our local distributor's stock capability. Please contact
our sales representative for details.

m We encourage customers to place long-term orders. However, order cancellations or reschedules must be made
45 days prior to the scheduled shipping date.

m For our standard products, Mean Well usually keeps around 2-8 weeks safety stock (based on the past 3 months
sales record) for prompt delivery of small / medium quantity orders. For large quantity or new product orders,
3-5 weeks lead-time is needed.

m All returned goods must have a RMA (return material authorization) number marked on each carton. Contact
Mean Well for a RMA number. All goods must be shipped as "freight prepaid" unless confirmed by our sales
representatives.

m Products found to be defective within 30 days from the date of receipt can be returned for credit or exchange.
After the initial 30 days, Mean Well will repair the goods according to our warranty period. Contact Mean Well for
further information on credit or a RMA number. Goods should be shipped as "freight prepaid" to Mean Well and
Mean Well will repair and return the defective units (freight prepaid) within 7 working days. If the warranty period
has expired, a repair charge (20% of original purchase price or min. USD 5.00/pc) will be charged.

m If customers do the repair by themselves, Mean Well can provide reasonable quantity of free components for
repair purpose.

m We make every effort to ensure the accuracy of information in the catalog. If there is any discrepancy between
the data presented in our catalog and the SPEC, the SPEC sheets should take precedence (please refer to
www.meanwell.com for the latest SPEC information). We cannot take any responsibility of any consequence
arising due to error or change in specification. We suggest customers conduct a sample test for evaluation and
approval before placing a formal order.

m For continuing product improvement, Mean Well reserves the right to revise any information in this catalog
without further notification.

The EMC directive applies to component power supplies

m Mean Well ensures that all of the power supplies with CE declaration are designed to meet EMC directives and
are verified by an independent certified lab agent with a test report prepared. However, there are 2 categories
for power supplies: One is a stand-alone power supply, such as laboratory power supplies which can be tested
under EMC individually. The other category is a component power supply such as an enclosed power supply and
open PCB power supply. These power supplies are considered a component which will be installed into a final
equipment. Since EMC performance is affected by the final installation of a product, Mean Well cannot guarantee
that the final equipment will meet EMC directives. Final product manufacturers must re-confirm that their product
meets EMC directives.

RoHS Announcement

m To minimize the environmental impact and take more responsibility to the earth we live, MEAN WELL applies
manufacturing that complies with Directive 2002/95/EC of the European Parliament - RoHS (Restriction of
Hazardous Substances) since Sep. 2005. Please refer to the declaration on our web site and compliance product
list in page 5 for more detail information.






